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Abstract

Commissioning, Benchmarking and Clinical Application of a Novel Fiber Optic CT Scanner for
PreciseThreeDimensionaRadiation Dosimetry

Yi-Fang Wang

Radiotherapy is a prominent cancer treatment modality in medicine, aiming to deliver
adequatedoses to the target while minimizing harm to healthy tissue. Recent advancements in
computer technology, machine engineering, and imaging have facilitated intricate treatment
planning and accurate radiation administration. These advancements have dtioweare
precise dose distributions to be delivered to cancer patients. However, even small discrepancies in
setup or delivery can result in significant dose atiohs. While treatment planning systems
provide 3D dose calculations, there is currently a lack of 3D measurement tools in the clinic to
verify the accuracy of dose calculation and delivery. Presently, medical physicists rely on 2D dose
plane comparisonwith treatment planning calculations using ganmingex analysesHowever,
these results do not directly correlate with clinical desi@me constraints, and detecting delivery
errors using 1D or 2D dosimetry is challenging. The implementation of 3D doginatonly
ensures the safety of radiation treatment but also facilitates the development of new emerging
radiation treatment techniques. This study aimsdammissionand validate a clinically viable
optical scanner for 3D dosimetry and apply the developed system to address current clinical and
pre-clinical challenges, thereby advancing our understanding of treatment uncertainties in modern

radiotherapy.



The optical CT scanner that was developed comprises four key components: an LED
illuminator, an aquarium with matchinddid, a fiber optic taper, and a CCD camera. The LED
illuminator emitsuniform and parallel red light at a peak wavelength of 625 nm and a full width
at half maximum (FWHM) of 20 nm in continuous mode. Hugiariumis constructed with
transparent acrylic walls and is designed to accommodate the 3D dosimeter PRESAGE, which can
be fixed on a rotation stage inside the ta@lear acrylic has excellent optical clarity and light
transmission, with a refractive index of 1.49 that is close to the average refractive index (1.54) of
PRESAGE.To match the refractive index of the 3D dusters, a matching liquid composed of
90% OctylSalicylate and 10% Oct-Methoxy Cinnamate is filled in the tank. The fiber optic
taper serves two functions: first, it demagnifies the projection images while preserving their shape,
and second, it effectively reduces the acceptance angle of theebghing the CCD camera. The
CCD camera used in the system is an Allied Vision model with a resolution of 0.016 mm, capable
of acquiring 2D projection images from various angles. The principle of the oplicat@ner
follows that of CT imaging, where 2D projection images from different angles are used to
reconstruct volumetric 3D dose images using the filtered back projection technique. To validate
the dosimetric measurements and assess the uncertaintibe 8Dt dosimetry system, 21
benchmark experiments, including mechanical, imaging, and dosimetry tests were conducted.
Furthermore, the developed system was employed for various applications, including patient
specific IMRT QA, small field dosimetry usingl&voltage and megavoltage beams, as well as

endto-end testing of stereotactic radiosurgery.

A comprehensive analysis assessed uncertainties in each scanner component. Mechanical

tests showed maximum uncertainties below 1%. By employing background subtraction and



calibration techniques, measurement uncertainty was reduced to <1% in the optimal dose range.
Background subtraction resulted in a remarkable 77% reduction in uncertainty by mitigating
artifacts, ambient light, and refractive light. Reproducibility was#e&nt, with mean and standard
deviation of dose differences below 0.4% and 1.1%, respectively, in three repeat scans. Dose
distribution measurements exhibited strong agreement (passing rate4:0088% between 3D
measurements, treatment planning calooitetj and EBT3 film dosimetry. Results confirm the
optical CT scanner's robustness and accuracy for clinical 3D radiation dosimetry. The study also
demonstrates that the developed 3D dosimetry system surpasses the limitations of traditional 2D
gamma tests b providing clinicians with more clinically relevant information. This includes
measured doseolume histograms (DVHs) and the evaluation of gamma failing points in 3D
space, enabling a comprehensive assessment of individual treatment plans. Furthesrstuay t
showcased the feasibility of utilizing this system to characterize a radiosurgery platform. It
successfully assessed mechanical and dosimetric errors-axisftlelivery and evaluated the
accuracy of treatment planning dose calculations, inaudiodeling small fields, owdf-field

dose, and mukHieaf collimator (MLC) characteristics. In addition, compelling evidence was
presented that the higlesolution 3D dosimeter used in this study is capable of accurate dosimetry
for both megavoltage andldvoltage small fields. Importantly, the dosimeter exhibits no energy

or dose rate dependence, further supporting its reliability and suitability for precise dosimetry

measurements.

The intricate and thregimensional nature of dose distributions in modern radiotherapy
necessitated the development of 3D dosimetry measurements, particularly for treatments with

precise margins, such as SRS and SBRT. The newly developed 3D dosimedny effstrs



significant enhancements to current QA practices, delivering more clinically relevant comparison
results and bolstering patient safety. Furthermore, it can be utilized for independent inspections
across multiple institutions or remote dosimetry verifigatiBeyond its applications in clinical
settings, the presented 3D dosimetry system holds the potential to expedite the development and

utilization of novel radiation platforms.
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Chapter 1

General Introduction



1.1The Role of Radiation Dosimetry in Modern Radiotherapy

Radiation dosimetry, the process of quantifying the effects of ionizing radiation, holds
immensesignificance within radiation oncology clinics. The clinical outcomes of patients are
directly linked to the dose they receive. Turgontrol curves and normal tissue complication
curves illustrate the impact of dose escalation on tumor control and nbssu# damage.
Maximizing the disparity between these curves determines the optimal prescribed dose,
underscoring the need for accurate dosimetry in radiotherapy to administer clinically meaningful
doses without hartn? 3

Currently, there are two major methodologies to quantify the radiation in the clinic,
computerbased dose calculation using analytical models or Monte Carlo (MC) simulations and
radiation dose measurements using radiation dosimeters. Corbpagst dose &aulation,
employing analytical models or Monte Carlo simulations, focuses on treatment planning.
Radiation oncologists delineate treatment targets and organs at risk (OAR) on patients' CT scans,
with dosimetrists optimizing and calculating doses usindrésment planning system (TPS)
®. Radiation dose measurements using dosimeters are primarily carried out by medical physicists.
This methodology encompasses dosimetry quality assurance (QA) for treatment machiwves, in
dosimetry, and patierdpecific dose measurements. The resultsaiobtd from radiation
measurements are used to verify dose calculations from the TPS, ensuring the safe delivery of
doses to patients.

Over the past decade, compdbased dose calculation has undergone significant
advancements, transitioning from edienensional (1D) correctichased algorithms to three
dimensional (3D) kerndbased algoriththor numerical Linear Boltzmann Transport Equation

(LBTE) solvers® X The numerical method has improved the modeling of secondary electron



transport, thus increasing the accuracy of heterogeneity correction. In addition, it can provide the
dose deposition in high implanted materials and report the dose as dose to mediLine rapid
advancement of dose calculation algorithms, combined with theddttte-art delivery and
imaging system, facilitate the complex treatment delivery, such as intensity modulated
radiotherapy (IMRT), stereotactic body radiation therapy (SBRENd stereotactic radiation
surgery (SRSY. More conformal dose digbution can be delivered to the treatment targets, thus
sparing adjacent OARs.

In contrast to computdrased dose calculation, radiation dosimetry in clinical settings
primarily involves point dose or twdimensional (2D) dose distribution measurertett lon
chambers are the most commonly used standard, reference dosimeter in the clinics due to its
stability and accuracy. The calibration coefficient of the chambers can be determined by American
Association of Physicists in Medicine (AAPM) Accredited Dostry Calibration Laboratory
(ADCL) through a reference chamber, calibratedtiwy National Institute of Standards and
Technology (NIST) water calorimeter, or a NF8@librated sourcé. The main clinical purpose
of the ion chamber is to calibrate the output of the treatment machine. For example, farmer
chambers are used to calibrate the absorbed
quality through Task Group 51 (F&L)'8. Once the output of the treatment machine is known, all
the other dosimeters can be calibrated using the treatment machine. Other dosimetersycommonl
used in the clinics include radiochromic film (R pptical stimulated luminescence dosimetry
(OSLDY° 2%, diodes, electronic portal imaging device (EFf¥nd metabxide semiconductor
field-effect transistor (MOSFE?). RCF, EPID, and diode arrays can provide 2D dose
distributions, while the others are primarily used for point dose measurements. All of these

dosimeters require known doses to be delivered by the treatment machine for calibration purposes.



2D dosimeters are generally employed for machine QA, commissioning, and -spgeiiic

quality assurance (PSQA). RCF darkens with absorbed dose due to radidtioed
polymerization of diacetylene molecules and the formation of polydiacetylene dymgusly
Although RCF can provide high resolution 2D dose distribution, its measurement process is labor
intensive and timeonsuming. The accuracy of the measurement relates to the handling and
calibration methods, calibration curves, dose conversion metbodsction methodologies, and
operation of the readout system. Unlike RCF, 2D diode devices can provide instant readout of the
dose distribution and are extensively used in the clinics for TPS commissioning, flatness, and
symmetry measurements of theatment machines, and IMRT PSQA. Because of their high
sensitivity, excellent reproducibility and mechanical stability can be achieved. The small sensitive
volumes allow them to measure highly modulated dose distributions8.

In modern radiotherapy, the development of machine and software engineering, such as
multi leaf collimators (MLC) and imaging technology, such as linear accelerator (LINAC)
integrated conrdweam computed tomography (CBCT) has facilitated advanced treatalimety.

IMRT allows an optimal dose distribution delivered precisely through diverse and complicated
beam combinations delivered by MLC. SBRT and SRS utilize rapid dosefffalhd imaging
guidance technologies to deliver high dose to the treatmenttdarg/hile sparing OARs.
Compared to the traditional 3D radiotherapy, smaller margins are prescribed to the treatment
targets and more modulated dose are delivered to the patients, meaning that small setup or delivery
discrepancies could lead to a largseldifference. In addition, due to the complex delivery system,
machine or dosimetry errors are less likely to be detected and have more significant impacts on

the patients. 3D dosimetry can provide a comprehensive view of the complex 3D dose clouds

deliver ed to the patient, providing detailed inf.¢



treatment errors. For example, by combining t
structures information, the actual target coverage and normal tissue sparing can be measured, thus
improving clinical judgements. Besides the applicationetinent verification, 3D dosimetry can
be used to verify new radiation delivery techniques or treatment platforms. Although 3D dosimetry
methodologies have been investigated and described in many publications for more than twenty
years, they are not currinused in the clinic due to the limitations of efficiency and accuracy. A
new type of 3D dosimetry system is necessary to facilitate the advancement of modern radiation
dosimetry.
1.2 Brief History and Description of the Optical CT Scanner (OCT) and 3D
Dosimeters

In 1996, the methodology of using an optical scanner to determine the 3D dose distribution
in irradiated gels was proposed by Gore &t dlhe optical scanner incorporates anNelaser
with 632 nm wavelength, water tank, photodiode detectors, and a rotating gel platform. The
attenuation of a monochromic light beaoaused by scatteringassing through the irradiated
optically turbid medium is directly related to the radiation dose delivered to the medium. The
principle employed for deriving the 3D dodistribution is similar to the Xay CT. Filtered back
projection was used to reconstruct the 3D dose distribution from the line projections taken from
different angles and slices. It was discovered that differences between the refractive index of the
wate, plastic wall of the cylindrical vessel of the dosimeter, and the polymer gel could result in
spatial and angular deflection of the beam, and thus results in measurement uncertainties. The
largest spatial and angular deflections occur when the laserdmmioaches the edge of the vessel.
To minimize these deflections, the refraction index of the water was adjusted by adgé&igg

material such as propylene glycol or glycerol to match the refraction index of the gel. The spatial



resolution of the measured dose matrix depends on the width of the laser beam, alignment of the
axis of platform rotation with the midpoint of the translational scan, backlash of the motors, and
the reconstruction filter. By reconstructing a 0.6 mm tubetaining ink, the resolution was
measured to be 3.25 mm. The reconstructed dose images had a standard deviation of 3.5%. During
the same time, the optical properties of the BANG polymer gel was also published. The dose
response mechanism relies on the pobidn of lightscattering polymer micrparticles in the gel
at each site of radiation absorption. The attenuation of transmitted light cause by the scattering is
directly related to the dose and independent of dose rate. At 500 nm, the attenuatioregbeffi
increases by 0.7 mtmwhen the dose increases from 0 to 5 Gy.

In 2004, the performance of a commercial optical CT scanner, OCTOPUS (MGS Research,
Inc. Madison, CT), and BANG polymer gel was publisfieWarious sources of noise, including
digitization, electronic, optical, and mechanical generated by the scanner were identified. In
addition, the optical uniformity of the polymer gel and the reproducibility of the data acquisition
process were analyzdtwas demonstrated that an overall uncertainty of 3% within approximately
75% of the radius of the container wasadiuced by the scanner, the gel, and its container. Small
particles of dust on the lenses, photoelectric conversion factor at different spots of the
photodetector, light reflection, and refraction near the cylinder wall, and optical nonuniformity of
the cantainer wall. The study compared the dose distribution efield coplanar 3D conformal
plan from the optical scanner, treatment planning system, and the films. Although the 40 percent
isodose lines from the gel measurements were distorted becauseeaifdbve artifact, the gel
measurements agree with the plan and the film

artifactfree central region.



Despite the promising preliminary results, there were still some fundamental issues of
using gels a8D dosimeters. & polymer gelsthe attenuation of the transmitted beam is mainly
caused by light scattering from the radiation induced optical contrast. The presence of scattering
was shown to systematically influence the magnitude of the reconstructed attenuation coefficients.
One study has shown that the scattering can cause significant depression (>10%) on the
reconstructed imagé&s Secondly, theadicchromicgel dosimeter has the issue of radiochromic
diffusion over the time. Lastly, the wall of the gel dosimeter can cause significant reflection and
refraction artifacts around the edge of the dosimeter. In 2006, an optically clear 3D polyurethane
dosimeter formulated with a halogenated hydrocarbon free radical initiator and a leuco dye,
PRSAGE (Heuris Inc.), was develogé&?° The main material of PRESAGE is polyurethane,
which consists of 61% carbon, 20% oxygen, 10% nitrogen, and 9% hydroges alt leffective
atomic number of 6.6 and a density of 1.05 g/cm3. In addiBRESAGE dosimeters are made
up of leucomalachite green (LMG) dye and a halocarbon radical initiator. The free radicals created
from halocarbon radiolysis and oxidization during radiation interaction change the LMG into
malachite green (MG) which has a nmaum absorbance at 633 nm which is detected by the OCT
scannerThe advantages of the dosimeter include insensitivity to oxygen and diffusion, radiation
induced light absorptiorather than scattering, great variety of sensitivity, temporal stalitige
rate independentissue equivalenci the range of megavoltage energies, which is suitable for
radiotherapyand linear dose response. In addition, the issue of reflection and refraction artifacts
from the wal|l can be resolved because the dos
shape.

Although OCTOPUS optical scanner has capability to produce clinically acceptable dose

distribution, the raster scanning takes more than 10 hours. The process is time consuming and not



optimal for clinical use. In 2010, a commercial cdigam optical CT scanner, Vista (Modus
Medical Device Inc.) was developed to reduce the readout“ifftee duration of the scan was
shorter than 5 minutes with 2 hour warm up time and 30 minutesrpa$iition wait time.
However, even with the use of cust@me blockers for stray light reduction, the stray light
perturbation from the angled scatteringsweot acceptable. Modification of the optical scanner
was presented by Granton et al to reducettiag §ght contaminatiott. The scanner was modified
by moving the spectral filter from the detector to the source, changing the light spatial fluence
pattern, and lowering the acceptance angle by extending the distance between the source and the
dosimeter. The modification reducttke strayto-primary ratio (SPR) significantly from 0.24 to
0.06. However, using this design, the scanner was doubled in length, width and height, requiring
brighter light source or longer exposure time. In addition, other sbofaatifacts, such as glare,
and mismatched refractive index material were revealed.

In 2011, Duke largdield-of-view opticatCT scanner (DLOS) was introduced to reduce
the scanning time to 15 minutés® The light source of DLOS is a 3W red LED behind a weak
optical diffuser and a narrow band pass filter. The light is collected by the matched telecentric
imaging lens. An aperture stop is used to reject the stray light. Algorithms to correct nonuniformity
of CCD pixel response, spectral artifacts, residual dighy artifacts were developé&d Point
spread function (PSF) deconvolutisras employed to correct the stray light originating in the
lenses and components of the optical ciaifihis correction is for internal scatter caused by
internal reflections within the imaging lens. An analytical method for correcting the spectral
artifacts was applied. To increase the dynamic range of the CCD array, the images are converted
such that pigl values are proportional to exposure rate (the ratio of grey scale values to exposure

time). For benchmarking, the mean 3D passing rate of gammasisnaging (3%, 3 mm, 5%



threshold) over the benchmark tests was 97.3%. Using 2 mm reconstructions, noise was at 2% in
the 412 Gy dose range. However, the errors from the stray light, and dynamic range correction
can be up to 3%.

During the past decades, optical CT scanners have been developed to achieve higher
scanning speed, larger field of view (FOV), and lower dosimetry errors from the artifacts.
However, for the optical CT scanner to be used in the clinic, higher-4@nalse ratio, less laber
intensive operation procedures and less manual imaging processing are required. The prescribed
dose per fraction of a conventional IMRT treatment is around 2 Gy but the statistical noise could
be up to 5% at the dose level. There ardtiple sources of artifacts in the optical CT scanner
system and the magnitude of which is not clear in the publication36. Manual corrections of the
images and alignment of the optical system may improve the reconstructed results but they are
time-consuming and not optimal for clinical use. A robust and e@msyse 3D dosimetry system
with less sources of artifacts and increased signal to noise ratio is necessary for the clinical
implementation of 3D dosimetry.

1.3 Current Challenges and Limitations of the Optical CT Scanner and 3D

Dosimeters

The currenthallenges of the optical CT scanners for 3D dosimetry can be divided into two main
categories, the measurement uncertainties and the limitations for clinical impleméht&tion
Scannerelated artifacts can come from the light scattering originating in the lenses and
components of the optical chain, mismatch of the refraction index between the matching liquid
and the 3D dosimeter, impurities on the tank wall or any surfadesioptical chain, light nen
uniformity, light output drift, impurities in thenatching liquid, mismatch of the rotation center

and the center of the projection images, reflected and refracted rays produced in the ray path and



the malfunction of the rotational and translational motors. Using FBP reconstruction technique,
stationary impurities on the projection images and rough translational motor motion can cause
significant ring artifacts. Reflection and refraction artifacts ttuthe mismatch of refractive index

of the fluid, water tank wall, and the dosimeter can cause signal loss at the edge of the dosimeter
and Acuppingo artifact. Background subtracti ol
the reflection andefraction artifacts, but it requires the user to place the dosimeter at the same
location of the scanner after irradiation. Geometric distortion from the mismatch of the rotation
center and the center of the projection images and the lightmiéarmity can be mitigated by

image posprocessing. Scattering from the optical system can causaimfmmmity of the
acquired projection images. To reduce the scattering from the optical system, control of the amount
of scattered light entering the camera is 8eagy. An aperture collimator mounted in the system

can reduce the scattering, but it also reduces the signafinRagghg correction is needed to
improve the residual scattering artifacts. Although current proposed methodologies have
successfully improwkthe reconstructed image qualities, the corrected uncertainties can be up to
3%2. A new type of hardware system is necessary to reduce the sources of artifacts.
Dosimeterrelated artifacts encompass various factors such as light scattering from radiation
induced optical contrast, dosimeter impurities, hatogimeter nofuniformity, and inter
dosimeter variation in sensitivity. If the dosimeter's sensitivityad@guate or the delivered dose

falls outside the optimal range, statistical noise may arise. Over the past d&aatleshromic

3D dosimetersuch as PRESAGEave beemnlevelopedo exhibit optical contraghainly through

light absorption rather than liglscattering, thus mitigating the scattering artiffict®revious
publication has shown that the intensities of the scattered photons at more than 3ari® off

distances are less than 1% of the primary beam. However, for the dosimeter with high optical
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density, the intensity of the scattered light could be more than 3%. The scattered photons decrease
sharply with increasing ofixis distanc®. Intradosimeter nosuniformity can be corrected
through background subtraction techniques. However, -ddsimeter variation cannot be
corrected and may introduce uncertainties in dose calibration. A study investigated the intra
dosimeter consistency dninterdosimeter relative dose reproducibility of the PRESAGE
dosimeter to be with 2% uncertaiftyFor PRESAGEthe absorbed dose is directly proportional

to the optical density, and thus a linear regression curve can be used to calibrate to dosimeter.
However, the slope of the calibration curve depends on the sensitivity of the dosimeters. Inter
dosimeter sensitity difference could lead to absolute dose calibration uncertainty if the dosimeter
used for calibration has different sensitivity than the dosimeter used for the measurement. For
relative dose measurement, the irdmsimeter sensitivity and optical dégsuniformity is
important. The advantages of the PRESAGE dosimeter include its tissue equivalence, negligible
dose rate and energy dependency.

The clinical use of the optical CT scanner is limited by several factors. These include labor
intensive and time&onsuming operational procedures that are dependent on the user. The dynamic
range of the CCD camera, scanning time, and the size of the rgdiaid-of-view are also
limitations that need to be addressed for broader clinical application. In clinical practice, it is
crucial to have simple operational procedures with minimal uncertainty and the potential for
mistakes. Troubleshooting, such asicgd system alignment or image correction, may need to be
performed by clinical personnel. Robustness of the dosimetry system can facilitate the clinical
implementation. The dynamic range of the projected images is limited by the detector. Stray light
coud reduce the dynamic range of the measurement, and thus reduce the contrast of the

reconstructed images. Depending on the dose irradiated to the dosimeter and the optical path
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length, the image intensities of the projected images could be saturated, leading to erroneous
reconstructed dose distribution. For high dose measurement, such as SRS or SBRT treatment
verification, sufficient dynamic range should be ensured. The Hyead optical CT scanner has
addressed the issue of prolonged scanning time but compared to the instamit refdiode
dosimetry systems, the scanning and reconstruction process can stillHoernsaening, especially

with multiple imaging correction methotbgies. For clinical efficiency, not only the robustness

of the hardware system but also the software system for scanner operation and image
reconstruction are important. The FOV limitation is influenced by the size of the light source and
detectors. In @dition, due to the reflection and refraction artifacts from the mismatch of the
refraction index between the matching liquid and the 3D dosimeter, the signal close to the edge of
the dosimeter can be distortéd

1.4 Motivations for the Development and Clinical Use of a ParalleBeam Optical

CT Scanner with Fiber Optic Taper Collimation

3D dosimetry using 3D dosimeters and optical CT scanner for readout has potential to provide
fast, high resolution, and accurate 3D dose distribution, thereby advancing modern radiation
dosimetry. With the advance of machine, software engineering, anthgrtaghnology, radiation
treatments with modulated dose distribution with hypofractionated dose regime, have been
commonly delivered to the patients. However, the radiation dosimetry in the clinics remain as
point dose, or 2D measurements. In this stadyewly developetlber opticCT scannerunder
U.S.patentapplicationen t i (Thre=dimdnsionaDosimetryProceduresMethodsandDevices,
andOptical CT ScannerApparatudVhich Utilizes Fiber Optic Taperfor Collimatedimages, was

commissioned and benchmarked he study aims to comprehensively investigate the sources and
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magnitude of the measurement uncertainties from the developed OCT. The results can provide
insights into the potential clinical utility and limitations of the developed 3D scanner.

IMRT QA has been widely performed in the clinic to verify the TPS dose calculation algorithm
and the delivery system of a LINAC. Previous publications have discussed the sensitivity of IMRT
QA in detecting errors and its clinical meaning. A mirstitutional study was performed to
evaluate the current measurembased QA using the Imaging and Radiation Oncology Core
(IROC) head and neck phanttmThe results showed that traditional IMRT QA methods
performed consistently poorly in searching for a lamyemoderate error regardless of whether a
3%/3 mm or 2%/ 2 mm criteria was used. In 2018, AAPM task group 218 was published to address
the issues of existing measurembased IMRT QA methods It was concluded that purely using

the passing rate for evaluation could underestimate the clinical consequences because the passing
rate only summarized the gamma test in aggregate. In addition, if a QA methodology can provide
measured DVH constraintthe QA results are more clinically meaningful. For palose o 2D

dose measurement, ités difficult to identify
anatomy, and thus measured DVH constraints cannot be acquired. Using the developed OCT,
combined with fiducial registration and structum@pping, measuredVH can be obtained and
compared with the calculated DVH on the TPS. The methodology is an important step toward
comprehensive treatment fields evaluation.

Singlefraction stereotactic radiosurgery (SRS) is an efficacious irradiation strategy for a variety
of intracranial metastases. SRS using LINAC and volumetric modulated arc therapy (VMAT) has
become widely used within the Radiation Oncology clinics. Tlénnadvantage is its faster
treatment delivery to multiple targets using a single isocenter (SIMT). Rapid dose falloff into the

surrounding normal tissue and the conformality of the prescription dose can be achieved through
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the dose modulation from MLC, gantry, and collimator rotation. A comprehensive evaluation of
the LINAC performance is crucial, particularly given th® thm setup margifor SRS treatments.
Currently, there is a lack of adequate tools for-trend testing of SIMT. Entb-end testing can
increase the confidence in all layers of the procedure as well as reduce costs and time. In this study,
the developed 3D dosimetry system was employed tionoe a highfidelity endto-end 3D
dosimetry with the capabilitpf measuring the conformality index (CT), dose gradient index
(DGI), DVH constraints, and rotational and translational errors.

Lastly, 3D small field dosimetry data was acquired in this study. The measurement of small field
dosimetry is difficult due to dosimetric disequilibrium, partial source occlusion with the
consequence of reduced output, and partial volume averaging dffiemtsational atomic energy
agency (IAEA) Report No. 483 provided a technical approach to deal with the issues in small field
dosimetry®. However, there is no published guidelines for 3D small field dosimetry. In this study,
the capability of an OGBD dosimetry system to measure 3D small dose distribution was
investigated and the measurement results were thoroughly characterized and benchmarked against

other detectors.

1.5 Summary and Organization of the Dissertation

To enhance the clinical applicability of the optical CT scanner for 3D dosimetry, it is
crucial to design a novel system that minimizes measurement uncertainty and improves procedural
efficiency. This study aims to address three key questions: 1) Caevbmped 3D dosimetry
system deliver reliable and precise dosimetry measurements? 2) Does the developed 3D dosimetry
system offer sufficient convenience for clinical implementation? 3) Can the developed 3D
dosimetry system yield significant clinical advages and streamline the commissioning of

advanced treatment modalities? By exploring these questions, we aim to evaluate the effectiveness
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and potential of the developed 3D dosimetry system in a clinical setting. Chapter 2 describes
commissioning, performance benchmarking, and investigations of a p&wdlel optical CT
scanner with fiber optic taper collimation. The experiments includeMaaedtests, imaging tests,

and dosimetric commissioning. For the hardware test, data to verify the motor rotational motion,
light source stability and parallel, and detector calibration were collected. Optical test targets were
employed to evaluate the tbstion, modulated transfer function (MTF), Signal to noise ratio
(SNR), linearity, and uniformity of the projection images. Dosimetric commissioning were
performed to evaluate the etmend results of the 3D dose measurements by irradiating regular
fields and treatment fields to the 3D dosimeters. The measured results were compared with those
measured by the radiochromic film and calculated by the TPS. Thtoemdl measuredment
uncertainties were evaluated. Chapter 3 presents the clinical applicatibe déveloped 3D
dosimetry system to IMRT QA measurements. In the study, a robust methodology of 3D IMRT
QA using fiducial registration and structemepping was proposed to acquire orgaecific dose
information and measured dose volume histogram (DddAstraints. Chapter 4 features research
related to 3D endlo-end commissioning of a new radiosurgery platform. This study attempts to
fill the gap in understanding of the overall mechanical and dosimetric uncertainties of the
radiosurgery treatments farlerances analysis and setup margin estimation as well as provides the
further evidence supporting the importance of 3D-&nend testing. The proposed system has
potential application in commissimg of a new radiosurgery platform, remote minstitutional

audits of radiosurgery treatments and remote commisgjcservice for developing countries,
where dosimetry equipment and human resources are not universally accessible. Chapter 5
presents the application of 3D dosimetry on small field dosimetrg.30h dose distribution of

small regular fields (< 1 cm) and treatment fields (< 2 cm) were measured and compared with the
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radiochromic film measurements and TPS calculations. The study provides insights into the
accuracy of small field measurements using the opGdaBD dosimetry system. Finally, Chapter

6 provides the summary and conclusion, and Chapter 7 identifieduhe &meas of investigation.
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Chapter 2
Commissioning, Benchmarking and  Clinical

Application of a Novel Fiber Optic CT Scanner for

Precise 3D Radiation Dosimetry
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2.1 Introduction

Over the past decades, optical CT scanner has been used as a readout tool for the 3D Hosimeters

6. The methodology can provide 3D dasstribution of the delivered dose to the dosimeters. An

ideal 3D dosimeter should be firm in structure, tissue equivalent, independent of response to the
dose rate and energy delivered, sensitive to the irradiation, and reproducible dose te§pense

3D dosimeters, PRESAGE (Heuris, Inc.) used in this study are composed primarily of the synthetic
polymer polyuretharfe®. The production of polymeric matrix can be separated into two steps.

First, reacting an equivalent of commercially available polyol with equivalents of a di
isocyanate forms a piq@olymer. The second step involves mixing the leuco dye, a free radical
initiator, a catalyst, with a commercially available polyol and previously formepdgiyener. The

resulting polymer hardens ir4B hous. After being irradiated, the leuco malachite green has a
visible absorbance maximum at 633 nm. Radical initiator produces radicals during the irradiation,

and thus increases the detectability of the color development. However, it was shown that the
weight per cent of the halogen content added to the polyurethane can increase the effective atomic
number. The PRESAGE formulations with lower halogen contents show more radiologically water
equivalent properties.

The basic principle of the dosimeter readawith optical CT scannings based on the Beer

Lambert Law!, which describes the relationship between the attenuation of light through a
substance and the properties of that substanc
of a physical material is related to the attenuation coefficient of the ditenspecies, optical

path | ength, and the concentration of the att
dosimetry, the attenuation d@eient is related to the 633 nm light absorption of the leucoilye

the irradiated PRESAGE phantpand thus the dose delivered to pintom The transmittance,
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T of the substance can be defined as the ratio of the transmitted intensity, |, over the incident

intensity, b of the 633 nm |ight and itodés related tc
Y - pm 1)
A=a¢eQ (2)

In radiation dosimetry, the absorbance, also known as optical density, can be relatetbs® the
delivered to the dosimeter. Optical CT scanner consisting of a 633 nm light source and a camera
detector can measure the incident intensity and transmitted intensity of the light through the 3D
dosimetel’. The 3D dosimeter can be rotated by a rotation stage, and thus 2D projections of the
optical density from different angles can be acquired. The reconstruction process to compute a 3D
image set of the optical density from the 2D projections is simildrea@dmputed tomography.

Using filtered back mijection (FBP) algorithrd¥, the attenuation profile at each angle is back
projected across the image plane for each slice. Figure 1 shows thg-step process of inverse

radon transformation for filtered back projection. The input of the inverse radon transformation is
a sinogam and the output is a slice of the reconstructed images. A sinogram is generated by sorting
and storing the detected projection at each angle. The algorithm assumes parallel beam geometry
and the center of the projection matchihg center of the rotation stage. In reality, the parallelism

of the light source and the coincidence of the two centers need to be verified, thus avoiding
introducing uncertainties. The transform process involves two main steps, the image is back
projeced and unblurred with a twdimensional ramp filter in the Fourier domain. A 3D image

data set can be reconstructed once all the slice images are reconstructed.
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The Radon transform

Figure 1. lllustration depicting the step -by-step process of the inverse Radon
transformation for filtered back projection, utilized in 3D image reconstruction.

Limitations of filtered back projection algorithm include the artifacts from the scattering or
refracted photons due to the assumption of straight light transmission, ring artifacts from the
defected detector or impurities along the light path, photomattan from the high dose pattern,
structured noise from the different response of individual detector elements, statistical noise, and
electronic noise when the number of photons reaching the detector'fs Tive design of the
optical CT scanner and itsconstruction program need to take these limitations into account and
mitigate the uncertainties by carefully calibrating the system or applying corrections.

In the previous publication, PRESAGE, 3D dosimeters have been readout by two main types of
optical CT scanner, OCTOPUS (MGS Research, 1. and Duke largdield-of-view opticat

CT scanner (DLOS$?4 for the investigations of clinical applications. OCTOPUS has the
capability to produce clinically acceptable dose distribution with the least scattering photons but
the raster scanning of a single dosimeter takes more than 10 hours, which is notfoptimatal

use. In addition, the alignment andustment of the optical system for optimal dosimeter scanning

is laborintensive. Duke DLOS was introduced to reduce the scanning time to 15 minutes.
However, it requires analytical corrections for spectral artifacts,-bglyartifacts, reflection,

and refraction distortions, and nonuniformity of CCD pixel response. The errors from the
corrections can be up to 3%. Similar to OCTOPUS, the system requiresndnsive alignment

and adjustment of the optical lens. The factors limiting the optical Qinscdor clinical use
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include its usedependent, and timeonsuming operational procedures. In clinical practice,
reproducible results with minimal uncertainty and probability of mistake are important.

In this study, a nely designedoptical CT scanner was commissioned and benchmaikesl

primary innovation is the application of fiber optic taf3efto the optical CT system for image

transfer and demagnification without distorting the image. Fiber optic taper can offer compact and
lensf ree solution for optical CT imaging. It do
be directly couplé to sensors, which improves the light efficiency (>70% transmittance) and
simplifies the operationalrpcedures. The optical CT scanner using optical fiber taper can become
more robust, lighter, anthore compactompared with lens system. The fiber optic taper is
manufactured by heating the central zone of a fiber optic block, and gently stretching the fiber as
evenly as possible. Each optical fiber is comprised of a core with a higher refractive index
surroundedy a cl adding with a | ower refractive ind
internal reflection at the boundary of cladding if tlght incident on the cladding with an angle

larger than the critical angles. ¢Figure 2 illustrates the correlation between the critical angle and

the acceptance anglexsof an optical fiber. The light must fall within the acceptance angle in

order to be guided into the fiber core. Additionally, optical fiber tapetbtaok stray light from

the surrounding. The scattered photons with large incidence angle can thus be removed by optical

fiber?” 28

Cladding: 7z Core: 1y

Figure 2. Diagram illustrating the relationship between the critical angle and the
acceptance angle in an optical fiber.
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The acceptance angle can be measured as numerical aperture (NA), which is related to the
refractive index of the core; and the cladding,A" 22

06 & & (5)
A compact LED telecentric illuminator was also employed as the broad beam light source. It is up
to 60% smaller than other telecentric illuminators and has the capability to provide a uniform
parallel beam with a peak wavelength of 625 nm and 20 nm FWHhitinuous mode. The light
source can be mounted on the optical system without the requirementdépsadent alignment,
which is an important feature for clinical applications.
In this study, a comprehensive performance benchmarking of the developed optical CT scanner
was conductedThe benchmark tests can be categorized into three main groups: mechanical,
imaging, and dosimetry. The mechanical tests encompass several assesshatitg) the
scanner motor test, parallel light test, stray light measurement, camera calibration, liquid scanning
uniformity, determination of camera dynamic range, linearity of camera response to exposure time,
light source stability, measurements afht spectrum change, and reproducibility of scanner
measurements. These mechanical tests provide an overview of the scanner's functionality.
Following the mechanical tests, imaging tests were performed using optical test targets to further
explore the limitations of the captured images. The evaluation of imaging quality involved
examining geometric distortion, modulation transfer function (M{R)nd signato-noise ratio
(SNR) for each optical density level on the test target. Additionally, the linedrttye camera
response to the optical density was assessed. The quality of the projection images directly affects
the measured optical density and, consequently, the dose measuré&m&htsdosimetry tests
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were conducted using a 3D dosimeter PRESAGE. These tests included determining the SNR at
each dose level, examining the linearity between the measured optical density and the delivered
dose, measuring regular square fields and treatment fields, assesaswgement reproducibility,

and comparing the dose with EBT3 radiochromic fitn%. Furthermore, measurements were
taken with and without background subtraction to understand the impact of stray light, reflection,
refraction light, and the magnitude adrrected artifacts.

The purpose of this study is to provide a comprehensive evaluation of the measurement uncertainty
of a novel parallebeam optical CT scanner with fiber optic taper collimation and evaluate its
clinical utility.

2.2 Materials and Methods

2.2.1 The design of a paraHleéam optical CT scanner with fibeptic taper collimation

The developed optical CT scanner consistsiotomponents, an LED light illuminator, a water

tank with a rotation stage and matching liquid insaleyindow framea fiber optic taperfiber

optic wiondow anda fibercoupled CCD detector (Figure 3 and 4). A compact LED telecentric
illuminator, LTCLHP CORE series (Opto Engineering, Houston, Tx) was employed for the light
source. The telecentricity (<0.04 degree), uniformity (<1%), and working distance (33.8%in

of the light source were tested by thendor. It can provide uniform and parallel red light (625

nm, 20 nm FWHM) without usetependent alignment and modification. An aluminum stage was
custommade to hold the light source with fixed position and orientation. The orientation and
position of tle light source was aligned precisely with the position of the rotation stage and the
camera to achieve optimal image acquisition. The veddbned light source is not in circular
shape, and thus positioning each component to achieve optimabffieielw is important. The

current design has a field of view of 7.2 cm (height)l cm (width). Theaquariumcontains two
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acrylic windows along the beam path, while the remaining two walls, located outside of the beam
path, are constructed from opaque materigh® opaque walls are designed to prevent stray light
from the surrounding environment from interfering with the measurements or imaging pfocess.
fiber optic taper with the taper ratio of 3:1 was mounted to the exit wingibiwva window frame

for light collection, transfer, and demagnification. The smaller end of the dimgr taper is

coupled to a fiber optic wirmlv, bonded to a CCD camera (Allied Vision, Houston, Tx) with
dimensions of 110 mm (LY 66 mm (W) x 66 mm (H) and resolution of 4008 (H) x 2672 (V).

The fiber optic windowcan preserve the images and significantly increase the amount of light
collected by the CCD camera. To avoid transmission losses, the CCD camera and fiber bundle are
in close proximity since any gap between will lead to light emerging from the individaalat

large angles.

Figure 3. Schematic diagram of the developed optical CT scanner, showcasing the
following components: (1) LED light illuminator, (2) aquarium filled with optical
matching liquid, (3) window frame, (4) fiber optic taper, ( 5) fiber optic window , and (6)
CCD camera.
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Figure 4. Photograph of the developed optical CT scanner .

Two software programs were developed for image acquisition and image reconstruction. An in
house LabVIEW (National Instruments Corp, Austin, Tx) program was developed to control the
stage rotation and image acquisition automatically (Figure 5). In thigrgmp the user can
determine the degree of rotation, rotation speed, rotation direction, and time delay before image
acquisition. In addition, the scanned dosimeter is displayed in real time for the user to monitor the
scanning process. The program autooadly savedl6-bit images with the resolution of>dm in

TIFF format. For a dosimeter scan with 360 degrees and 1 degree per step, 360 images were saved
to the file location. 3D image reconstruction was performed utilizing-hourse Matlab program.

Due to the parallelism of the LED light source, inveesion transform function can be employed

to reconstruct images. The detected 2D projections can be thought of as a set of line projections.
A sinogram, produced by combining the line projection at eagleais the input of the inverse
transform function to reconstruct a slice of tomographic images. A set of 3D dose images can be
produced from multiple sinograms. During the reconstruction, local regression using weighted
linear least squares and a secdedree polynomial model was applied to remove the noisy pixels.

For the filteredback projection, Rarhak filter multiplied by a sinc function was used to- de
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emphasize high frequency signals and shapserving piecewise cubic interpolation was used

for the interpolation during back projection.

VISA resource name. oA e Image 1

leloBisRVIODN+ G

Figure 5. User interface of the developed optical CT scanning software. The left side of the
interface presents the scanning parameters and control buttons, while the right side displays
real-time projection images of the scanned dosimeter.

2.2.2 Operational procedures for dosimeter scanning

Prior to conducting the optical CT scanning, the exposure time was carefully adjusted to ensure
that the measured image intensities fall within the dynamic range of the CCD camera. This
adjustment is directly linked to both the dose delivered to the dteiraed the length of the
irradiated region along the beam path. When a larger dose is delivered and the path length
increases, it may result in smaller image intensities being measured. By increasing the exposure
time, it becomes possible to capture analghat is adequate for precise dose measurement while
ensuring that the acquired data remains within the dynamic range of the camera. This adjustment
helps prevent overexposure or underexposure of the images, enabling accurate and reliable dose
measuremas during the optical CT scanning process. Once the exposure time is determined,
before irradiating a dosimeter, the blank dosimeter was scanned by the optical CT scanner for
background subtraction. Ther eods no wdahmemup ti
background subtraction was performed for each measurement to reduce the structural artifacts,

such as ring artifacts from the impurities on the window surface, optic fiber surface, source surface,
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or the presage dosimetegeflection and refraction artifacts, stray light. The magnitude of the
artifact reduction was evaluated in the dosimetry tests. The dosimeter was then positioned at the
treatment room for dose irradiation. Figure 6 shows a picture of an irradiated dosifitete
irradiation, the irradiated dosimeter was put at the same orientation and position in the rotation
stage as the background scanning. The rotation stage has four notches to make sure the
reproducibility of the phantom pdiining before and after the irradiation. The reproducibility was
evaluated in the dosimetry tests. The scanner parameters of the irradiated dosimeter scan should
be the same as the blank dosimeter scan to make sure the magnitude of the artifactseistconsis

in the two scans for subtraction. Background subtraction can improve the accuracy of dose
measurement s, but erroneous results can be ac
scanner 6s capability for r e p mety.uTo isimpife thes c an i
workflow, a background scan could be used for multiple measurements if the dimensions and
image intensities of each 3D dosimeter is consisdtfitough the artifacts from impurities in each
dosimetercannot be corrected this wagfter acquiring the two data sets, the images were
transferred to the Matlab program for image reconstruction. The acquired images can be resized
to make sure optimal image resolution and signal to noise ratio can be achieved. In this study, a
resolutionof 1 mm was selected to match the highest resolution of the treatment planning system,
Eclipse (Varian, Palo Alto, CA). Before image reconstruction, the measured image intensities were
transformed to optical density based on equation (2). Due to the liegaonse of the 3D
dosimeter to the dose, the reconstructed optical density is proportional to the dose delivered. A
relative 3D dose matrix can be acquirkdthe same program, beam profiles and isodose lines can

be plotted for dose analysis. SlicerRT,eattension of 3D Slicer was utilized for 2D, 3D gamma

comparison, 3D dose cloud visualization.
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Figure 6. Photograph of an irradiated 3D dosimeter. The darkened region indicates the
location where the radiation dose is deposited.

2.2.3 Mechanical tests of the optical CT scanner

Table 1 presents a comprehensive list of the benchmark tests conducted in this study, categorized
into mechanical, imaging, and dosimetry tests. In the mechanical tests, the rotational accuracy of
the motor was examined. To assess this, the motor wasrsédte 1 degree per step for a full 360
degrees. The 361st scanned image was then compared to the 1st scanned image to determine if
they matched. A fiducial marker was placed on the dosimeter during scanning, and the two images
were overlaid to evaluatny positioning differences of the fiducial. A line profile was generated

to assess the accuracy of motor rotation. In addition to the motor test, the parallelism of the LED
light was evaluated. This involved placing a ruler at seven different locatur thle beam path.

If the light was parallel, the length of the 1 cm interval at each of the seven locations should be
consistent. Thomaet al2® have measured the stray light detected by the camera of Duke DLOS
scanner by placing an opaque light blockhie beam pathn their study, the signal behind the

light block should have approached dark field values but was significantly higher. It is worth noting
that most of the stray light generated in the scanner originates within the imaging lens. However,
in the developetensfreefiber opticCT scanner, this stray light is expected to be negligible. To

further understand the magnitude of stray light contamination, a similar test was performed in this
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study. An opaque light block was placed in the beam path, immersed in a matching liquid. A line
profile of the signal behind the light block was then plotted to assess the stray light levels.

For CCD camera calibratiéh® dark field (DI) and flat field (FI) were acquired. The dark field

was taken without any Il ight, and thus the sig
was produced in the pixel element due to the thermal excitation of electrons intodoetom

band, and thus the collection in the CCD wells. Although the dark current is directly proportional

to the exposure time, the exposure times used in this study are short, and thus the change may be
negligible. The diange of dark field according to the exposure time iwasstigated Although

dark fields are reproducible, there is statistical noise in the dark current that can influence a weak
signal. A flat field was acquired using the LED illuminator withoutdheariumand fiberoptic

taper in between. The flat field images provide information of gbegplendent quantum efficiency.

Using these two images, a calibrated image (CI) can be obtained from the raw image (RI):
00— (6)
The measured optical density (OD) can be obtained from the calibrated image (CI) and the
calibrated background imagecCl
VDO aéE€@ a€0VOaeVO (7)
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The process of flat field calibration is incorporated into the background subtraction technique. To
obtain a calibrated image, three key components are required: a raw signal image, a raw

background image, and a dark field image. The dark field and flat field corrections are applied to

correctthe nonuniformity of light source and pix@épendent detection efficiency of CCD camera
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To investigate the impact of dark field and flat field correction, a liquid scan was conducted to
assess the namiformity of both the raw and calibrated images. The operational procedure
included adjusting the exposure time prior to the measuremensuoeethat the measured image
intensities fell within the dynamic range of the CCD camieoa.high dose measurements where
lower image intensities are expected, longer exposure times were set to ensure that the pixel values
remained higher than the darklfis. However, it's important to note that increasing the exposure
time runs the risk of saturating the background intensities. Therefore, in this study, the optimal
dynamic range of the CCD camera was determined to strike a balance. To verify the camera's
linear response to exposure time, pixel values were measured using six different exposure times.
To have accurate dosimetric data, the light source stability over the measurement time is important.
Using the current design, the measurement time is within 15 minutes. 360 liquid scans were
acquired in 15 minutes and the pixel values over time weree@ldtt addition, the mean value

and standard deviation of the measured image intensities in a region of interests (ROI) in the
projection images over ten scans were plotted to evaluate the scanner reproducibility.

The spectrum of the light source was measured by a spectrometer placed before and after the
optical CT scanner, and after the optical CT scanner with a dosimeter in the tank. The three
measurements can provide us an overview of the spectrum change lei@pdidal system and

the 3D dosimeter.

Table 1. Benchmark tests performed in this study, including mechanical, imaging and
dosimetry evaluations.

Description

OCT Mechanical Tests

Scanner Motor Test Motor shouldrotate 1 degree/step, 360 degrees/full scan.

Parallel Light Test The LED light source should emit parallel light
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Stray Light Collimation Measure the stray light collimation by the optic fiber taper

Dark field and flat field imageacquisition. Camera calibration based

Camera Calibration S
the acquired images.

Dynamic Range Determine the dynamic range of the CCD acquisition

Examine the linear relationship between the exposure time and t

SRRl s measured signal. Examine the dark fietthstancy over exposure timg

Light Source Stability Examine the stability of the LED light source over time
Light Spectrum Measure light spectrum change in the optical system
Scanner Reproducibility Reproducibility of the scanned imaggensity

Uniformit Determine the uniformity and standard deviation of the liquid and b
y phantom images

OCT Imaging Tests

Geometric Distortion Image distortion measurements using distortion test target
MTE Modulation transfer function (MTRneasurement using high quality]
test target
SNR Evaluate the signal to noise ratio (SNR) of each optical density le

. . . . Evaluate the linearity of the measured optical density to the phant
Optical Density Linearity ydefined optical denpsity y P

OCT 3DDosimetry Tests

SNR Evaluate the signal to noise ratio (SNR) of each dose level

Evaluate the linearity of the measured optical density to the delive

Dose Linearity dose

Regular Field Measurements Evaluate the dosimetric accuracy of regular fimeasurements

Treatment Field Measurement Evaluate the dosimetric accuracy of treatment field measuremen

Measurement Reproducibility Evaluate the reproducibility of the treatment field measurementg

Compare the treatment fietdeasurements with the EBT3 film

EB3 Film Comparison :
dosimetry

Evaluate the measurement uncertainty before and after the backgn

Background Subtraction subtraction

2.2.4 Imaging tests of the optical CT scanner

Image distortion can lead to misplaced signals in the image, and thus become troublesome for
accurate dose distribution. Theoretically, our {&eg optical system using optical fiber taper can
preserve the image shape, but the fiber bundles may influetce acqui red | mage

manufactured well. One of the imaging tests is to evaluate the geometric distortion by placing a
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Glass distortion target (Edmund Optics Inc., Barrington, NJ) in the water tank, immersed in the
matching liquid (Figure 7). The accuracy of-detdot distance is within 0.002 mm and the flatness
of the test target is within 0.0254 mm. The magnitude of#tmenetric distortion can be calculated
using the following equation:

OQi céeébPoQeezpTmm (8)
Where MD is the measured distance, AD is the actual distance on the phantom.
To evaluate the resolution of the imaging system, modulated transfer function (MTF) was
measured using transmitted, sinusoidal test target (Edmund Optics Inc., Barrington, NJ), shown in
Figure 8. The test target was placed in the water tank, immersed imatiching liquid. The test
frequency ranges from 0.375 Ip/mm to 80 Ip/mm. The measured image resolution is the maximal
resolution of the optical system. For the dosimetry purpose, the tradeoff between the SNR and
resolution was made to reduce the staituncertainty. The target also provides patterns of
different optical densities ranging from 0.2 to 1.2. Using the same sinusoidal test target, the
linearity of the measured optical density to the phandefimed optical density was evaluated. An
ROl wasplotted on each optical density material to evaluate the signal to noise ratio. Theoretically,
the statistical noise across the image detector is the same. Higher optical density materials produce

larger signal and higher signal to noise ratio.
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Figure 7. Glass optical test phantom utilized for assessing
geometric distortion.

00

Figure 8. Transmitted sinusoidal test target employed for measuring the  modulated
transfer function and assessing the resolution of the imaging system.

2.2.5 Dosimetry tests of the optical CT scanner

After the fundamental analysis of the optical system, the overall measurement uncertainty can be
tested by measuring the irradiated dosimeters with different test patterns following the operational
procedures. First, four 6 MV photon beams with field siz2 x 2 cn? were delivered to a single

3D dosimeter using linear accelerator, TrueBeam (Varian, Palo Alto, CA). The MU number of
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each beam was calculated so that eight different dose levels, 386, 500, 772, 1000, 1389, 1800,
1930, 2500 cGy can be measured. The linear relationship between the dose delivered and measure
optical density in the reconstructed images were plotted. Toatedte linearity, mean absolute
percentage error (MAPE), also called the mean absolute percentage deviation (MAPD) was
employed*

0 -B —— (9)

n is the number of the fitting poird, is the actual value, ari@is the forecast value. The linearity

error is directly related to the dose measurements. It is noteworthy that each 3D dosimeter may
have different response to the radiation, and thus the slope of the linear curve may change.
Currently, relative dosimetrgan be obtained by applying the linear relationship. In the future, if

the response of each dosimeter is consistent, the dose response curve of a certain dosimeter can be
applied to other dosimeters, and thus absolute dosimetry can be achieved. Besadligg, IENR

at each dose level can be measured using the same acquired scan. A ROl was drawn at each dose
level to acquire the mean and relative standard deviation of the measurement. The measured
relative standard deviation corresponds to the overallsamement uncertainty without the
consideration of structural artifacts.

To verify the background subtraction and evaluate its effect on the measured dose distribution, a
blank dosimeter was placed in the tank for background scanning three times. The three images
were subtracted from each other to evaluate the residual meastitgroertainties. Theoretically,
structural artifacts, such as ring artifacts, reflection and refraction artifacts, stray light artifacts, and
impurities in the dosimeter can be subtracted.

A regular2 x 2 cn?was delivered to the dosimeter to evaluate the dose measurement accuracy.

2D isodose lines from the measurement and calculation were overlayed for evaluation. Gamma
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index analysisising 2%/2mm criteria were employed to compare the measured dose distribution
with the calculated dose distribution from Eclipse treatment planning system with and without the
background subtraction. The distance to agreement (DTA), defined as the distanagixel in

the reference distribution to the nearest pixel in the evaluated distribution with the same dose, was
introduced to better evaluate high gradient dose distribution. This is because a shift in the high
dose gradient area cproduce significant errors. In low gradient region, absolute dose differences
can be used for evaluation. Gamma value was proposed by Dr. Low to combine the DTA with the

absolute dose difference using the below eqution

Owa aw — — (10)
Where, d is the point dose difference between measured image and the calculatéQ imdje,
dose criteria, r is the distance between the measured point and the calculated peitie
distance criteria. The gamma passing rate refers to how many percentages of the points having the
gamma value smaller than 1.
To evaluate the treatment field measurements, a stereotactic body radiotherapy treatment (SBRT)
plan with a prescription dose of 7 Gy was delivered to a 3D dosimeter. The measured dose
distribution in sagittal, coronal, and transverse plane were compatiedhe& calculated dose
distribution using isodoseline comparison. In addition, gamma test using 3%/2 mm criteria was
employed to evaluate the dose difference. To analyze the impact of background subtraction, 2D
dose distribution and line profiles compansbefore and after the background subtraction were
plotted. To have a comprehensive view of the treatment field measurements, an intensity
modulated radiotherapy treatment plan with a lower prescription dose, 3 Gy, was delivered to a

3D dosimeter with higer sensitivity. 2D isodose line comparison and gamma tests were
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performed. These measurements can provide insights into the clinical utility of the proposed 3D
dosimetry system.

In order to further evaluate the dosimetry accuracy of the optical CT scanner, a comparison was
made between the dose distributions measured by the scanner and those obtained using EBT3
radiochromic film. EBT3 radiochromic films are recognized for theilitglio measure accurate

relative dose distributions with high resolutidiwo types of comparisons were conducted: AP

dose measurement and IMRT dose measurement. In the case of AP dose comparison, it is possible
for the geometry of the solid water used the film measurement to differ from the geometry of

the 3D dosimeter. However, for IMRT measurement comparison, the beams can come from
different angles. To ensure the same geometry for comparison purposes, the 3D dosimeter was
divided in half, and a pce of radiochromic film was placed in betwe8woth comparisons
involved the use of isodose lines and gamma tests.

To assess the reproducibility of the treatment field measurement, an irradiated dosimeter was
scanned three times. Between each measurement, the dosimeter was removed from and reinserted
into the water tank to simulate the uncertainties that can occmgdactual scanning procedures.

The isodose lines obtained frotine three scans were overlaid and compared to evaluate any
differences or variations. Additionally, a gamma test and histogram of the dose differences were
plotted to examine the level of untanty present in the measurements. The magnitude of the
measured uncertainty provides an overview of the statistical errors associated with the
measurementThe reproducibility of a dosimetry measurement is an important characteristic
because it indicates the system's ability to minimize random errors. By focusing on reducing

random errors, systematic errors can be more effectively corrected. Thereforetirayahea
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reproducibility of the measurement helps determine the reliability and consistency of the dosimetry
data generated by the system.
2.3 Results

2.3.1 Mechanical tests

2.3.1.1 Scanner Motor Test

The scanner rotation stage underwesting to ensure a full 3éflegree rotation in each scan. For
visualizing the rotation status, a fiducial marker was placed on a dosimeter. By comparing the first
projection image with the 36"projection image, the shift of the fiducial marker and, consequently,
the rotation shift could be examined. Figure 9 displays the images of the fiducial marker in the two
projection scans, along with the line profiles taken across the fiducials. Therbfites
demonstrate that the two fiducials correspond td edber within the highest resolution of the
camera, which is 0.027 mm. This analysis confirms the accuracy of the scanner rotation stage, as
there is no significant shift or misalignment observed in the fiducial marker between the first and
361 projection images.

(@)

2200
2000
1800
1600
1400

1200

Grey Value

1000
800
600
400

200 ! !
500 1000 1500 2000 2500 3000

Pixels

41



(b)

Figure 9. Results of motor rotation accuracy. (a) Line profiles across the fiducials at 0 and
360 degrees of rotation of the motor. (b) Images of the fiducials in the two projection scans
at 0 and 360 degrees of rotation of the motor.

2.3.1.2 Parallel light test

The vendor has reportdakt telecentricityf the light source to be less thau®4 degreeTo ensure

the optical system has constant magnificati on
field of view, a ruler was placed in the water tank at seven different distances from the light source
across the water tank. The measuredtehg of 61 c¢cmé i nterval was r e
Figure 10, no trend of magnification was observed. The maximum deviation of the length
measured is within 0.0Inm. The parallelism of the light source is essential to the dose
reconstruction since the inverse radon transform used for the filbaddprojection assumes the

light is parallel, and any unparallel light can be misplaced by the reconstruction code.
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Figure 10. Evaluation of light parallelism. (a) A projection image of the ruler placed in the
tank. (b) Measured ruler length at seven different locations across the water tank.

2.3.1.3 LED light spectrum

Figure 11 presents the measured spectra of the pure light source, the light after passing through
the optical scanner, and the light after passing through both the dosimeter and the optical scanner.
All three spectra exhibit a peak at the wavelength of&@6. The pure light source spectrum has

the narrowest full width at half maximum (FWHM) value, measuring 12.8 nm. However, after
passing through the optical CT scanner, the FWHM increases to 14.3 nm due to light scattering
within the system. Furthermomnghen the light traverses the dosimeter and the optical CT scanner,
the FWHM further increases to 16.6 nm as a resuft@e light absorptioat the peak wavelength.

Based on these findings, the influence of the spectrum change on the dosimetry measurement can
be considered negligible. Although there are slight variations in the FWHM values due to light
scattering and dosimeter absorption, fhet that all three spectra peak at the same wavelength
suggests that the dosimetry measurement can still belygharformed without significant impact

from the spectrum change.
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Figure 11. Plots of the measured spectrum for different stages of light propagation. (a)
Spectrum of the pure light source. (b) Spectrum of the light after passing through the
optical scanner. (c) Spectrum of the light after passing through the dosimeter a nd optical
scanner.

2.3.1.4 Stray light measurement

Figure 12 displays a line profile taken across the light block, providing insight into the measured
image intensities behind the block. The analysis reveals that the mean intensity is 31, with a
standard deviation of 1.875. These values correspond tatkecdrrent of the system. Moving
towards the edge of the light block, the intensity increases to 59, which can be attributed to
scattering effects. However, the impact of this increased intensity on the measurement is deemed
negligible. This measuremenemionstrates that the stray light contamination can be effectively
mitigated by the use of fber optictaper. By employing the taper, the stray light is reduced,

resulting in a more accurate and reliable measurement of the desired signal.
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Figure 12. Evaluation of stray light contamination. (a) Projection image showing the
presence of a light block placed in the beam path. (b) Line profile plot across the light
block, illustrating the extent of stray light contamination.

2.3.1.5 Scanner Reproducibility

To assess the reproducibility of the scanned image intensities, ten projection images were acquired
with liquid in the water tank. In order to evaluate the consistency of the pixel values, a region of
interest (ROI) was selected within each image. Fig@rdldstrates the ROI placement and the
resulting measurements of the mean and standard deviation of the pixel values. The analysis

reveals that the mean values obtained from the ten scans exhibit a high level of agreement, with
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variations within 0.05%. This indicates a strong level of reproducibility in the measured image

intensities.
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Figure 13. Plot showing the measured average image intensity in 10 repeated projection
scans. The error bars represent the standard deviation of the measurements.

2.3.1.6 Light source stability

To assess the variation in light intensity over an extended period of time, a liquid scan was
conducted with a total scanning duration of 16 minutes. During this scan, the pixel value at a
specific point within each projection image was recorded. Figushdwcases the results of this

evaluation, indicating the recorded pixel values over the course of the scan. The maximum
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Figure 14. Plot illustrating the measured variation in image intensity over the
scanning time. The x -axis represents the scanning time, while the y -axis
represents the measured image intensity.

recorded value was 3133.52, while the minimum recorded value was 3126.29. The difference
between these two values amounts to only 0.23%. This analysis demonstrates that the light

intensity remains relatively stable and consistent throughout thariile scanning period.

2.3.1.7 Exposure time linearity

The linearity of the measured signal to the exposure time was evaluated by measuring the liquid
scan using six different exposure times. The mean value of an ROI was recorded for each scan
(Figure 15). The MAPE of the linear fitting is 0.72%. Linearitytlué exposure time is important
when different exposure times are used. | f i
even with different exposure time.
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Figure 15. Plot demonstrating the linearity of the measured signal to the exposure time.
The x-axis represents the exposure time, while the y -axis represents the measured signal
intensity.

Besides the linearity of the signal to the exposure time, the change of dark current to the exposure
time was measured. Figure 16 shows the histogram of the image intensities in three dark field

images using three different exposure time. The mean andbsthdeviation of the pixel values
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using 0.0415 s, 0.0831 s, and 0.1662 s exposure time arex8763%), 48 £3.691), and 50
(x4.053). Although the dark current can increase with the exposure time, the exposure time used
in this study is no longer than 0.16 s, and thus the change is minimal. It is noteworthy that the
standard deviation of the dark image can lead to measuremestainty when the measured
signal has low pixel values, which happens when high irradiation dose is delivered to the
dosimeter. To have measured uncertainty frlieendark image noise lower than 1 %, the measured
signal should have pixel value larger than 400. In addition, if the measured intensity is higher than
4095, the highest measured pixel value of the CCD camera, the signal will be saturated. The
optimal dynanic range of this optical system is between 400 to 4000. Adjusting the exposure time

can change the measured image intensities to be within the dynamic range.
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Figure 16. Measured histograms of image intensities in three dark fields with different
exposure times. The histograms correspond to exposure times of 0.0415 s, 0.0831 s, and
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0.1662 s, respectively. The xaxis represents the image intensity, and the y -axis represents
the relative frequency.

2.3.1.8 Camera calibration

As mentioned in section 2.2.3, the variation of photon sensitivity at each pixel can be corrected by
applying the flat field image using equation 6. Figure 17 shows image intensities of each pixel
using different exposure times before and after the caraébmation. Each line represents a pixel.

Due to different quantum efficiency, each pixel has a different slop of the linear curve. After

camera calibration, the linearity curves converge into one curve.
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Figure 17. Image intensities of each pixel with different exposure times
before (left) and after (right) camera calibration. Each line represents
the measurement of an individual pixel.
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The effect of camera calibration on liquid scan uniformity can be seen in Figure 18. Figure 18
shows the horizonal and vertical profiles of the liquid scan before and after camera calibration.
Before camera calibration the relative standard deviation %, 80d 100% field of view of the
camera are 1.8% and 3.5%. After the camera calibratiomglieve standard deviation in 80%,

and 100% field of view of the camera &2%0 and0.3%.
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Figure 18. Line profiles of the liquid scan before (Top) and after (Bottom) camera
calibration. The left subplots illustrate the horizontal line profiles, while the right
subplots depict the vertical line profiles. The top row displays the line profiles be fore
camera calibration, and the bottom row shows the line profiles after camera calibration.

2.3.2 Imaging tests
2.3.2.1 Geometric distortion
The magnitude of the geometric distortion can be calculated using equation 8. The measured

percentage distortion in horizontal and vertical are 0.23%@&18%. At the edge of the image,

Figure 19. Acquired projection image of the geometric distortion phantom.
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the measured percentage distortion in horizontal and vertical are 0.129.89%. Figure 19
shows an image of the distortion phantom placed in the water tank.

2.3.2.2 MTF measurement

In Figure 20, the modulation transfer function (MTF) plot of the imaging system is presented. The
MTF plot provides insight into the system's ability to accurately resolve spatial details. The MTF
curve reaches 10% of its maximum value at a spatial freguan0.0693 mm, which represents

the resolution limit of the optical system. To facilitate a meaningful comparison with the calculated
dose distribution, the image size was rescaled to a resolution of 1 mm. This resolution limit
corresponds to the resdln of the treatment planning system, allowing for a more accurate and

appropriate evaluation of the dose distribution.
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Figure 20. MTF plot of the optical scanner imaging system. The MTF plot provides valuable
information about the imaging system's resolution and the preservation of image
sharpness across different spatial frequencies.

2.3.2.2 Optical density linearity and SNR
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Figure 21. Linear relationship and relative standard deviation of optical density
measurements. The figure presents two plots. On the left, there is a plot illustrating the
linear relationship between the measured optical density and the vendor -determined optical
density of the phantom. On the right, there is a plot showing the relative standard deviation

at each optical density level.

By imaging the test target with known optical density materials, the linear relationship between
the measured optical density and the actual optical density of the phantom can be plotted (Figure
21). The MAPE of the linear relationship is 1.8%. Howevec)waking data with optical density

lower than 0.5, the MAPE is 0.9%. For optimal dose measurements, the optical densities measured
should be controlled to be more than OL&e relative standard deviatiam a region of interest

(ROI) is within 2% for the raterials with optical densities more than 0.5, but it can be up to 6%

for the materials with optical density at OThe sensitivity of the dosimeter relates to the optical
density measured at each dose level. The current formulation of the PRESAGE dosimeter offers
the flexibility to choose dosimeters with different sensitivities based on the desired dose range.
When peforming low dose measurements, it is advisable to select dosimeters with higher
sensitivity. This choice ensures that the dosimeter camratety capture and respond to lower
levels of radiation, enabling precise dose measurements in the low dose range.

However, when it comes to high dose measurements, the use of high sensitivity dosimeters can

introduce a potential issue. High sensitivity dosimeters may produce image intensities that are
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lower than the optimal value for accurate dosimetry. Consequently, the statistical noise originating
from the dark image can influence the dosimetry, potentially affecting the precision and reliability

of the measured dose distribution.

2.3.3 Dosimetry tests

2.3.3.1 Background subtraction

To evaluate the effect of background subtraction on the reconstructed dose images, three
background scanning were conducted and the results of subtraction were evaluated. Between each
scan, the dosimeter was taken out of the tank and put back to mimealth@easurement situation.

Figure 22 shows the reconstructed image of the three background scans. The structural artifacts
are reproducible in the scans and should be subtracted in the ideal situation. Figure 23 shows the
line profiles of the three backgund scans. The location of each peak is similar in each scan. The
line profiles of the background scans after subtraction (black: sz, red: scar@an3) were

plotted in Figure 24. The largest peak in Figure 24 is 3 times smaller than the sanmeHgaie

23. The standard deviation of the background scan after subtraction is 77% lower than the scan
before subtraction. The residual noise can be due to slightly mismatch of each scan when the

dosimeter was repositioned and the random noise.
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Figure 22. Reconstructed images of three repeated background scans.
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Figure 23. Line profiles of the three background scans.
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Figure 24. Line profiles of the net background scans after background subtraction. The
black line represents the result of subtracting scan 2 from scan 1, while the red line
represents the subtraction of scan 3 from scan 2. The analysis of these profiles a ids in
understanding the effectiveness of background subtraction in minimizing background
noise and enhancing the accuracy of subsequent measurements.

2.3.3.2 Dose linearity and SNR

The linearity of the measured optical density to the dose delivered was plotted in Figure 25. The
linear plot on the left side is the results with dark field subtraction and the plot on the right side is
the results without the dark field subtraction. Digeld subtraction is important especially for high

dose measurements. With the dark field subtraction, the MAPE is 0.31% up to 25 Gy. However,
without the dark field subtraction, the measured optical densities deviate from the linear line at the
high doseegion. Percentage errors at 15, 18, 20, and 25 Gy are 1.3%, 6.8%, 10.6%, and 20.1%.
With the dark field subtraction, the relative standard deviatiom ROlat each dose level was

plotted in Figure 26. The relative standard deviation decreases when the dose delivered increases
due to the |l arger optical densities. l'tos | ow
However, it 6s i thepimagée iatensity df the higb doset neasurement. If the

intensity is too low, the measuremeo#s be affected by the statistical noise from the dark field.
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Figure 25. Linearity of measured optical density to dose with (left) and without dark
field subtraction (right).
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Figure 26. Relative standard deviation at each dose level. This plot depicts the relative
standard deviation at each dose level, providing an assessment of the measurement
variability across different doses. The x -axis represents the dose levels, while the y -
axis represents the relative standard deviation expressed as a percentage.

2.3.3.3 Regular field measurements

Before measuring the clinical treatment fields, regular square fields with 3 cm field size were
measured, and the results were compared with the calculated dose from the treatment planning
system. In Figure 27, measured results with (right) and withdtit e background subtraction

were compared. The gamma passing rate using 2%/2mm criteria for the background subtraction
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and norbackground subtraction scans was 99% and 94%. In the isodose line comparison, the
results without background subtraction have less uniform dose distribution and more deviation
from the calculated dose in the low dose region3A% isodose lines).he isodose lines with the

background subtraction correspond to the calculated isodose lines.
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Figure 27. Comparison of isodose lines for the measured and calculated regular field,

with (right) and without (left) background subtraction.
2.3.3.4 Treatment filed measurements (SBRT)
The 3D measurement of a SBRT treatment plan with 700 cGy prescription dose was performed.
2D planes in coronal, sagittal, and transverse views were extracted from the 3D measured matrix
for the comparison with the calculated dose distribution. 2D gamrsavtéh 3%/2mm criteria
were employed for dose comparison. Figure 28 shows the isodose line comparison between the
measured dose distribution and the calculated dose distribution with and without background
subtraction. The isodose lines match well exéepthe regions close to the dosimeter edge. With
background subtraction, the gamma passing rates in coronal, sagittal, and transverse view are
99.7%, 99%, and 99.4%. Without background subtraction, the gamma passing rates in coronal,
sagittal, and transvee view are 98%, 99%, and 99.3%. Figure 29 shows the line profiles in
coronal, sagittal, and transverse view with and without the background subtraction. The local
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percentage dose difference is around 3% at the edge of the dosimeter. Due to the high dose
delivered to the patients, SBRT dose distribution generally has high gradients outside the target.
To evaluate the dose distribution in high dose gradient regiodp2® planes in coronal, sagittal,

and transverse views at 1 cm from the isocenter were evaluated. Figure 30 shows the isodose line
comparison between the measured and calculated dose distrilVitiotnackground subtraction,

the gamma passing rates inraaal, sagittal, and transverse view are 99%P6, and98.3%.

Without background subtraction, the gamma passing rates in coronal, sagittal, and transverse view
are 9%, B.3%, and96.6%. The gamma passing rate difference between the results from
background subtraction and rbackground subtraction at 1 cm from isocenter is larger than those

at the isocenter. Figure 31 shows the line profiles in coronal, sagittal, and transverse vieavd with
without the background subtraction. The local percentage difesieedte is around 3% at the edge,

similar to the isocenter measurements.
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Figure 28. Comparison of isodose lines for the measured and calculated SBRT fields on
the transverse (middle), coronal (left), and sagittal (right) plane, with (top) and without
(bottom) background subtraction.
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Figure 29. Comparison of line profiles for the measured SBRT fields on the transverse

(middle), coronal (left), and sagittal (right) plane, with and without background
subtraction.
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Figure 30. Comparison of isodose lines for the measured and calculated SBRT fields
on the transverse (middle), coronal (left), and sagittal (right) plane at 1 cm from the
isocenter, with (top) and without (bottom) background subtraction.
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Figure 31. Comparison of line profiles for the measured SBRT fields on the
transverse (middle), coronal (left), and sagittal (right) plane at 1 cm from the
isocenter, with and without background subtraction.

2.3.3.5 Treatment field measurements (low dose IMRT)

In this section, an IMRT field with 3.6 Gy at the 100% isodose line was measured and compared
with the treatment planning system. The reconstructed image from the 3D measurement and the
calculated image are shown siolgside in Figure 32 and the isodogek comparison are shown

in Figure 33. The passing rates using 3%/2mm criteria in the coronal, sagittal, and transverse views

are 98.4%, 99.1%, and 97.1%.
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Figure 32. Comparison of the reconstructed dose image from the 3D dosimetry system
(left) and the calculated image (right) of an IMRT treatment field.
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Figure 33. Comparison of isodose lines for the measured and calculated IMRT fields on
the transverse (left), coronal (middle), and sagittal (right) plane.

2.3.3.6 Measurement reproducibility

In this section, a single dosimeter was scanned three times to evaluate the reproducibility of the
reconstructed images. Figure 34 shows the reconstructed images of the three scans, and Figure 35
shows the isodose lines comparison. The isodose linestinrdgescans correspond to each other.

To further investigate the difference, gamma tests using 2%/2mm criteria were performed, and the

histograms of local percentage dose difference were plotted (Figure 36). The passing rates between
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the three scans are all 100%. In the histograms, the mean and standard deviation of the dose

difference of the three comparisons are Gt2%%, 0.2%0.6%, and 0.4%1.1%.

Figure 34. Reconstructed images of the three repeat scans.
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Figure 35. Comparison of the isodose lines from the three repeat measurements
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Figure 36. Histograms depicting the local percentage difference of the three repeat
scans (Left: scan T scan2, middle: scan2-scan3, right: scanl- scan3).
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2.3.3.7 EBT3 film comparison

In this section, twdMRT cases were conducted to provide a comprehensive evaluation of the 3D
dosimetry results by comparing them with EBT3 radiochromic films. In the first setup, a
modulated radiation beam was delivered with the gantry at O degrees, targeting both the 3D
dosimete and the film separately. Figure 37 displays the dose images obtained from both the 3D
dosimetry system and the radiochromic film, along with a comparison of the corresponding
isodose lines. The comparison demonstrates a highdéagreement between the 3D dosimetry
system and the radiochromic film. The gamma passing rates, which assess the agreement between
the measured and calculated dose distributions, were determined using two criteria: 3% dose
difference and 2mm distante-agreement, as well as 2% dose difference and 2mm disiance
agreement. For the first criteria (3%/2mm), the gamma passing rate was determined to be 100%,
indicating excellent agreement between the 3D dosimetry system and the radiochromic film. Even
with the more stringent criteria of 2%/2mm, the gamma passing rate remained impressively high

at 99.8%, further highlighting the reliability and accuracy of the 3D dosimetry system.

(@)
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Figure 37. Comparison of a modulated treatment field measurement from a 3D
dosimeter and radiochromic film. (a) Acquired dose images from the 3D dosimeter
(left) and radiochromic film (right). (b) Isodose line comparison between the 3D

dosimeter (red) and radiochromic film (blue).

In the second setup, an IMRT field with multiple different gantry angles was delivered to the film
and 3D dosimeter separately. To create the same geometry as 3D dosimeter for the film
measurement, a 3D dosimeter was cut in half and a piece of film veasl iebetween. Figure 38
shows the picture of the irradiated film and the 3D dosimeter used as a film phantom. Figure 39
shows the reconstructed dose image and film image, and the isodose line comparison. Using
3%/3mm and 3%/2mm gamma criteria, the pagsates are 100% and 99.3%hese results

provide strong evidence of the capability of the 3D dosimetry system to accurately measure and
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analyze radiation dose distributions, effectively corroborated by the excellent agreement observed

when compared to the wadktablished EBT3 radiochromic films.

Figure 38. Photographs of the irradiated radiochromic film (left) and the 3D
dosimeter phantom for film measurement (right).
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Figure 39. Comparison of a modulated treatment field measurement from a 3D
dosimeter and radiochromic film. (a) Acquired dose images from the 3D
dosimeter (left) and radiochromic film (right). (b) Isodose line comparison
between the 3D dosimeter (red) and radiochromic film (blue).

2.4 Discussion

This study conducted a comprehensive and systematic analysis of the uncertainties associated with
a parallelbeam optical CT scanner equipped with a fiber optic taper. The measurement
uncertainties in optical CT scanning can be attributed to both mech&attas and imaging

factors. The mechanical uncertainties include factors such as the accuracy of the step motor, the
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telecentricity and stability of the light source, and other related mechanical parameters. The
imaging uncertainties encompass camera calibration, geometric distortion, resolution, and signal
to-noise ratio. Additionally, factors like stray light, lightesgrum change, and the influence of
reflection and refraction can impact the accuracy of dose measurements. To evaluate the overall
uncertainty, dosimetry tests were performed. The mechanical tests yielded promising results, with
a maximum uncertainty of .P3% originating from source stability. The imaging system
demonstrated its capability to provide uniform liquid scans, with a standard deviation of 0.3% after
camera calibration. Furthermore, higgsolution images with minimal geometric distortion were
achieved, with the largest percentage distortion measuring only 0.23%. The robustness of the
system's hardware forms the foundation for an accurate dosimetry system. The relative standard
deviation at each optical density level offers insights into theathieraging uncertainty, which

tends to increase as the optical density decreases. At an optical density of 0.2, the uncertainty can
reach up to 6%. Therefore, it is crucial for the 3D dosimeter to have sufficient sensitivity, enabling
the measurement adiiger optical densities for a given dose level. By utilizing optimal dosimeters,
the majority of the measured dose range can achieve optical densities higher than 0.6, resulting in
relative standard deviations lower than 2%. Finally, the dosimetry tes¢ssashe overall
uncertainty in dose measurements at each dose level, as well as the results obtained from regular
field and treatment field measurements. These evaluations provide valuable information about the
overall accuracy and reliability of the dowtry system. Overall, the measurement uncertainty
depends on the dose delivered. Depending on the sensitivity of the dosimeter, the uncertainty is
lower than 2.5% for the dose delivered higher than 5 Gy. Although higher dose can provide larger
SNR, the usr needs to make sure that measured image intensity is higher than 400, so that the

influence of the dark current noise will be smaller than 1%. The image intensity in the projection
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image relates to the dose delivered and the length of the dose delivered along the beam path.
Exposure time can be adjusted to make sure the measured image intensities are within the optimal
range (400, 4000). The gamma comparison shows that the 3D nmestgeorrespond with the
calculated dose from treatment planning system and EBT3 film dosimetry well. With gamma
criteria 3%/2mm and 2%/2mm, most of the passing rates are withisl98%.

The current optical scanner design has some limitations that impact its performance and
capabilities. One limitation is the field of view size, which is currently limited to 11 cm x 7.2 cm.
This can be addressed by utilizing a larger optic fiber taperaniiger taper ratio and employing

a larger light source. By implementing these modifications, it is possible to achieve a larger field
of view, such as 20 cm. Another limitation is related to the dynamic range of the CCD camera used
in the scanner. Thexposure time needs to be carefully adjusted to ensure that the measured
intensities are within the caméadynamic range and not saturated at either dodever, in

cases where the delivered dose is high, the intensity range can exceed the dynamic range of the
camera, resulting in the loss of some information. This restricts the current system to performing
only relative dose measurements. Furthermore sémsitivity variation between individual 3D
dosimeters presents a limitation in terms of applyidgse calibration curve from one dosimeter

to another. This variation hampers the ability to establish a standardized calibration curve that can
be universally applied across different dosimeters. This limitation could be addressed through
standardized marmacturing processes that ensure greater consistency and reduce the inter
dosimeter variation. Overall, these limitations highlight areas for potential improvement in the
optical scanner design, including expanding the field of view, enhancing the dyaagecaf the
camera, and implementing standardized manufacturing processes to reduckosimeter

variation and enable more reliable dose measurements
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This study also emphasized the importance of background subtraction, and dark field subtraction.
The standard deviation of the liquid scan after background subtraction is 77% lower than the scan
without subtraction. In the square field and treatment fr@dsurements, background subtraction

can improve the measured dose up to 3%. It is noteworthy that background subtraction can also
mitigate the influence of the structural artifacts, especially ring artifacts from the dirt on any
surface in the beam path the future, a compact system to avoid any contamination from the
surrounding is important.

2.5 Conclusion

The conducted study presents a comprehensive and systematic approach to benchmark a novel
optical CT scanner designed for dosimetry measurements. The scanner demonstrates several
advantageous features, including higsolution 3D dose measurements, midirstaay light
contamination, and negligible geometric distortion. Through a series of 21 benchmark tests,
encompassing mechanical, imaging, and dosimetry aspects, the study provides valuable insights
into measurement uncertainty, operational proceduresthenclinical utility of the scanner. The
mechanical tests evaluate the accuracy and stability of the scanner's components, such as the
rotational accuracy of the motor and the parallelism of the LED light. The imaging tests assess the
system's imaging eabilities, including camera calibration, geometric distortion, resolution, and
signalto-noise ratio. Dosimetry tests investigate the accuracy and reliability of the dose
measurements, comparing them with calculated doses from treatment planning sydtEB$&
radiochromic film measurements. The results of these benchmark tests demonstrate the efficacy
and reliability of the optical CT scanner for 3D dose measurements. Gamma passing rates, ranging
from 98% to 100%, indicate excellent agreement betweemt#asured dose distributions and the

expected values. These findings provide strong evidence supporting the clinical and research utility
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of the 3D dosimetry systenOverall, the study contributes to the advancement of dosimetry
technology by providing a comprehensive evaluation of the rfdsed optic CT scanner and

highlighting its potential for clinical implementation and research applications
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3.1 Introduction

Intensity modulated radiation therapy (IMRT) quality assurance (QA) or patecific QA has

been widely performed in the clinic to verify treatment planning dose calculation as well as the
delivery system of a linear accelerator (LINAC) with multileafimators (MLCs}*. However,

its sensitivity in detecting errors and its relevance to clinical judgment has been extensively
discussed by physicisté In 2018, AAPM task group 218 was published in order to address the
issues of IMRT QA and review thexisting measuremesiiased methods and computer
reconstruction metho@islt was concluded that the conventional gamma test should be reviewed
on a structure by structure basis if the QA method allows for it. Purely using the passing rate for
evaluation could underestimate the clinical consequences because the passingyrate onl
summarizes the gamma test in aggregate. In addition, computed and measured DVH comparisons
can provide more clinically relevant information. The study also addressed that the dwsaahff
criterion would ideally be customized for different anatomical structures and the predicted dose in
the structures. For example, the dose criterion in the spinal cord for a predicted cord dose of 45 Gy
should be tighter than the tolerance in thedowith a predicted dose of 20 Gy. A recent study
evaluated current measuremdiatsed QA at multiple institutions using the IROC head and neck
IMRT phantoni®. The results showed that traditional IMRT QA methods performed consistently
poorly in searching foa large error or a moderate error regardless of whether a 3%/3 mm or a

2%/2 mm criteria was used.

This work aims to resolve the issues regarding IMRT QA by demonstrating a meastlasesht
methodology using fiducial registration and structom@pping to acquire orgaspecific dose
information. PRESAGE 3D dosimeters (Heuris Inc.) have been recogrizacea8D dosimeters

because dose deposition in the 3D space is readout using an optical scanner with no computer
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modeling involved™'2 The dosimeter consists of an optically clear polyurethane matrix,
containing a leuco dye and free radical initiators that exhibits a radiochromic response when
exposed to ionizing radiation. In 2012, the first comprehensive application of 3D dosimetry t
verify a complex radiation treatment was propd&ethe novelty of this work was to transform
measured 3D dose distribution in the phantom back to the patient CT data, and thus enabling DVHs
comparison. However, the study addrested the methodology was limited to the accuracy of

the 3D dose measurement, as well as the dose transformation between the phantom CT and the
patient CT since the dose deposition at the two different geometries cannot be adequately described
by a simpletransformation matrix. Also, it was not clear how the correlation between the

coordinates of the evaluation space and the reference space was established.

Furthermore, several publications have shown 3D dose measurement of IMRT fields using
different types of 3D dosimeters (Gel, PRESAGE etc) and doseorgadols11423. One of the

most significant source of errors remains in the 3D registration between the measured dose and
planned dose, which requires fiducial markers to be shown with sufficient contrast in two different
image modalities, simulation CT and optical Clhe registration error is important for 3D
measuremenrbased QA because the dosimeterese reaebut by an optical CT scanner with
different orientations than the CT scan. No previous research has analyzed the effect of the
registration errors in 3D dose comparison, or have reported the accuracy of the registration.
Previous studies have addsed that the result of registration errors in the manual alignment of
the measured and calculated dose distributions leads to the gamma failing points at the sharp dose
gradient region'$*® A robust and accurate registration between the treatmennimian
coordinates and the dosimeter coordinates is therefore one of the key components to true 3D dose

comparison. One could find the O&ébest mat c ho
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However, a rigorous and fair dose distribution comparison cannot be established when exclusive
manual registration is used to align the dose distributions and the results are ajsgatuient.

This study aims to resolve these concerns by proposing adodbigy using automatic fiducial
registration algorithm and commercially available structaspping application in clinical TPS.

First of all, fiduciatbased registration was employed to register the optical CT dose images to the
simulation CT dosimetemages in order to correlate the two coordinate systems. Secondly, using
the coordinates of the fiducials, patientso
coordinates for structuiey-structure 3D dose comparison using Eclipse structure mapping
application (Varian Inc). Finally, measured and calculated 3D dose distributions on the phantom
were compared using clinically relevant information such as dose volume histogram (DVH), 2D
dose distribution in any arbitrary plane and spatial positionkenfdiling gamma points in 3D.

The main goal of this work is to propose a robust methodology of 3D measutemsedtIMRT

QA with organspecific dose information and demonstrate its clinical feasibility. With the acquired

information, orgarspecific dose ifference criterion could be implemented in the future.

3.2 Materials and Methods

3.2.1 3D IMRT QA with OrgatSpecific Dose Information

The proposed methodology includes four main phases: CT simulation, dosimeter irradiation,
dosimeter readout, and registration. In the first phase, six CT skin markers (Beekley Medical Inc.)
were placed on the PRESAGE dosimeter with two purposes: settithg wlosimeter for the CT
simulation and irradiation, and registration between the measured dose distribution and calculated
dose distribution. Figure 1 shows the dimensions of the dosimeter and the relative positions of the
six fiducials. Fiducial A, B,ad C were aligned to the lasers before the CT simulation and treatment

field irradiation. Fiducial D was used for lefght discrimination when it was placed on the couch.
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Fiducial A, C, E, and F were employed as the registration markers. The geometrical positions of
the fiducials were designed to achieve the optimal target registration errors, which were both
calculated and measured in the study. As shown in Figure Xyshreeter was placed on the couch

with the axial plane perpendicular to the couch surface. A CT simulator, SOMATOM Definition
AS (Sienmens, Inc) was used to acquire CT images of the dosimeter with 120 kVp and 1 mm slice
thickness. In this study, two realtjfgnt plans were used as examples. The first case is a VMAT
treatment of cerebellar metastasis (Figure 2) with a total dose of 27 Gy in three fractions; the
second case is a single isocenter, multiple lesions VMAT treatment of secondary malignant
neoplasmof brain with 21 Gy in three fractions. The AcwX¥B dose calculation algorithm
(version 15.6, Varian, Inc) was used to calculate the dose distribution with a 1 mm calculation grid
size, and hybrid plan verification of the VMAT treatment plans were ad&igure 2) with the

same dose grid size. A shift in the longitudinal direction was used to move the irradiation isocenter
from the setup position to the central region of the dosimeter. With the setup fiducials, the setup
position can be accurately iddi#d. Using Eclipse image registration software, PRESAGE CT
images were registered to the patient CT images based on the irradiation isocenter and then the
anatomical structures (GTV, PTV, brain stem, chiasm, left cochlea and right cochlea) from the
patient CT image volume were mapped to the registered PRESAGE CT images volume (Figure
3). After the treatment plan preparation, the dosimeter was positioned in the treatment room for
the irradiation of the verification plan using a Varian TrueBeam LINAC (Variac). In this

study, the dosimeter received only one fraction of dose while in the Results section, the measured

dose was scaled to the prescribed total dose for the presentation.
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Figure 5. An axial view of a PRESAGE dosimeter placed on the treatment couch.

After irradiation, the 3D dose distribution of the irradiated dosimeter was readout by a single laser
beam opticalCT scanner (OCT) modified from the OCTOPUSTM scannerll at our institution.
Four hundred projections were generated for one slice with slickeness of 1 mm. For each
projection (13.5 cm), 5000 data points were acquired. 3D dose images with submillimeter
resolution were reconstructed using filtered bpaodjection algorithm. An irfhouse MATLAB
(MathWorks, Inc) code was developed to performrde®nstruction algorithm and an automatic

fiducial localization algorithm to register the markers in the OCT dose images to the CT simulation
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images. Figure 4 shows each step of the algorithm. Before localizing the markers, three image sets,
CT simulation images, calculated dose images, OCT dose images were resampled to have the same
size and resolution (1 mm). A region of interests (ROI) whectl to reduce the image size and

pixels with image intensities higher or lower than a specific range were filtered out. In the marker
localization phase, the prominence, of each pixel was calculated for both the CT and OCT image
sets. The prominence ngaes how one pixel stands out from the surrounding pixels. Four pixels
with the highest prominence values were selected in both image sets representing the fiducial
points. Using singulavalue decomposition, rotation (R) and translation matrix (t) ferpbint

based registration were fouiid

XY' =UL V" (1)
R :_\/DU_t )
t=y- RX

3)

, Where X, Y are the matrices, consisting of three rows and four colubhn¥. are left and right
singular vector matrices. The elements of each colun¥amdY are the coordinates of the four
fiducial points in the two image sets. respectivély= diag(L1 det/U)), x and y are the first

columnin X andY . By applying the rotation and translation matrix to the OCT images, the OCT
images were registered to the CT images and the calculated dose images from TPS (Figure 5). All
the medical images, structures and dose images were imported to 3D Slicer, @oupen

software platform for image processing and visualization. SlicerRT, an extension of 3D Slicer,
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was employed in this study to visualize the structure sets, the measured and calculated dose

distributions on the phantom as well as to calculate the DVHSs, isodose lines, and gamma index.

3.2.2 Registration Error Estimation

The overall dose comparison errors between calculated dose on the phantom and measured dose
include real delivery errors to be detected, dosimetry uncertainties and registration errors between
two different image modalities, CT, and OCT dose images irP8&xious studies have examined

the dosimetry uncertainties using 3D dosimeters and varioustgdechniques extensivély

23 while the registration errors have not been analyzed in detail. In this study, fiducial localization
error (FLE), which istie error in locating the fiducials, fiducial registration error (FRE), which is

the root mean square distance between corresponding fiducials after registration, and target
registration error (TRE), which is the distance between corresponding targdtdyoials) after
registration, were used to evaluate the fiducial registration technique. FRE was evaluated by
comparing the coordinates of the fiducial points in the registered OCT images and the CT images.
Twenty fiducials were registered to evaluate FBI using approximate expressions derived by

Fitzpatrick et al., the expected squared FLE can be calculated frof-¥RE
(FRE®) =((N- 2)/N)(FLE?) (4)

where N is the number of the fiducials. The expected squared FLE can be used in the following

equation to predict the expected squared TRE at a point

FLE?) 3 5
<TRE2(r)>°< - >%+%as‘:_€§ (5)
g k=1 'y =+
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Where<FLE2> is the expected squared FLE, aNdis the number of the fiducialsl, is the root

meansquare (RMS) distance to axis k for the evaluated poinandf, is the RMS distance to

axis k for the fiducials. FLE and FRE relate to the image qualities of the OCT and CT images
while TRE is influenced by the number and the location of the fiducials placed on the PRESAGE
phantom. In this study, TRE was calculated and directly measured. Tdydineeisure TRE, four
fiducials were placed on the phantom as registration markers and ten fiducials were placed on the

same phantom as the targets for evaluation.

Figure 66 w, Ex xDOT wxEUDP]I OUzZ7 UWEDOEUOOPEEOQwWUUUUEUUUI Uuw
OOwxT EOUOOzUwW" 3wWwDOET T wYOOUOT w3l 1T wUPOWDOET T wY(
the treatment plan isocenter. (Left: axial view, Right: coronal view)
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3.3 Results

3.3.1 3D IMRT QA With OrgatSpecific Dose Information

The

treatment plan, including evaluation of 2D isodose lines and gamma index at any arbitrary plane,

proposed

3D

I MRT QA met hod

c

an

provi de

3D views of the dose distribution and structures, DVH of the taegetorgans at risks (OAR),

3D gamma index and the location of the failing points relative to the structures. In the first case, a
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VMAT plan for cerebellar metastasis was selected for the demonstration. Figure 6 shows the
results of the measured dose distribution and its relative location to the structures from 3D Slicer.
In this case, the target is close to the brainstem and tharigpf the OAR is critical. With the
proposed method, dose fatiff in the high dose gradient region between the target and the OAR

can be evaluated.

In Figure 7, isodose line comparison of the measured and calculated dose distribution on three
orthogonal planes is presented. 2D isodose comparison is a straightforward evaluation of the
measured dose distribution. The presented case shows a good agbstwesn the measurement

and the calculation at all dose levels except for the hot spots. The maximum doses of the calculated
and measured dose distributions were 109% and 103%, respectively. Gamma analysis showed the
passing rates of 99% for all threefmgonal planes respectively (using 3% and 3 mm criteria) and
97%, 98%, and 97% for the transverse, sagittal and coronal planes (using 3% and 2 mm criteria).
In addition to conventional 2D dose comparison, using the SlicerRT, we can calculate the DVHs
and 3D gamma. Figure 8 presents the DVH comparison between the calculation and the
measurement for this examined case. The measured coverage for the target is slightly lower than
the calculated one. For the GTV and PTV, V27Gy is 100% and 93.7% in the calcdte
distribution and 99.2% and 91.4% in the measured distribution. In addition, the hot spot value from
the measurement (113%) is higher than what obtained by calculation (109%). For the brainstem,
the measured mean dose and maximum dose were 5.5&@# anGy while the calculated doses

were 5.5 Gy and 24.3 Gy respectively. The received maximum dose of the right and left cochlea
are much smaller than the constraint (17 Gy) in this plan. The calculated maximum dose of the

right and left cochlea were R45y and 6.75 Gy while the measured were 5.67 Gy and 6.39 Gy.
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In addition to the DVH comparison, 3D gamma analysis was performed on the measured and
calculated dose matrices. The passing rates were 99.2% and 96% using 3%, 3 mm and 3%, 2 mm
criteria (with a 30% threshold). However, merely looking at the passingmetalienging to make

a clinical judgment. Using 3D Slicer, pixels that fail the 3%, 3 mm gamma test can be shown in
3D space (Figure 9). The failing pixels are mostly in the region of a steep desié daitside the

PTV, where the coverage of the PT\Mnfluenced.

In the second case, three malignant lesions in brain, PTV at the frontal lobe (PTV frontal), PTV
near thalamus (PTV thalamus) and PTV near globus pallidus (PTV GP) were irradiated using three
noncoplanar arcs with a single isocenter. Figure 10 shows éasumed dose distribution in 3D

using 3D Slicer. In this case, high gradient dose regions were scattered at different places to cover
three targets. Both OAR, chiasm and brain stem were in the low dose region. The proposed method
not only assessed the dassverage of individual lesions but also the dosedtilloutside the

targets and low dose spill into normal brain.

An oblique slice showing three targets was extracted from the 3D measured dose volume and
compared with the calculated dose. Figure 11 and 12 show the reconstructed image and planning
image of the slice as well as their dose distribution comparison. The@agassing rates of this

slice are 96.2% and 91.6% using 3%/3mm and 3%/2mm criteria. The measured dose in region
connecting the two close targets were higher than the calculated dose. Figure 13 presents the DVH
comparison of the measured and calculatgdrmdose. The measurement shows that 95% of PTV
Frontal, PTV Thalamus and PTV GP receive at least 21.9, 21.3 and 22.1 Gy with maximum dose
of 26 Gy while the calculation shows that 95% of PTV Frontal, PTV Thalamus and PTV GP
receive at least 21.1, 21.1 a2#l.7 Gy with maximum dose of 25 Gy. For chiasm, the measured

maximum dose is 2 Gy and calculated maximum dose is 2.25 Gy. Brain stem dose from calculation
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and measurement were both much lower than the constraint, 12 Gy. The 3D gamma passing rates
were 98.03% and 91.52% using 3%, 3 mm and 3%, 2 mm criteria. Most of the gamma failing

points are at the intermediate dose region{8%) between the two close i@ss.

% Left Cochlea
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Figure 9. Imported 3D measured dose distribution of the cerebellar metastasis
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Figure 10. Three orthogonal views of the measured (red) and TPS -calculated
(blue) dose distribution comparison
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Figure 12 Imported 3D measured dose distribution of the multi -lesions case
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Figure 13. Extracted oblique slice images from measurement (left) and
calculated (right) dose volume.
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3.3.2 Registration Error Estimation

Essential factors affecting FLE and FRE are the image features of the fiducial markers in both
image sets (OCT and CT images). In Figure 14, normalized profiles of the fiducial markers are
presented for both image sets. Due to different attenuation bfktesources (a HeNe laser and

120 kV photon beam), the shape of the fiducial markers on the images was different. The higher
contrast of the fiducials in the CT images leads to narrower beam profiles of the fiducials in the
CT images than the OCT imag®ost importantly, in both image sets, one pixel of the peak value

represents the location of the fiducials. This critical feature results in submillimeter FLE and FRE.

Additionally, the prominence values of the fiducial and other points are shown in the histogram
(Figure 15). The top two histograms comprise data from CT images and the two histograms at the
bottom comprise data from OCT images. First, the prominencesvafufe fiducial markers on

CT images are higher than what on OCT images. Moreover, prominence values at other pixels are
much smaller than the fiducial pixels in both image sets, which leads to the negligible possibility
of misdetection of the fiducialgints. In CT images, prominence values are in the range of 0 to
500 at norfiducial pixels and 8000 to 19000 at fiducial pixels. In OCT images, prominence values
are in the range of 0 to 16 at ndiducial pixels and 4150 to 4510 at fiducial pixels. Frtra
analysis of 20 fiducial registrations, FRE was measured to be 0.62 mm and FLE was calculated to
be 0.44 mm using equation (4). TRE in the 3D space can be estimated from FLE by using equation
(5). Figure 16 shows the isovalue lines of TRE in the axidl@ronal views. Due to symmetric
configuration of the fiducial points, the results in coronal view are the same as those in sagittal
view. In the region of measured dose distribution, which is usually at the center of the dosimeter,
the estimated TRE &maller than 0.3 mm. In addition, TRE was estimated by analyzing 10 fiducial

markers, previously registered as targets. After registration, all of them are shown to be at the same
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coordinates in the CT and OCT images. We were unable to measure submillimeter registration

errors because the resolution limit of treatment planning exported dose images and CT images is

1 mm.
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Figure 14. The measured (red) and TPS-calculated (blue) dose distribution
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Figure 18 Estimated TRE shown in axial and coronal plane.

3.4 Discussion

A robustmethodology of 3D IMRT QA using poklitased registration and structure mapping was
proposed in this study, which aims to improve the correlation between IMRT QA evaluation and
the underlying planning and delivery errors. In previous publicatfhreoncerns were raised

about 2D measuremebtaised IMRT QA using the gamma index. First of all, investigators
presented situations where the conventional single field 2D dose distribution comparison using the
gamma index was insensitive in detecting dosergraswvell as specific delivery errors due to the
relatively low resolution of the dosimeters, loose constraints or errors washed out in the composite
dose images. Secondly, clinical acceptability does not correlate with the passing rate of the gamma
index. Thegamma failure points could be distributed throughout either the target or critical organs.
To have a comprehensive view of an individual treatment plan, the IMRT QA method needs to
have the capability of detecting small delivery errors as well as provsgiaigal information of

the errors relative to the important structures. For the cases presented in this study, conventional
2D IMRT QA cannot provide failing points location relative to the structure but only evaluate the

overall dose difference. In thedt case, ArcCHECK (Sun Nuclear) shows average 97.4% passing
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rate using 3%, 3 mm criteria. However, this study shows that most of the failing points are at the
edge of PTV where dose gradient is high, which influences the PTV coverage. In the second case,
although average passing rate using conventional 2D gamma (8%) is only 94.7%, this study
shows that the dose coverage of all PTVs is preserved and most of the failing points are at the

intermediate dose regions (80%) between the two close lesions.

The proposed method can be an effective tool for commissioning of novel treatment techniques,
such as multiple lesions radiosurgery treatments. It has sufficient resolution anetsigniak

ratio to detect small delivery errors. Besides, accurate-pasgd registration was employed to
correlate the measurement coordinate system and planning coordinate system. Accurate
registration of the planning and measurement systems enabled acquisition and translation of
relevant structural information. Using theoposed method, clinicaelevant information such as

DVH, 3D location of gamma failing points and 2D dose distribution in the high gradient region

can be employed to make comprehensive clinical judgments.

The sensitivity and specificity of an IMRT QA method to detect planning or delivery errors relates
to the uncertainties of the whole QA procedure. Therefore, the source and magnitude of the
uncertainties should be estimated. More significant uncertaithizes the errors to be detected
could result in a high rate of false positives. The sources of uncertainties of the proposed IMRT
QA method include fiducial registration, dose measurements, structures mapping and dosimeter
setup. Using the pixeb-pixel mgping of the Eclipse treatment planning system, the uncertainty
from structure mapping is negligible. The dosimeter setup error relates to the laser error and
operator error, which is similar to all the measurenimsed IMRT QA methods. In this study,
errors from fiducial registration was analyzed. FLE, FRE and TRE were estimated to be less than

a millimeter. TRE of pixels in 3D space of the dosimeter was calculated to be smaller than 0.3
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mm. The highest resolution of Eclipse treatment planning dose calculation is 1 mm. Therefore, the

proposed fiducial markers and configuration can provide sufficient accuracy for dose comparison.

The PRESAGE dosimeter is accurate in terms of relative dose distribution measurement but is not
ready for absolute dosimetry. The selection of the normalization point of the measured dose
distribution could affect the interpretation of the results. Inghidy, the normalization point was
chosen to be in a uniform high dose region. Moreover, there are differences between the
inhomogeneity of the real patient and the dosimeter, and thus the magnitude of the discrepancy
between the measurement and the dalmn evaluated using the phantom could be different than

the real discrepancy in the patients. This is the same as all the other measbes@e IRT QA
methods used routinely in clinical practice. To improve the correlation, phantom size and shape
shawl d be close to patientds geometry.-cot,s 3D

patientspecific phantom could be utilized for radiotherapy dosim&try

This work has provided a clinically feasible methodology utilizing an automatic fiducial
registration algorithm and commercially available structaspping application in clinical TPS,
which is a step toward the implementation of a foolproof 3D dosimegrification system with
organspecific dose information for routine clinical use. With the acquired information, -organ
specific dose difference criterion could be implemented in the future. Moreover, our study adds on
to the current methods for 3D dositme analysis by reporting the registration error as part of the
dose comparison error. More convenient, 4isdependent and tirrefficient optical scanners and
programs are being developed at our lab so that 3D dosimetry can become clinically avadlable a

easily accessible in the future.

3.5 Conclusion
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In this study, we introduced a robust methodology of 3D measurdsasatl IMRT QA for organ

specific dose comparison. With accurate pbiased registration between measured and calculated
image spaces, a precise spatial correlation between thetwotamben d. I n addi ti on,
anatomical structures can be mapped to the CT images of the phantom using the coordinates of the
fiducials. This work demonstrates two clinical cases and shows the capability of 3Bspegdic

dose comparison. In additi, a comprehensive analysis of the registration uncertainties was
performed. This work aims to improve the current 2D measurement based IMRT QA and shows

the clinical feasibility of 3D dosimetry for future use.
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Chapter 4
An End-to-End Approach to the Characterization of a
Stereotactic Radiosurgery Platform Using

Anthropomorphic 3D Dosimetry System
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4.1 Introduction

Singlefraction stereotactic radiosurgery (SRS)s a highly effective irradiation strategy for
various intracranial metastases. With advancements in systematic management of primary tumors,
SRS has gained widespread popularity in Radiation Oncology clinics, employing linear
accelerator® and the volumetric modulated arc therapy (VMAT) technigue. In comparison to the
Gamma Knife radiosurgery platform, VMAT offers a significant advantage in terms of faster
treatment delivery to multiple targets, utilizing a single isocenter by modulatiritlesiu
collimators (MLC), gantry, and collimator rotation. Moreover, VMAT can be implemented in
clinics without the need for a Gamma Knife installation

A comprehensive evaluation of the linear acceletatdperformance is crucial to ensure minimal

risk of compromised coverage and tissue toxicity, particularly given-henin PTV margin.
Publication have shown that the risk of compromised coverage increases with decreasing target
volume, increasing rotatioharror and increasing distance from the isocenter. The other crucial
components of SRS are its rapid dose falloff into the surrounding normal tissues, which could be
quantified by the dose gradigntex (DGI}* 2 Rapid dose falloff permits minimal risk of brain
radiatioin necrosis, the most significant late complication after cranial SRS. Many studies have
correlated risk of necrosis to the volume of normal tissue irradiated at, or greater than, a specific
dose.For instance, the risk of radionecrosits for V10 and V12 volume smaller than 2.2 cm3 and
1.6 cm3 was 4.7%, for 2.2 ém6.3 cn? and 1.6/ 4.7 cn? was 11.9%*1°. For this reason, the
dosimetric accuracy of the intermediatelow dose splage in the treatment planning system,
involving modeling of small fields, owdf-field dose, and MLC characteristics should be verified

prior to clinical use.
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Despite many advances in the SRS planning and delivery system, measurement quality assurance
(QA) remains a challenge because of the debatable and unclear action levels. The main reason of
the challenge is that the gamma passing rate, viewed as an indekfered and measured dose
comparison, is not a clinically relevant metric. Additionally, studies have shownra 8hift was
undetected by gammanalysis using 3%#/B mm criteria, whichcould result in loss of target
coveragé” * Unlike planar gammadesting, utilizing 3D dose comparison with plan quality
metrics has the potential to directly predict the clinical impact. However, there are challenges in
establishing a standardized methodology, and currently, there is a lack of adequate tools for
condiwcting endto-end testing of single isocenter mitlirget treatments. Erftd-end testing,

which focuses on testing an integrated system from the beginning to the end, can significantly
enhance confidence in all aspects of the procedure while reducinguoddime. Unfortunately,

more attention has been given to equiprsgdcific quality assurance (QA), overshadowing the
importance of comprehensive etwdend testing. This limited focus hampers our understanding of
overall treatment uncertainties and meags experimental verification of complex treatment
modalities.

This study has two main objectives. Firstly, we aim to introduce a highly accurate and
comprehensive entb-end 3D dosimetry system capable of measuring DGI, V10, V12, as well as
rotational and translational errors in the delivery of multitarget treatmer@® space. This
capability has not been previously demonstrated in published literature. Secondly, we assess and
compare measured metrics from seven benchmark plans with various treatment geometries to
enhance our understanding of overall delivery uagsties and increase confidence in SRS

treatments.
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To achieve the first goal, we present an dasyse 3D Anthropomorphic dosimetry system with
submillimeter accuracy for dosimetric and mechanical verification of SRS treatments. Previous
studies® ?°have explored the application of the PRESAGE/optical 3D dosimetry system for IMRT
and VMAT QA, respectively. However, these studies only compared 2D dose maps and profiles,
and measurement accuracy was affected by artifacts from refraction, reflectiompamities. In

our study, we implemented a novel alagtsorted background subtraction method to mitigate
these artifacts and customized the sensitivity of the PRESAGE phantom to accurately measure
high dose radiation from SRS treatments. Additionally, we utilized a fiducial registration technique
to detecsubmillimeter rotational and translational errors during SRS treatments.

The second focus of this study was to investigate the feasibility of characterizing a radiosurgery
platform in a standardized manner using seven benchmark plans categorized into three modules.
These modules address different aspects of machine deliveraaheling errors, as well as
various types and complexities of SRS treatments. In 2009, IBGy the American Association

of Physicists in Medicirié was published for verifying the commissioning and planning of
intensitymodulated radiation therapy (IMR$ystems. However, those tests were not suitable for
verifying SRS treatment platforms. In recent years, there has been a growing need for standardized
SRS test cases similar to the original need for IMRT. Our study presents the first measured plan
guality metrics and 3D rotational and translational errors for multitarget treatments using pre
defined target geometries in the test plans. Overall, this study introducesfil&ligh endto-end

3D dosimetry system and explores the standardized charadteriebia radiosurgery platform,
providing valuable insights into the dosimetric and mechanical aspects of SRS treatments.

This study aims to address the existing knowledge gap regarding the mechanical and dosimetric

uncertainties associated with radiosurgery treatments. Additionally, the research further supports
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the significance of conducting 3D etmlend testing in the field. The proposed 3D dosimetry
system holds potential for various applications, such as the commissioning of new radiosurgery
platforms. It can also facilitate remote muitstitutional auditsof radiosurgery treatments,
enabling comprehensive evaluations across different healthcare facilities. Moreover, the system
can serve as a remote commissioning service for developing countries, where access to dosimetry
equipment and human resources malirbged.

4.2 Materials and Methods

4.2.1The Development of an Integrated Anthropomorphic 3D Dosimetry System

The developed anthropomorphic 3D dosimetry system consists of a modified Stereotattic End
End Verification (STEEV) inhomogeneous phantéfCIRS, Norfolk, VA) with a customized
tissueequivalent insert to integrate 3D dosimeters, 3D dosimeters, PREBM&Hiris Pharma

LLC, Skillman, NJ), and an thouse fast optical CT scanner utilizing fiber optic taper for the
readout of 3D dose maps. In addition to the hardware components@unsia developed Labview
program for automatic optical scanning, and slattodes for image preprocessing, parallel beam
filtered back projection (FBP) image reconstruction, angstated background subtraction and
dosimetric analysis. SlicerRT, an extension of 3D Slicer was adopted for 3D dose visualization,
gamma test calcation and the analysis of plan quality metrics. The detailes of phantom
construction, 3D dose acquisition, reconstruction techniques and the methodologytmtedd
verification are shown below.

4.2.1.1An Anthropomorphic Phantom for 3D Dosimetry

Steev anthropomorphic phantom micmics-apdati ent
boneequivalent structures and accommodates a variety of interchangeable tissue equivalent

inserts suitable for various dosimeters. In collaboration with CIR&ed find movable tissue

104



equivalent insert was customized to integrate a cylistlaped 3D dosimeter, PRESAGE (6 cm
diameter, 6 cm height) with the Steev phan{&igure 1) The homogeneity of Hounsfield Units
(HU) values and the air gaps between each inserted componentariéesl using simulator CT

scanning (SOMATOM Definition AS, Siemens Healthineers, Forchheim, Germany).

@
B0 ot

Figure 19. Photographs of the stereotactic end-to-end verification phantom,
customized tissue -equivalent insert for a cylinder -shaped 3D dosimeter, and the
PRESAGE 3D dosimeter.

4.2.1.23D Dosimeters for SRS Dose Verification
The sensitivity of 3D radiochromic dosimeters plays a crucial role in achieving optimal 3D dose

measurements. Itis important to find a balance between signal sensitivity and noise levels to ensure
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accurate results. High sensitivity dosimeters can lead to signal saturation, which may affect the
reliability of measurements. In the case of SRS plan measurements, the dose range typically varies
from 1 Gy to 20 Gy. For SRS measuremeriis, main material of PRESAGE is polyurethane,
which consists of 61% carbon, 20% oxygen, 10% nitrogen, and 9% hydrogen. It has an effective
atomic number of 6.6 and a density of 1.05 g/cm3. In addiBRESAGE dosimeters are made

up of leucomalachite green (LMG) dye anldedocarbon radical initiator. The free radicals created
from halocarbon radiolysis and oxidization during radiation interaction change the LMG into
malachite green (MG) which has a maximum absorbance at 633 nm which is detected by the OCT
scannerThe formulation is cured at room temperature by pouring it into molds with a diameter of
5.9 cm. The dosimeters are then placed in a pressurized tank at 60 psi for a minimum of 24 hours
to facilitate proper curing. To verify the linear response of thenttsr ad its ability to handle

doses up to 25 Gy, four 2 cm square photon fields with varying dose levels are delivered to the 3D
dosimeter. This approach allows for the acquisition of net optical densities at eight different dose
levels, measured at various deptvithin the dosimeter. The linearity of the dose response curve

is evaluated, along with an assessment of the stgrradise ratio at each dose level to ensure
reliable and accurate measurements.

4.2.1.3Treatment Planning and Treatment Delivery

The anthropomorphic phantom with a 3D dosimeter inserted wasc@inhed using Siemnes
Somatom Definition AS with slice resolution of 1 mm. SRS benchmark plans on the CT images
were generated using HyperArc treatment planning system (Varian Medical SkstenAlto,

CA). The treatment fields consist of one full arc and three half arcs with 45, 315, 270 degree couch
angles. The isocenter location and collimator rotation were optimized during treatment planning.

The planning 3D dose matrices and structure sa&tre exported from the treatment planning
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system for the comparison with measured 3D dose matrices. The treatment plans were then
delivered to the phantom using a TrueBeam linear accelerator. The goal is to simulate a real
patientds treat ment from the CT ¢he tmatment i on
uncertainties using the 3D dosimeter inside the phantom.

4.2.1.40ptical Scanning and Angulaorted Background Subtraction

An in-house broadbeam optical CT scanner with a fiber optic taper was used for the 3D dose
readout of the 3D dosimetens n d e r U. S. patent a-piménsiana t i o n
Dosimetry Procedures, Methods and Devices, and Optical CT Scanner Apparatus Which Utilizes
Fiber Optic Taper for Collimated Imagés The in-houseoptical CT scanner consists of four
components, an LED light illuminatornaaquariumwith a rotation stage and matching liquid
inside, a fiber optic taper, and a fibmyupled CCD detectoAn optic fiber taper with the taper

ratio of 3:1 was mounted to the exit windaivthe water tanKor light colledion, transfer, and
demagnification.The smaller end of the optic fiber taper is connectefibir optic window

bonded to a CCD camera (Allied Vision, Houston, P).LED illuminator provides uniform and
parallel red light with a peak wavelength of 625 nm and 20 nm FWHiE 2D projection images

were acquired using a 16 bit monochrome CCD camera from Allied Vision with 4008 x 2672
active pixels. Each dosimeter scan consisted of 360 2D projection images, acquired at angular
increment of 1 degre®ackground subtraction plays a critical role in 3D dosimetry as it helps
correct noise arising from various sources such as light reflection and refraction, ring artifacts due
to impurities in the optical system and dosimeters. However, it is essential to drautteet
dosimeter is scanned in the same position in the scanner as the background scan after irradiation.
Mismatches between the two scans can introduce additional noise into the data. The proposed

method, angulasorted background subtraction, addresississue by utilizing a data reordering
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technique. It leverages the fiducial marker present on the dosimeter to reorder the 360 2D
projection images before image reconstruction. This reordering process ensures that the pre
irradiation background scan and the measurement scan are properly ,afitymé&uhting any
mismatches. By aligning the scans accurately, the angoited background subtraction
technique effectively reduces noise caused by scan position discrepancies, enhancing the accuracy
of the 3D dosimetry measurements.

4.2.1.53D Dose Reconstruction and Analysis

An in-house developed Matlab script was used for image processing and 3D dose reconstruction.
The 2D projection images were rescaled to 1 mm resolution, to match the finest resolution in
HyperArc treatment planning system. 360 projection images were tedvier the sinogram
domain and the sinograms were reconstructed using filtered back projection algorithm with
paralletbeam geometry. Slicer RT, an opsource radiation therapy research toolkit for 3D Slicer,

was implemented for the visualization of CTages, structure sets, measured dose matrix and
planned dose matrix, the calculation of dose volume histogram (DVH), gamma test passing rates,
plan quality metrics and the analysis of mechanical uncertainties. The previously publish&d DGI

defined in equation 1 and 2, were used for this study

OO00Opmnmpnrna Y  p» Y 5 to) (1)

Yo i )

4.2.2Dosimetric Verification UsingeBT3 radiochromic film
CIRS film stack insert was used to measure multiple coronal planar doses in order to verify the
measurement from the 3D dosimeter at certain slices. The film stack insert is a cube with tissue

equivalent material. It can accommodate 13 layers of radioétifdm with 4 mm thick spacers
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in bewteen each film. The average HU of the film stack and the 3D dosimeter in CT images are 52
(SD 16) and 146 (SD 8jligher standard deviation of tifiem stack is due to the presence of EBT3
radiochromic film. A 2target SRS plan was delivered to btite 3D and filmdosimeters in the

Steev anthropomorphic phantpas shown in Figure.2Zl'o compare the dose distribution, 2D

gamma test and isodose line comparison werployed

Figure 20. CT images of the stereotactic end-to-end verification phantom with
the film stack inserted (left) , and the 3D dosimeter inserted (right) .

4.2.3SRS Benchmark Plans for Etalend Verification

The developed tool enables comprehensiveterahd testing of all essential steps involved in a
patient's treatment process. In order to characterize a radiosurgery system, seven benchmark plans
with prescription dose of 18 Gy were designed to investigggeific aspects including efixis

errors, intermediateo-low dose spillage, small field dosimetry, and multfgeget delivery

(Figure 3). For the benchmark plans, the HyperArc system developed by Varian Medical Systems
was utilized for automated tr@aent optimization and dose delivery in rooplanar, MLCGbased
stereotactic radiotherapy. The TrueBeam system from Varian Medical Systems was used to deliver

the plans, consisting of one full arc and three-ooplanar half arcs. The first module of the
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benchmark plans aimed to assessaxis mechanical and dosimetric errors. Two plans were
designed with a single target at differentafis distances, 0 cm and 7 cm as shown in (1) and (2)

of Figure 3. Three fiducials were placed on the 3D dosimetacttitdte setup triangulation and
registration between the planning dose images from the treatment planning system (TPS) and the
measured dose images from the optical CT scanner.-ara CT (CBCT) imaging was
employed to minimize setp uncertainties ding dose delivery on the phantom. The results
obtained provide valuable insights into mechanical dose delivery errors in -4o-@md context

using varying offaxis distances. The second module comprised three SRS plans with two targets
positioned at dierent distances from each other, specifically 6 mm, 12 mm, and 28 mm as
illustrated in (3)(5) of Figure 3. This module further evaluated the modeling of intermetdiate

low dose spillage between the two targets, which involves consideringf-tiatd dose and
multileaf collimator characteristics. The potential risk of neurocognitive effects for patients arises
from the intermediatéo-low dose spillage into normal brain tissue. The measured results were
evaluated using planning metrics including DGI, YM12, and compared with the metrics
obtained from the calculated dose distribution. The third module focused on the superposition of
dose spillage from multiple targets. Two treatment plans were measured for (6) and (7) of Figure
3, one with five treatmenargets and the other with ten. Similar to the previous module, planning
metrics from the measured and calculated dose distributions were compared. Through the

implementation of these benchmark plans, the study provides valuable information on various
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aspects of the radiosurgery system, including mechanical and dosimetric errors, dose spillage

modeling, and the impact of multiple targets.

Figure 21. Seven benchmark plans for end -to-end SRS platform testing, encompassing
(1) 1 target at 0 cm off-axis distance, (2) 1 target at 7 cm off-axis, (3) 2 targets with 6 mm
separation, (4) 2 targets with 12 mm separation, (5) 2 targets with 28 mm separation, (6)5 targets,
and (7) 10 targets.

4.3 Results

4.3.1 Calibration 08D Dosimeters for SRS Dose Verification

Figure 4 illustrates the linearity of the measured optical density in relation to the delivered dose.
The left plot demonstrates the results obtained when employing dark field subtraction, which is a
crucial step for accurate high dose measurements. mastnthe right plot displays the results
without dark field subtraction. The significance of dark field subtraction becomes evident when
comparing the two plots. With dark field subtraction, the measured optical density exhibits a

consistent and lineaelationship with the delivered dose. The mean absolute percentage error
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(MAPE) remains consistently low, with a value of 0.31% for dose levels up to 25 Gy. This
indicates that the measured optical densities align closely with the expected linear relationship
throughout the dose range. Conversely, without dark field subtradtienmeasured optical
densities deviate from the expected linear relationship, particularly in the high dose region where
the dark field is significant compared to the measured signals. The percentage errors significantly
increase as the dose levels riser instance, at 15 Gy, the percentage error reaches 1.3%, and it
further increases to 6.8%, 10.6%, and 20.1% at 18 Gy, 20 Gy, and 25 Gy, respectively. This
discrepancy highlights the importance of dark field subtraction for maintaining linearity and
accuacy in high dose measurements. Furthermore, as the delivered dose increases, the relative
standard deviation decreases due to the larger optical densities observed. The estimated scale of
statistical noise is approximately 10 cGy. It is noteworthy thatréhative standard deviation
remains consistently below 2% for doses larger than 6 Gy, indicating good measurement precision

within this dose range.
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Figure 22 Linearity of measured optical density to dose in the dose range of 0 -25 Gy,
comparing results with (left) and without (right) dark field subtraction
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4.3.2Angularsorted Background Subtraction

To evaluate the impact of angusortedbackground subtraction on the quality of reconstructed
dose images,reanalysis was conducted involving two background scans. During each scan, the
dosimeter was deliberately taken out of the tank and then carefully repositioned to replicate real
measurement conditions. The reconstructed images resultinghfiedmwio repeagcans, along with

the subtraction outcome, are presented in Figure 5. It is noteworthy that the structural artifacts
observed in both scans should ideally be effectively eliminatedghrthe subtraction process.
Figure 6 provides valuable insights through line profiles of the two background scans, indicating
consistent peak locations across the scans. After performing the subtraction, a substantial reduction
of 77% was observed in the standard deviation of the background-snaever, it is important

to acknowledge that some residual noise may persist, potentially attributed to random noise.

Figure 5. Reconstructed images of the two repeat background scans (left, middle) and
the subtraction image obtained by subtracting the two scans (right)
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Figure 6. Line profiles across the two repeat background scans.

4.3.3Dosimetric Verification UsindgeBT3 radiochromic film

The accuracy of the developed 3D dosimetry system was assessed by comparing two 2D dose
planes, extracted from the measured 3D dose distribution, with film measurements. The results of
this comparison are presented in Figure 7, which illustrates the agreehisodose lines between

the two dosimeters. Isodose lines representing 30%, 50%, 80%, 95%, and 105% of the prescription
dose were plotted for visual comparison.

To provide a quantitative evaluation, a gamma comparison was conducted using criteria of 3%
dose difference and 2 mm distartoeagreement. The passing rates were determined to be 99.9%
and 99.6% respectively, indicating a high level of agreement betlwedwd dosimeters. These

results further support the accuracy and reliability of the 3D dosimetry system.
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Figure 8 provides additional insights through histograms displaying the relative dose difference
for the two evaluated dose planes. The mean (standard deviation) of the relative dose difference
between the film and 3D dosimeter measurements were calctdatext1% (with a standard
deviation of 2.2%) anel.5% (with a standard deviation of 2.2%) respectively. These values fall
well within the measurement uncertainty of the two dosimeters, further confirming the consistency

and reliability of the 3D dosimet system.

L L
26 31 56

36 LAl 46 51
Figure 7. Comparison of isodose lines between the EBTS3 film
(black) and 3D dosimeter (red).
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Figure 8. Histograms displaying the relative dose difference between 3D dosimeter and
EBT3 film for the two evaluated dose planes.
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4.3.4SRS Benchmark Plans for Etalend Verification

The first module of the study aimed to investigateaxis mechanical and dosimetric errors using

the developed 3D dosimetry system. Two treatment plans were examined, with a single target
positioned at the isocenter and 7 cm away from the isocextemding from the center of the

target to the isocenteMeasurements were performed using the 3D dosimetry system, and the
obtained 3D isodose surfaces were compared with the corresponding treatment planning system
(TPS) data for both plans. Figure 9 displéys comparison of the 3D isodose surfaces at 18 Gy,

12 Gy, and 9 Gy, respectively,between the measurements and the TPS for the two plans. For the
plan with the target positioned at the isocenter, the isodose surfaces obtained from the
measurements closatyatched those from the TPS, with a deviation of less than 1 mm. However,
for the plan with the target positioned 7 cm away from the isocenter, the deviation in the isodose
surfaces between the measurements and the TPS increased, reaching up to 1depiotedsn

Figure 10. This suggests the presence of larger discrepancies in the dose distributieaxisr off
targets.

To further evaluate the dosimetric comparison, gamma tests were performed using different
criteria: 3%/3 mm, 3%/2 mm, and 2%/2 mm. For the plan with the target at the isocenter, the
passing rates for all criteria were 100%, indicating excellent agreeetgrdadn the measured and
calculated dose distributions. For the plan with the target positioned 7 cm away from the isocenter,
the passing rates decreased slightly. The passing rates were 100% for the 3%/3 mm criteria, 99.6%

for the 3%/2 mm criteria, and @%b for the 2%/2 mm criteria. These results suggest that the
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dosimetric agreement between the measurements and the TPS is slightly lower foatie off

target plan compared to the plan at the isocenter.

Figure 9. 3D isodose surface (18 Gy, 12 Gy, 9 Gy) comparison between the 3D
dosimeter (red) and TPS (green) for the target at the isocenter (right) and 7 cm
away from the isocenter (left)

Figure 10. 2D isodose lin es (18 Gy, 12 Gy, 9 Gy)comparison between the 3D
dosimeter (red) and TPS (green) for the target at 7 cm away from the isocenter .
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In the second module of the study, the main objective was to perforto-end testing of three

SRS plans with two targets positioned at different distances from each other: 6 mm, 12 mm, and
28 mm,measured as the closest separation between the edges of the twoREygetd 1 presents

the 2D dose images on transverse, coronal, and sagittal planes for the treatment plan with a target
separation of 12 mm, allowing for a visual comparison between the 3D measurements and the
corresponding TPS calculatioria.Figure 12, the isodose surface comparison and gamma maps
are displayed. It is noticeable that the measured dose is higher than the calculated dose in the
vicinity of the two closely spaced targets. In the plan with a 6 mm target separation, there are
gamma failing points in this region, resulting in measured gamma passing rates of 99%, 98%, and
96% for the 3%/3mm, 3%/2mm, and 2%/2mm criteria, respectively. Similarly, in the plan with a
12 mm target separation, more gamma failing points are presentebetiae two targets. The
measured gamma passing rates for this plan are 97.1%, 96%, and 94.3% using the 3%/3mm,
3%/2mm, and 2%/2mm criteria, respectively. On the other hand, for the plan with a 28 mm target
separation, the measured and calculated dosebdistns demonstrate good agreement, with
passing rates of 100%, 100%, and 97.3% using the 3%/3mm, 3%/2mm, and 2%/2mm criteria,
respectively. In addition to the gamma tests, the study compared the DGI, V10, and V12 metrics
obtained from the measurementsl &PS calculations, as presented in Table 1. When the target
separation is 28 mm, the measured metrics align well with the calculated values. However, for the
other two plans, lower DGI values and higher V10 and V12 values were observed in the

measurementsompared to the TPS calculations. The largest discrepancies were observed in the
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plan with a target separation of 12 mm, with a measured DGI that is 8.9 lower than the calculation,

and measured V10 and V12 values that are 1.38 and 1.31 higher than the calculation, respectively.

Measurement TPS

Figure 11. 2D dose images on transverse, coronal, and sagittal planes from the
3D dosimeter (left) and TPS (right) for the treatment plan with a target
separation of 12 mm.
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Figure 12. Comparison of isodose surfaces at 18 Gy and 12 Gy (right) between
the 3D measurements (red) and treatment planning system (TPS) (green), along
with the corresponding gamma maps (left), for treatment plans with target
separations of 6 mm (top), 12 mm (middle), and 28 mm (bottom) . In the gamma
maps, gamma failing points are highlighted.
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Table 2. Comparison of the DGI, V10, and V12 metrics between the 3D measurement

3D Measurement TPS Calculation
Target (ffnp)ara“m DGl V10 (cc) VA2(cc) | DGI V10 (cc) V12 (cc)
0.6 736 9.39 6.88 772 9.37 6.61
1.2 7168  11.36 8.257 80.6 9.98 6.95
2.8 83.8 8.13 6.17 83.1 8.32 6.17

In the third module of the study, two singé®center multitarget SRS plans were delivered to the
anthropomorphic 3D dosimetry system, one with 5 targets and the other with 10 targets. The 3D
dose distribution of one target at the isocenter was measutembmpared to the TPS calculation.
Figures 13 and 14 provide a visual comparison of the isodose surface and isodose lines in the
transverse, coronal, and sagittal views. The measured dose distribution closely corresponds to the
calculated dose distributip except for the region connecting the two targets, where some
deviations are observed. The closet distance between the two targets in these two plans are 2.5 cm.
Gamma tests were performed using the criteria of 3%/3mm, 3%/2mm, and 2%/2mm, resulting in
passing rates of 99.5%, 98.5%, and 95.1% for t@r§et plan, and 99.4%, 94.6%, and 92% for

the 10target plan. Table 2 presents the measured and calculated plan quality metrics. For the 5
target plan, the measured DGI is 7.43 lower compared to the d¢attwlalue, indicating a
discrepancy in intermediate dose delivered. Additionally, the measured V10 and V12 values are
0.53 and 0.26 higher, respectively, compared to the calculated values. Similarly, fottdingei 0

plan, the measured DGl is 7.36 lowand the measured V10 and V12 values are 0.87 and 0.54

higher, respectively, compared to the calculated values. These results indicate that while the
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measured dose distributions closely resemble the calculated distributions for the individual targets,

there are discrepancies in the region connecting the targets.

Figure 13. Comparison of isodose lines (18 Gy, 12 Gy, and 9 Gy) on the transverse,
coronal, and sagittal planes (top) and isodose surface (bottom) between the 3D
measurements (red) and TPS (green) for the treatment plan with 5 multiple targets.
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Figure 14. Comparison of isodose lines (18 Gy, 12 Gy, and 9 Gy) on the transverse,
coronal, and sagittal planes (top) and isodose surface (bottom) between the 3D
measurements (red) and TPS (green) for the treatment plan with 10 multiple targets.

3D Measurement TPS Calculation
Number of Targets DGI V10 (cc) V12 (cc) DGl V10 (cc) V12 (cc)
5 80.91 5.15 36 88.34 462 3.3
10 78.12 5.77 4.09 85.48 4.90 3.55

Table 3. Comparison of the DGI, V10, and V12 metrics between the 3D
measurement and TPS for the thir d module.

4 .4 Discussion
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This work aims to present a comprehensive and systematim-@mdl verification process of a
radiosurgery platform utilizing a novel anthropomorphic 3D dosimetry system. The study
specifically addresses the critical need for dosimetric and mechanicéicatemn of the
radiosurgery platformin the Radiation Oncology clinic, particularly when delivering high
fractional doses to multiple targets with small setup margins. The linearity of the measured optical
density in relation to the delivered SRS dosdinithe range of @5 Gy is paramount to achieve
accurate 3D dose measurements, as anylinearity could introduce systematic measurement
errors. To address this, the feasibility of employing the 3D dosimeter, PRESAGE, with a novel
formulation was assesd. The results indicate that this dosimeter formulation exhibits a clinically
acceptable linear dose response and sigrabise ratio, making it suitable for SRS dosimetry
applications.

The signalto-noise ratio has traditionally posed a significant challenge in 3D dosimetry due to
various sources of systematic and statistical ndlsang the irhouse optical CT scanner with a
fiber optic taper, the stray light contamination can be effectively mitigktedidition, © enhance

the acquisition of 3D dose data, an angglaited background subtraction technique was
implemented. This technique effectively removes systematic uncertainties originating from
impurities on the scanner window, thin the dosimeter itself, and artifacts arising from light
reflection and refraction. The results demonstrate that accurate background subtraction can reduce
the standard deviation magnitude by an estimated 77%. This represents a significant improvement
for 3D dosimetry and enhances its applicability in clinical practice.

The dosimetric verification of the developed 3D dosimetry system involved the utilizateon of
stack ofradiochromic films, which were placed in the same anthropomorphic phamtibm

customized insertslo the best of our knowledge, this study is the first to directly compare the

124



dose distributions acquired by these two dosimeters in an anthropomorphic phantom.
Radiochromic films offer the advantage of a higher sigooise ratio. However, due to their
nortlinear dose response, establishing the calibration curve becomes nootietabsive. On the

other hand, the 3D dosimeter facilitates a more efficient acquisition of 3D dose distribution. The
results indicate that the measured dose differences between the two dosimeters fall within the
measurement uncertainties of both systems

In the first module of the study, an evaluation was conducted to examine the accuracy of the
machine in delivering singlssocenter multitarget treatments when the targets are positioned off
axis. The measurements revealed a 1.5 mm shift in the dosbudistricompared to the planned

dose distribution when the target was positioned 7 craxaff. This shift in the dose distribution

can be attributed to mechanical errors associated with the machine as well as uncertainties arising
from the imageguided sygem. This assessment provides valuable insights into the machine's
capability to accurately deliver treatments involving multiple targets positionedxistf
Furthermore, the results indicate that conventional gamma tests, which are commonly used for
dose verification, may not possess the required sensitivity to detect delivery errotk umto.

The second module focused on investigating the discrepancy between the measurements and the
TPS calculation of the intermediati@low dose spillage when the twtargets are positioned close

to each other at a certain distance. The measured higher dose in the intermediate dose region
connecting the two targets may be attributed to uncertainties in the TPS modelingbfielat

dose and MLC characteristics. Asesult, lower DGI values and higher V10 and V12 values were
observed in the measured 3D dose distribution compared to the TPS calculation. In the third

module, the influence of irradiating multiple targets on the intermetbetav dose spillage was
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examined. The measured V10 and V12 values agreed with the dose calculation within 1 cc.
However, lower DGI values were obtained from the measurements compared to the calculation.
These benchmark tests provide a comprehensive evaluation of the radiosurgery platform used for
stereotactic radiosurgery treatments. They offer additional mechanical and dosimetric information
that can enhance the current commissioning process. The &adgeestigates the feasibility of
measuring plan quality metrics using 3D dosimetry and compares them with those obtained from
the TPS. This provides valuable insights into the accuracy of MLC araf-6ietd dose modeling.
Additionally, the 3D gamma npaassists in identifying the location of dose discrepancies in 3D
space, which cannot be achieved through traditional 2D dose verification methods.

Given that radiosurgery necessitates precise and accurate dose delivery within 1 mm uncertainties,
conducting endo-end testing to evaluate the overall treatment uncertainty is vital. The
anthropomorphic 3D dosimetry system described herein offers a doéilgy to simulate a
patient's treatment from simulation to treatment delivery and assess the overall treatment
uncertainty. This developed 3D dosimetry system can be utilized for commissioning newly
acquired radiosurgery platforms or for remote auditing erification of existing radiosurgery
programs.

4.5 Conclusion

In conclusion, the study presents a novel anthropomorphic 3D dosimetry system designed for end
to-end testing of a singlisocenter radiosurgery platform. The investigation focused on evaluating

the system's feasibility in measuring overall treatment teio¢ies and dosimetric discrepancies

by assessing benchmark plans. Notably, the system enables the measurement of essential plan
quality metrics, including V10, V12, and DGI, in addition to conventional gamma tests. Moreover,

the system effectively cap®s mechanical errors during @fkis target delivery and enables the
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visualization of dose discrepancies in 3D spafkis comprehensive evaluation capability
enhances the commissioning and verification process, instilling greater confidence in the treatment

modality and assuring patient safety.
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Chapter 5
Small Field Data Acquisition for Megavoltage and
Kilovoltage Photon Beams using 3D OpticaCT

Dosimetry System
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5.1 Introduction

With the improvements of the treatment planning, orimaging, and delivery system for
radiotherapy, more modulated and conformal dose distribution can be delivered to the target
precisely without overdosing the normal tissue. In addition, further dose escalation to improve the
tumor control rate can be achieved. Using linear accelerator for treatment delivery, small
megavoltage photon fields can be formed by jaws, multileaf catitirs, and coné<. What sets

the small field apart from the conventional field is the loss of lateral charge particle equilibrium
when the beam half width is smaller than the maximum range of secondary electrons. The
penumbrae at each side of the fieldh er | ap wi th each otherds, and
Gaussian curve. Depending on the detector size and the field size, the detector may be larger than
the field size, and thus a correction factor is necessary to correct the initial measureheents. T
volume average effect influences the detected signal, when the detector size is larger than the field
size and the signal produced is proportional to the mean dose delivered to the sensitive volume of
the detectot In addition, BraggGray cavity theory cannot be applied to the small field condition

due to the perturbation of the charged particle fluence by the presence of a detector. Due to the
difficulty of small field dosimetry, International Atomic Energy Agency (IAEA) technical report

483 and American Association of Medical Physics (AAPM) task group h&&e been published

to address the issue and provide dosimetry guidance.

To acquire relative dosimetry of small photon fields, the dosimeters need to have high spatial
resolution. Inaddition, the positioning of the detectors is important to avoid dose underestimation.
The ideal dosimeters to measure relative small field dosimetry are water equivalent (energy
independent), linear response to the dose deli®&retbwever, most of the detectors require some

sorts of corrections. For output factor measurements, volume average effect, dose rate dependence
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and energy dependence can influence the dose measurements. For PDD and beam profiles
measurements, spatial resolution, orientation dependence, energy dependence, and dose rate
dependence are important. Many types of dosimeters have been used for sinddidiletry,

including ion chambefssilicon diode¥’, diamond detectot} plastic and organic scintillatdrs

films'3, metal oxide semiconductor fielgffect transistors (MOSFETS) thermoluminescent
dosimeters (TLD), optically stimulated luminescendetectors (OSLD$). However, each
dosimeter has its own limitations and uncertainties. Published guidance should be followed when

using these dosimeters to avoid gross dosimetry errors.

Small field dosimetry for kilovoltage photon beams is more challenging than megavoltage photon
beam$>?°, First, the dose fabff of kilovoltage beam is much faster than megavoltage beam, and
thus the required resolution of the detectors is higher. Secondly, photoelectric effect is the primary
interaction process for kilovoltage beam, and thus the atombeiuof the detectors can influence

the dose measurements. One of the major applications of kilovoltage small field dosimetry is the
dosimetry for sméalanimal radiation platform. Animal models have been heavily utilized in the
research of novel cancer treatment strategies. More advanced types of animal radiation platform
have been commonly adopted in the labs. These small animal radiation plttéinase the
capability to perform online imaging when test subject is on the couch, generate treatment plans,
and deliver small photon fields. Ensuring the accuracy of research findings relies on the dosimetry

methodology to verify the administered dose.

The dosimeters suitable for kilovoltage small field dosimetry include radiochromic film, OSLDs,
MOSFETSs, diamond detectors, alanineslectron paranagnetic resonance due to their high
resolution/small sensitive volurtle?>. For point dose measurements, the positioning of the

dosimeter inside the small field can influence the dose measured. Radiochromic films have been
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found to be useful for surface dose and percentage depth dose measurements. A good agreement
between the radiochromic film and Monte Carlo simulationsfoall field dosimetry has been
reported®. However,radiochromic films presergnergy dependence in thdovoltage energy

range Similarly, for OSLD, due to the high effective atormcmber, the energy dependence
should be investigated for each beam qualitOSFET detector was found to be energy
independent for certain kilovoltage energy range, and nearly independent of the angle of incidence
of the bearff. Monte Carlo study of microdiamond detector has shown that the diamond detector
has interdetector response variation at l@wergy photon beams due to the effective thickness of

the active volum®&. In addition, the relative intrinsic energy response of the detector is two times

higher in 25, and 50 kV photon beams compared to the megavoltage beam.

3D dosimeter, PRESAGE, combined with optical CT scanner, can provide high resolution dose
images without energy dependence and dose rate dependence. In addition, the 3D dose can be
acquired simultaneously without the positioning uncertainties. In thig,dtuglmethodology was
employed to acquire the dosimetry data of small megavoltage and kilovpltatm beam&25

kV). For megavoltage study, dose distributions, beam profiles, and PDD curves of the small photon
fields, formed by MLC, with field sizesf®, 8, 10, 12 and 15 mm were measured. In addition,
small treatment fields with field sizes smaller than 2 cm were measured and compared with the
treatment planning system. For kilovoltage study, beam profiles and PDD curves of the photon
beams with theiéld sizes of 3 mm and 1 cm from a qmaical platform, Small Animal Radiation
Research Platform (SARRP) (Xstrahl, Suwanee, GA) were measured. The results were compared
with those from the EBT3 radiochromic films. This study aims to investigate the etasim
accuracy for the 3D dosimetry system to evaluate small photon fields. The results can provide

insight into its utility for small field dosimetry.
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5.2 Materials and Methods
5.2.1 Determination of the absorbed dose in water for small photon fields

For conventional broad beams, a reference field with 10 x 10 cm field size is used for the
determination of absolute dose following AAPM TG51 (M%r TG61 (kVY° and the reference
ionization chamber is sent to Accredited Dosimetry Calibration Laboratories for the calibration
coefficient in terms of absorbed dose to water of the ionization chamber measdeedeference
conditionsat a standard laborator§o-60 and UW256M photon beamsvere used in ADCL for

the calibration coefficient of megavoltage akdovoltage photon beamMachine specific
reference (MSR) fields were introduced in IAEA TR288r radiation platforms where the
conventional 10 cm field size cannot be formed. MIER fields have dimensions that are as close

as possible to 10 cm or the largest field size the machine can form. Most importantly, they should
extend at least a distance of charge particle equilibrium beyond the outer boundaries of the
reference ionizationlamber. After the dose MSR field is determined, the clinical smdiéld

dose can be determined using small field detectors, such as ion chamber, plastic scintillator,
diamond, and diode using output correction factors. In this study, the megavoltage photon
measurement using linear accelerators has the MSR field wihsfid of 10 cm. However, for

the measurements on SARRP, a machine specific reference field with the effective field size of 14
x 14 cm at 35 cm source to axis distance was used. The output factor for the treatment field size
was measured using EBT3 raclwomic films. After the determination of the dose at the reference
point, the dose at other points can be determined by the relative dosimetry (beam profiles, percent

depth dose curves) acquired using the 3D optical CT dosimetry system.

5.2.2 Irradiation of the 3D dosimeters and radiochromic films
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In the megavoltage photon study, 3D cylindrical dosimeters with 10 cm diameter and 9 cm height
were irradiated using Truebeam (Varian, Palo Alto, CA) using 6M photon beam with the field
sizes of 6 x 6, 8 x 8, 10 x 10, 12 x 12, 15 x 15%wformed by the MLC. The dosimeter was
positioned vertically (Figure 1c). Acuros (AXB) dose calculation algorithm was employed. For
background subtraction, to ensure that the dosimeter can be placed at the same location within the
optical CT scanner aftehe irradiation, he dosimeter was irradiated with the scanning holder
attached. Around 8 Gy was delivered to the depth of the maximum dose. Besides regular fields,
intensity modulated radiotherapy (IMRT) treatment fields with the field sizes ranging from 8 mm
to 3 cm weralelivered to the 3D dosimeters with the dosimeters positioned horizontally (Figure
1b), which includes a-Gpine stereotactic radiosurgery treatment plan, a skull base treatment plan,
and a pancreas treatment plan. The measured results were compatikdsgifrom the treatment
planning system. In order to compare the measurements obtained from the 3D dosimeter with the
EBT3 film, an anterioposterior modulated field was delivered to both the 3D dosimeter and EBT3
film with the same sourem-surface dikance. The treatment plan dose was generated by
performing a CT scan of the PRESAGE phantom and then using the resulting phantom geometry

for treatment plan calculation. The highest resolution for treatment plan dose calculation is 1 mm.

In the kilovoltage photon study, 3D cylindrical dosimeters with 6 cm diameter and 6 cm height
were used to evaluate the characteristics of 220 kVp/13 mA photon beams from the SARRP with
the field sizes of 3 mm and 1 cm, formed by interchangeable fixachatdirs. Figure 1a shows

the dosimeter setup in the irradiator. EBT3 film was employed to verify the measured results. Two
methods of film measurements were conducted, axial film measurement and vertical film
measurement. For axial film measurements, tB&Efilms were stacked between solid water

phantoms. This means that multiple films were placed on top of each other, creating a stack. The
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beam enters the stack of film perpendicular to the film surface. On the other hand, in vertical film
measurements, a single EBT3 film is placed with its surface parallel to the beam axis. To acquire
the calibration curve for the EBT3 film, a series of 8lmere irradiated to known doses ranging
from O to 7 Gy at a depth of 2 cm in the solid water phantom. This process is commonly referred
to as film calibration. The purpose of film calibration is to establish a relationship between the
measured response tife film and the corresponding radiation dose delivered to the film. By
exposing the film to a range of known doses, a calibration curve can be generated, which allows
for the conversion of the film's optical density (OD) values to dose values in sufiseque

measurements
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(b)

Figure 23. 3D dosimeter setup for megavoltage and kilovoltage small field
irradiation (a) photograph showcasing the 3D dosimeter setup in SARRP, (b)
diagram illustrating the placement of the dosimeter horizontally to the LINAC
couch, and (c) diagram illustrating the placement of the dosimeter vertically t o the
LINAC couch.

5.2.3 Readout of the 3D dosimeters and EBT3 films

The readouts of irradiated PRESAGE dosimeters were performed withhamuse optical CT
scanner. The dosimeters were put at the center of the rotation stage in the OCT scanner for
evaluation. A total of 1200 projection images with a spatial resoluti@f om were acquired for

each scan. For background subtraction, the blank dosimeters before irradiation were scanned.
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Before each scan, the optical CT scanner was checked for its alignment and cleanliness to prevent
any structural artifacts. To scan the EBT3 films, a commercial Epson Expression 11000XL flatbed
scanner was used for the readout of high resolution (300hhuges. Similar to the 3D dosimeters,

a blank film was scanned for the optical d e
radiochromic films have the characteristic of postdiation optical density growth. According to

previous studies, optical detiss can increase by about 2.5% between 24 hours and 14 days post
irradiation and stabilize over the next 6 months. Ideally, the scanning time of the measurement

films should be consistent with the scanning time of the calibration films.

5.2.4 Reconstruction and analysis of hrgsolution 3D dose images

An in-house reconstruction code written using Matlab was employed to reconstruct the 3D dose
distribution. Filtered back projection was performed using the inverse radon transform function.
Before reconstruction, the projection images were cropped sahthatenter of the projection
images corresponds to the center of the rotating stage. The measured image intensities were
converted to optical densities using the background scan. The measured optical CT signals were
then transformed to sinograms as thmuis to the inverse radon transform function. Each slice of

the reconstructed image can be written abil@iff image. The 3D dosimeter, PRESAGE, has
linear dose response, and thus the reconstructed image intensities are directly proportional to the
dosedelivered. 2D gamma tests were performed using a commercial software, DoseLab (Varian,
Palo Alto, CA). PDD curves, beam profiles, and 2D isodose lines comparison were plotted using
Matlab. The 3D dose images were resized to 1 mm resolution when compiitige calculated

dose images from the treatment planning system. When comparing with the films, 3D dose images
with submillimeter resolution were used. In the megavoltage photon study, isodose lines, PDD

curves, and beam profiles from 3D dosimeterseweompared with the calculated dose.
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Furthermore, the dose distributions obtained from regular and treatment field measurements were
assessed using gamma tests. This involved comparing the results obtained from the 3D dosimeter
with both the measured dose using EBT3 and the calculated dalse kilovoltage photon study,

the PDD curves, beam profiles, and measured dose parameters such as penumbra, FWHM,

symmetry, and flatness were compared between PRESAGE and EBT3 films.
5.3 Results

5.3.1 Small field dosimetry on megavoltage photon beam

5.3.1.1 Small field measurements with field size smaller than 1 cm

Small photon fields created by the MLC were measured using PRESAGE and EBT3 films. The
measured results from both methods were compared with the calculated dose obtained from the
TPS. Figure 2 displays dose images of photon fields with field sizes of 8 x 8, and 10 x 10

mm?2 obtained from EBTS3 film, PRESAGE, and TPS. It can be observed that there is end leaf
leakage in each image. The beam profile across each field was plotted in Figure 3. For the 6 x 6
mm?2 field size, the penumbras and FWHM measure@dlbthree methods agree within a 1%
margin. For the 8 x 8 mm2 and 10 x 10 mmz field sizes, the penumbras and FWHM measured by
PRESAGE align with the film results within 1%. However, TPS overestimates the FWHM by 10%
and underestimates the relative dos®w-dose regions (10% isodose line) by approximately 3%.
The PDD curves obtained from PRESAGE align with those from TPS within a 1.4% margin after
reaching the depth of maximum dose (Figure 4). Figure 5 illustrates a comparison of isodose lines
between RESAGE and TPS, as well as PRESAGE and film for the three measured field sizes.
The dose images acquired by PRESAGE and film exhibit higher spatial resolution compared to

the TPS calculation, and thus both measurements are in agreement with each otheratdsia
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tests with a criteria of 2% dose difference and 1.5 mm dist@mragreement, the passing rates
between PRESAGE and film are 99.5%, 98.9%, and 99.5% for the field sizes of 6, 8, and 10 mm,
respectively. However, the passing rates between PRESAGE and &RS.&, 88.2%, and

90.1% for the same field sizes. Table 1 provides a summary of these results.

10 X10 mm? 8xX8mm2 6X6mm?

Film . . .
Measurement:

PRESAGE
Measurement:

TPS(Eclipse)
Calculation:

Figure 24. Comparison of acquired dose images for photon fields with field sizes of 6 x
6,8 x 8, and 10 x 10 mm2 from EBT3 film, PRESAGE, and TPS.
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Figure 25. Beam profiles comparison across the measured photon fields with field sizes
of 6 x 6, 8 x 8, and 10 x 10 mm2 using EBT3 film, PRESAGE, and TPS.
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Figure 26. PDD curves comparison across the measured photon fields with field sizes
of 6 x 6, 8 x 8, and 10 x 10 mm2 using PRESAGE, and TPS.
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10 X 10 mm?
Film(b) vs. PRESAGE(r)

8 X 8 mm?
Film(b) vs. PRESAGE(r)

6 X 6 mm?
Film(b) vs. PRESAGE(r)

Figure 27. Isodose lines comparison across the measured photon fields with field sizes
of 6 x 6, 8 x 8, and 10 x 10 mm2 using EBT3 film, PRESAGE, and TPS.

Table 4. Gamma passing rates comparison between PRESAGE and EBT3 film, as well
as between PRESAGE and TPS, for the examined field sizes. Gamma criteria utilized:
2% dose difference and 1.5 mm distance-to-agreement.

1t 10 mnt 8 8mn? 6 6mnt

Film(b) vs. PRESAGE(r)

99.6%

TPS(g) vs. PRESAGE(r)

93.7%

Film(b) vs. PRESAGE(r)

98.9%

TPS(g) vs. PRESAGE(r)

88.2%

Film(b) vs. PRESAGE(r)

99.5%

TPS(g) vs. PRESAGE(r)

90.1%
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5.3.1.2 Small field measurements with field size larger than 1 cm

Megavoltage photon fields with field sizes of 1.2 cm and 1.5 cm, created by the MLC, were
measured using PRESAGE. The results obtained from PRESAGE were then compared with the
calculated doses from the TPS. Figure 6 illustrates the reconstructed dosehaated from the

3D dose measurement. The images clearly display the leaf end leakage and the shape of the MLC.
Isodose line comparisons for the two measured field sizes are presented in Figure 7. By employing
gamma comparison with a criteria of 2% ddgéerence and 2 mm distante-agreement, passing

rates of 98.6% and 98.7% were achieved for the field sizes of 1.5 cm and 1.2 cm, respectively.
This indicates a high level of agreement between the measured and calculated doses. The measured

beam profileslign with the calculated beam profiles, as demonstrated in Figure 8.

Figure 28. Reconstructed Figure 29. Comparison of isodose lines from the 3D
image from the 3D dosimeter and TPS for photon fields with field sizes
dosimeter for photon of 1.2 cm and 1.5 cm, formed by MLC.

fields with field sizes of
1.2cmand 1.5 cm, formed
by MLC.
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5.3.1.3 Small treatment field measurements
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Figure 30. Comparison of beam profiles from the 3D dosimeter and TPS for photon fields
with field sizes of 1.2 cm and 1.5 cm, formed by MLC.

For a small treatment field in a€pine SRS treatment plan, with a field size corresponding to the
50% isodose line measuring 0.88 cm, PRESAGE was used for measurement and the results were
registered tahe TPS calculatiofor dose comparisomn the isodose line comparison, the relative

dose was normalized to the dose maximum. By utilizing 3D dosimetry, 2D gamma tests were

conducted at different treatment depths. Figure 9 presents the delivered dose cloud and the isodose



line comparison at two different treatment depths. Using a critei2&ooflose difference antl

mm distancdo-agreement, passing rates of 97.1% and 98% were achieved. This indicates a high

level of agreement between the measured and calculated doses. In addition to PRESAGE,
ArcCHECK (Sun Nuclear, FL), a clinically implemented cylindrical 2D diodaya was utilized

to measure the passing rate for the same treatment plan. The passing rate obtained from
ArcCHECK was 89%. Furthermore, using EBT3 radiochrdiitit, the passing rate was found to

be 97.4%.

Figure 31 Top: Delivered dose cloud with a field size (50% isodose line) of 0.88 cm. Bottom:
Comparison of isodose lines between the 3D dosimeter and treatment planning system
(TPS) at two different treatment depths.

A treatment plan targeting a skull base tumor, with a field size of 2 cm, was measured using

PRESAGE. Figure 10 showcases the treatment dose cloud and the corresponding isodose line
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