
Computational Inversion with Wasserstein Distances and Neural Network Induced Loss Functions

Wen Ding

Submitted in partial fulfillment of the
requirements for the degree of

Doctor of Philosophy
under the Executive Committee

of the Graduate School of Arts and Sciences

COLUMBIA UNIVERSITY

2022



© 2022

Wen Ding

All Rights Reserved



Abstract

Computational Inversion with Wasserstein Distances and Neural Network Induced Loss Functions

Wen Ding

This thesis presents a systematic computational investigation of loss functions in solving

inverse problems of partial differential equations. The primary efforts are spent on understanding

optimization-based computational inversion with loss functions defined with the Wasserstein metrics

and with deep learning models. The scientific contributions of the thesis can be summarized in two

directions.

In the first part of this thesis, we investigate the general impacts of different Wasserstein metrics

and the properties of the approximate solutions to inverse problems obtained by minimizing loss

functions based on such metrics. We contrast the results to those of classical computational inversion

with loss functions based on the !2 andH�1 metric. We identify critical parameters, both in the

metrics and the inverse problems to be solved, that control the performance of the reconstruction

algorithms. We highlight the frequency disparity in the reconstructions with the Wasserstein metrics

as well as its consequences, for instance, the pre-conditioning effect, the robustness against high-

frequency noise, and the loss of resolution when data used contain random noise. We examine the

impact of mass unbalance and conduct a comparative study on the differences and important factors

of various unbalanced Wasserstein metrics.

In the second part of the thesis, we propose loss functions formed on a novel offline-online

computational strategy for coupling classical least-square computational inversion with modern

deep learning approaches for full waveform inversion (FWI) to achieve advantages that can not

be achieved with only one component. In a nutshell, we develop an offline learning strategy to

construct a robust approximation to the inverse operator and utilize it to produce a viable initial

guess and design a new loss function for the online inversion with a new dataset. We demonstrate

through both theoretical analysis and numerical simulations that our neural network induced loss

functions developed by the coupling strategy improve the loss landscape as well as computational



efficiency of FWI with reliable offline training on moderate computational resources in terms of

both the size of the training dataset and the computational cost needed.
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Chapter 1: Introduction

In this introductory chapter, we provide some background on the main topics of the thesis.

In particular, we give a brief review of classical loss functions commonly used in computational

inverse problems. We highlight the fundamental properties of these loss functions and their impact

on the solutions to the inverse problems.

1.1 Motivation

In the absence of analytical inversion formulas, most model-based inverse problems are solved

by computational minimization algorithms that minimize the mismatch between model predictions

and measured data. The choice of the objective function, often called the loss function, for the

minimization problem is of critical importance. While an ideal loss function is a convex one, it is

often impossible to have such loss functions for general nonlinear inverse problems. Loss functions

with better convexity landscapes than others can signi�cantly improve the optimization process

when solving inverse problems.

The main objective of this thesis is to understand the effect of different loss functions on the

reconstruction results for computational inverse problems, to propose numerical methods for re-

shaping the loss landscape, and thus improve the solutions of the inverse problems in several aspects.

Our primary efforts will be the study of those loss functions based on the Wasserstein metrics that

have attracted signi�cant attention in the computational inverse problems community in recent

years [3, 84, 74, 104, 40, 62, 85]. In addition, we will develop a deep-learning based approach

to design problem-speci�c loss functions for inverse problems. This is a direction that has been

extensively studied in recent years; see for instance [82, 97, 106, 69, 116] and references therein for

more details.
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1.2 Computational inverse problems

Numerical solution of linear and nonlinear inverse problems is a challenging task that is needed

in many areas of science and engineering. To be speci�c, let us formulate an abstract inverse

problem in the in�nite-dimensional setting as the general model of the inverse coef�cient problems

we see in the rest of the thesis. Let
 � R3 be a bounded domain with smooth boundarym
 , ( be a

Banach space of real-valued functions de�ned on
 , and\ : 
 7! R be the target function on


that we are interested in reconstructing from some datumg 2 . . We denote byf ¹\ º : ( 7! . the

forward model that takes\ to our measurement, that is

f ¹\ º = g• (1.1)

The objective of the inverse problem is to solve this equation to �nd\ . The property of the inverse

problem depends on many factors: the property of the forward operatorf , thea priori property

of the unknown\ , and the quality of the observed datag (for instance the noise in the data). The

primary computational strategy, in the absence of explicit/semi-explicit reconstruction methods, is

the one searching for the inverse solution by minimizing the mismatch between model predictions

and observed data [139]:

inf
\ 2(

! ¹f ¹\ º–gº ¸ VR¹\ º – (1.2)

where the loss function! : . � . 7! R¸ is a non-negative function of evaluating the mismatch

between the algorithm models and the dataset, and the termVR¹\ º is the regularization term that

imposes somea priori constraints on the unknown\ to be reconstructed. The classical! 2 least-

squares loss function performs the reconstruction by searching target quantity\ that minimizes

the square differencekf ¹\ º � gk2
! 2¹. º

. While the classical! 2 least-squares method has been

extremely successful in many aspects, there have been great efforts in recent years to search for

techniques to overcome some of its disadvantages in certain applications. An extremely successful

development is the invention of methods that promote sparsity, in appropriate bases, in inverse
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solutions for applications in signal and image processing where sparse structures are important;

see for instance [54] and references therein for some recent overviews. The sparsity of solutions

could be forced either through regularization strategies, such as methods based on total variation

regularization in image processing [140], or through the mismatch functional, such as those based

on ! 1 and related functionals in compressive sensing [52, 45].

There are many important factors that decide the quality of this optimization based solution

procedure for inverse problems, among which are the quality of the loss function, the regularization

mechanism (i.e. the functionalR¹\ º), and the optimization algorithm used are three critical ones.

1.3 Loss landscape for inversion

The loss landscape associated with the inverse problem is the mismatch as a function of the

target quantities\

;B¹\ º = ! ¹f ¹\ º–gº • (1.3)

The loss landscape is an insightful way of visualizing the optimization problem and potentially

offering more information about the inverse problem itself and why the loss function works. Readers

can �nd more fascinating results of visualizing loss landscape in the context of deep learning in [83,

114, 131, 142, 50, 90, 123, 51, 56, 29, 55]. Let us emphasize that for most of the inverse problems

we are interested in, the unknown\ is a function. Therefore it is impossible to visualize the loss

function;B¹\ º the same way as in the low-dimensional problems.

Ideally, we would prefer the loss landscape function to be convex. In such a case, every local

minimum is global minimum, the optimal set is convex. The problem has at most one optimal

point when the loss landscape is strictly convex. These powerful properties present valuable tools

for developing accurate and ef�cient algorithms for solving optimization problem. Indeed, there

are extremely fast algorithms speci�cally designed for convex problems; see [18] for a thorough

overview in this direction.
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In many applications, the forward operator and data have the particular forms:

f ¹\ º = ¹ 5¹\ ; � 8ºº#
8=1

g = ¹68º#
8=1

(1.4)

where 5¹\ ; � º : � 7! 6 is a model parameterized by\ . In this case, we have# pairs of input-output

data for the model5: f¹ � 8– 68ºg#
8=1, corresponding to# different observations of the model5. An

example of such a forward model is a neural network that takes� as input and generate6 as the

output, with\ being the trainable parameters for the neural network. In this case, if we denote; ¹�–�º

as! ¹�–�º operates on a single data point, then

! ¹f ¹\ º–gº =
#Õ

8=1

; ¹ 5¹\ ; � 8º– 68º • (1.5)

This is the most common data framework for supervised learning problems in the machine learning

community and is also the standard framework for inverse problems with multiple datasets.

1.4 Typical loss functions

We now brie�y review several classical loss functions commonly used in computational inversion

and learning. We explain those loss functions on linear inverse problems (in either �nite- or in�nite-

dimensional settings). More speci�cally, we de�ne

f ¹\ º = -\– (1.6)

where- 2 R=–3is the forward operator and\ 2 R3 is the known. We assume that the data we have

is polluted by random noise. The inverse problem is then to reconstruct\ in

g = -\ ¸ n–
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wheren is the noise. This is known as the linear regression problem. In this optimization framework,

linear regression is essentially solving the following optimization problem:

min
\

! ¹- \– gº • (1.7)

If we introduce the notations as in(1.4), that is,- =

©
­
­
­
­
­
«

G1

� � �

G#

ª
®
®
®
®
®
¬

2 R#–3– and g =

©
­
­
­
­
­
«

61

� � �

6#

ª
®
®
®
®
®
¬

2 R# , this

problem can be rewritten into a typical linear regression form

min
\

#Õ

8=1

; ¹G8\– 68º • (1.8)

1.4.1 The! 2 loss function

One of the most popular loss functions is the! 2 loss function given by [139]:

� 2
2 ¹ 5 – 6º :=

#Õ

8=1

¹ 58 � 68º2– 5= ¹ 51–� � � – 5# º) – 6= ¹61–� � � – 6# º) – (1.9)

in the �nite-dimensional case.

The linear regression problem, in the absence of regularization, under the! 2 loss is therefore:

min
\ 2R3

k-\ � gk2
2 • (1.10)

This landscape function of least-square problem can be written more explicitly as

;B¹\ º = ¹-\ � g– -\ � gº = \ ) - ) -\ � 2g) -\ ¸ g) g• (1.11)

It is a quadratic function of\ , therefore convex. It is well-known that the solution of least square

problem isb\ !( = ¹- ) - º� 1- ) g, where¹- ) - º� 1 here represents the pseudo-inverse of- ) - . Let us
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assume that the singular value decomposition of- is - = *(+ ) . We then have

b\ !( = ¹+(* ) *(+ ) º� 1+(* ) g

= +( � 1* ) g

= +( � 1* ) ¹-\ ¸ nº

= \ ¸ +( � 1* ) n •

Therefore, the mean square error of the least square estimate is

"(� ¹b\ !( º = kb\ � \ 4G02Ck2

= *( � 2+ ) knk2

=
AÕ

8=1

1

B2
8

D8E)
8 knk2 •

WhenB8 ! 0¸ –
1

B2
8

! ¸1 . Therefore intuitively speaking, the mean square error of the least square

solution is large when- has small singular valuesB8 � 0¸ .

1.4.2 The! 1 loss function

The ! 1 loss function is another commonly used loss function. It is de�ned, in the �nite-

dimensional case, as

� 1¹ 5 – 6º =
#Õ

8=1

j 58 � 68j– 5= ¹ 51–� � � – 5# º) – 6= ¹61–� � � – 6# º) – (1.12)

The inversion based on the! 1 loss is often termed as the least absolute deviation(LAD) estimator.

It is achieved by minimizing the landscape function

;B¹\ º = k-\ � gk1 =
#Õ

8=1

jG)
8 \ � 68j • (1.13)
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As a consequence, the loss landscape of LAD is the sum of absolute functions, which is convex,

hence the landscape for least absolute deviation is also convex. Moreover, the loss landscape is also

a piecewise linear function.

We can formally analyze the landscape function by looking at its derivative at a givenb\ , assuming

that68 �
Í

9
- 8 9b\ 9 < 0. This leads to [25],

m;B¹\ º
m\:

¹b\ º =
Õ

8

68 �
Í

9
- 8 9b\ 9

j68 �
Í

9
- 8 9b\ 9j

¹� - 8:º • (1.14)

In order to �nd the optimal values, we setm;B¹\ º
m\:

¹b\ º = 0. With a little rearrangement of terms, we

have
Õ

8– 9

- 8 9- 8:b\ 9

48¹b\ º
=

Õ

8

- 8:68

48¹b\ º
– (1.15)

where48¹b\ º = j68 �
Í

9
- 8 9b\ 9j is the absolute deviation on data68. Therefore the solution of least

absolute deviation satis�es

- ) � ¹b\ º- b\ = - ) � ¹b\ ºg (1.16)

where� = 3806� 1¹4º. Hence LAD can be viewed as a pre-conditioned least-square estimate, with

the pre-conditioning matrix- ) � ¹b\ º depending on the current stateb\ . This leads to a nonlinear,

instead of linear, system of equations. Compared to the! 2 based least-square estimator, LAD puts

a higher weight on items with smaller absolute deviation due to the nonlinear term� , which creates

more "incentives" for small errors to decrease down to0. In this way, it promotes sparsity in the

solution of the problem.

1.4.3 Kernel loss functions

By kernel loss here we mean weighted! 2 loss functions of the form

! 2
 ¹ 5 – 6º :=

#Õ

8=1

¹ 58 �
Õ

9

 8 969º2 (1.17)
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where the positive semi-de�nite matrix is the kernel matrix. When = � is the identity matrix,

kernel losses reduce to the! 2 loss. We refer interested readers to [15] and references therein for

more discussions on kernel losses.

The minimization problem for linear regression under the kernel loss is of the form

min
\ 2R3

¹-\ � g–  ¹-\ � gºº • (1.18)

Following the same procedure above, the landscape function for kernel loss can be written as

;B¹\ º = \ ) - )  - \ � 2g)  - \ ¸ g)  g (1.19)

This landscape function is still quadratic. In fact, if we de�ne+ as the square root of the positive

de�nite matrix  , that is = + ) +, then the kernel loss estimate is the equivalent to solving the

pre-conditioned least square problem:

min
\ 2R3

k+ -\ � +gk2
2 • (1.20)

Here+ serves as the pre-conditioner. Depending on the property of , the problem may behave

differently from the classical least square problem. This form of weighted optimization is discussed

extensively in the literature; see for instance [39] and references therein.

1.4.4 TheH � 1 loss function

The last example of the loss function we review here is closely related to the main topic of the

thesis: loss functions based on the quadratic Wasserstein metrics. It is theH � 1 loss function. As we

will see later, it can also be viewed as a special case of kernel loss.

For any bounded smooth domain
 2 R3, we de�ne the space of functionsH � 1¹
 º as the dual
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of usual Hilbert spaceH 1
0 ¹
 º. TheH � 1 norm of a function5 is de�ned as

k5kH � 1¹
 º = supfh5 – Dij D2 � 1
0¹
 º–kDk� 1

0 ¹
 º � 1g (1.21)

It can be shown thatH � 1 norm of 5 can be computed by solving a Laplacian equation [43]. More

precisely, let

k5kH � 1¹
 º = kr Dk! 2¹
 º– � D= 5 –in 
 D= 0– on m
 •

To illustrate the main properties of theH � 1 loss, let us use the linear regression problem for a

function\ in the one-dimensional case. The minimization problem can be written as

min
\

kDk2

! � GD= -\ � g
(1.22)

where the matrix! � G is the discretization of the one-dimensional Laplacian operator with zero

boundary condition, that is

! � G=
1

� G2

©
­
­
­
­
­
­
­
­
­
­
­
­
«

2 � 1 0 • • • 0

� 1 2 � 1 • • • 0

• • • • • • • • • • • • • • • • • • • •

0 • • • � 1 2 � 1

0 0 • • • � 1 2

ª
®
®
®
®
®
®
®
®
®
®
®
®
¬=–=

Let b� be the Green's function for the Laplacian operator in one dimension. Thenb� reads [42]:

b� ¹G– G0º =

8>><

>>
:

¹1 � G0ºG– 5 >A G� G0

G0¹1 � Gº– 5 >A G ¡ G0

(1.23)

Let us de�ne� 8 9= � Gb� ¹8� G– 9� Gº, where¹= ¸ 1º� G= 1. We can then show the following

result straightforwardly.
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Proposition 1.4.1. � ! � G= � .

Proof. The result follows from direct algebraic calculations. We �rst verify that

2� 8– 9� � 8� 1– 9� � 8̧ 1– 9= (1.24)

8>>>>>><

>>>>>>
:

2¹1 � 9� Gº8� G2 � ¹ 1 � 9� Gº¹8� 1º� G2 � ¹ 1 � 9� Gº¹8¸ 1º� G2 = 0–2 Ÿ 8 Ÿ 9 Ÿ =

2¹1 � 8� Gº8� G2 � ¹ 8� 1º� G2¹1 � 8� Gº � 8� G2¹1 � ¹ 8¸ 1º� Gº = � G2–1 Ÿ 8= 9 Ÿ =

2¹1 � 8� Gº 9� G2 � ¹ 1 � 8� Gº¹9� 1º� G2 � ¹ 1 � 8� Gº¹9¸ 1º� G2 = 0–1 Ÿ 9 Ÿ 8 Ÿ =

We then check:

2� 1–8� � 2–8=

8>><

>>
:

2� G2¹1 � � Gº � � G2¹1 � 2� Gº = � G2– 8= 1

2� G2¹1 � 8� Gº � 2� G2¹1 � 8� Gº = 0– 8 ¡1
(1.25)

In the same manner, we can verify that

2� =–8� � =� 1–8=

8>><

>>
:

2=� G2¹1 � =� Gº � ¹ = � 1º� G2¹1 � =� Gº = � G2– 8= =

= 28� G2¹1 � =� Gº � 8� G2¹1 � ¹ = � 1º� Gº = 0– 8 Ÿ =
(1.26)

Combining the above formulas together, we have� ! � G= � . This �nishes the proof. �

The above standard result shows that� is the inverse of! � G. Therefore, the linear regression

with H � 1 loss is equivalent to the minimization problem

min
\

k� -\ � � gk2
2 (1.27)

which is a pre-conditioned problem to the original least square problem-\ = g. In other words,

usingH � 1 loss for linear regression is equivalent to using! 2 loss for the new linear regression

problem:

� -\ = � g (1.28)

This also coincides with using the kernel loss for the original linear problem with the kernel matrix

10



 = � 2.

It is also easy to verify that the! 2 estimate of the inverse problem is also the optimal solution of

theH � 1 estimate.

Proposition 1.4.2.b\ !( is the solution of(1.28)

Proof. This can be proved using pseudo-inverse. Denote- ¸ as the pseudo-inverse of- , then

b\ !( = - ¸ g. The solution for(1.28)is b\ H � 1 = ¹� - º¸ � g = - ¸ � ¸ � g = - ¸ g = b\ !( , since� has full

rank. �

The spectral property of the matrix! � G is well-known. We summarize this in the following

proposition.

Proposition 1.4.3.The matrix! � Ghas eigenvalue_? = 2
� G2 ¹1 � 2>B¹?c� Gºº– ?= 1–� � � – =, with

corresponding eigenvectorD? := ¹B8=¹?c 9� Gºº=
9=1

Proof. Straightforward algebraic calculations show that

� G2! � GD?
1 = 2B8=¹?c� Gº � B8=¹?c2� Gº

= 2B8=¹?c� Gº � 2B8=¹?c� Gº2>B¹?c� Gº

= 2B8=¹?c� Gº¹1 � 2>B¹?c� Gºº

= ¹1 � 2>B¹?c� GººD?
1

(1.29)

Moreover, we have

� G2! � GD?
= = 2B8=¹?c=� Gº � B8=¹?c¹= � 1º� Gº

= 2B8=¹?c=� Gº � B8=¹?c¹= � 1º� Gº � B8=¹?c¹= ¸ 1º� Gº

= 2B8=¹?=c� Gº � 2B8=¹?c=� Gº2>B¹?c� Gº

= 2B8=¹?c=� Gº¹1 � 2>B¹?c� Gºº

= ¹1 � 2>B¹?c� GººD?
=

(1.30)
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The last step is to show that

� G2! � GD?
9 = 2B8=¹?c 9� Gº � B8=¹?c¹ 9� 1º� Gº � B8=¹?c¹ 9¸ 1º� Gº

= 2B8=¹?c 9� Gº � 2B8=¹?c 9� Gº2>B¹?c� Gº

= 2B8=¹?c 9� Gº¹1 � 2>B¹?c� Gºº

= ¹1 � 2>B¹?c� GººD?
9

(1.31)

The conclusion therefore follows. �

The smallest eigenvalue of! � G is

_1 = 2
� G2 ¹1 � 2>B¹c� Gºº

= 2
� G2 ¹ 1

2c2� G2 ¸ $ ¹� G4ºº

= c2 ¸ $ ¹� G2º

(1.32)

This is clearly bounded away from zero as� G! 0. Therefore the greatest eigenvalue of� = ! � 1
� G

is bounded, sayB¹� º � 1
c2� 1 when= is suf�ciently large.

One heuristic understanding of! � Goperator is that it takes the derivative twice, while the inverse

operator� should behave similarly to integrating twice, increasing the smoothing property of data.

The kernel� will therefore smooth out the noise in the data. In particular, the high-frequency

components of the noise are damped more than the lower-frequency components. More speci�cally,

supposeg = -\ 4G02Ç n, wheren is noise, then the landscape functions forH � 1 and least square

estimate are respectively

;B¹\ º = ¹-\ � g– -\ � gº = ¹\ 4G02C� \ º) - ) - ¹\ 4G02C� \ º � 2¹\ 4G02C� \ º) - ) n ¸ n) n – (1.33)

and

;B¹\ º = ¹� - \ � � g– � -\ � � gº = ¹\ 4G02C� \ º) ¹� - º) � - ¹\ 4G02C� \ º � 2¹\ 4G02C� \ º) ¹� - º) n¸ en) en –

(1.34)
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whereen = �n . The convexity of the two loss landscapes can be seen from the fact that the

corresponding Hessians are both positive semide�nite:

�4BB80=¹;B! 2º = - ) - –

�4BB80=¹;BH � 1º = - ) � ) � - •
(1.35)

The following theorem implies that the singular value of�4BB80=¹;BH � 1º is strictly less than

�4BB80=¹;B! 2º, i.e. the loss landscape of;BH � 1 is strictly "�atter" than that of;B! 2.

Theorem 1.4.4.Let f 8¹- º be the8C� largest singular value for- . Thenf 8¹� - º Ÿ 1
c2� 1f 8¹- º when

= is suf�ciently large.

Proof. By (1.32), we have thatf 1¹� º Ÿ 1
c2� 1 when= is suf�ciently large. The result then follows

from the Min-Max principle for singular values:

f 8¹� - º = max
* :38<¹* º=8

min
D2*–kDk2=1

k� -D k2

� max
* :38<¹* º=8

min
D2*–kDk2=1

k� k2k-D k2

= f 1¹� º max
* :38<¹* º=8

min
D2*–kDk2=1

k-D k2

= f 1¹� ºf 8¹- º

Ÿ
1

c2 � 1
f 8¹- º •

�

Moreover, it is straightforward to see that the value of the loss function at the exact solution

\ 4G02C= ¹- ) - º� 1- ) Hare respectively:

;B! 2 ¹\ 4G02Cº = knk2
2

;BH � 1 ¹\ 4G02Cº = k�n k2
2 = k~nk2

2 •
(1.36)

Here one expects;BH � 1 ¹\ 4G02Cº � ;B! 2 ¹\ 4G02Cº because the effect of� is similar to "taking average"
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with respect to some moderate weight� . To be more speci�c, the following theorem shows that the

impact of error underH � 1 is approximately reduced to$ ¹
p

� Gºn, when noise is in effect.

Theorem 1.4.5.Assumen is i.i.d. with � ¹n8º = 0–+0A¹n8º = f 2, and� 2 R=� =– � 8 9= � Gb� ¹G8– G9º

whereG8 = 8� G. Let ~n = �n . Then� k~nk2
2 = $ ¹� Gº� knk2

2

Proof. This is the direct consequence of the following algebraic calculations.

� ¹k~nk2
2º

= � ¹n) � ) �n º

= � ¹
Í

8– 9–:
� :8� : 9n8n9º

= f 2 Í

8–:
� :8� :8

= f 2¹
=Í

8=1
� 88̧ 2

Í

1=8Ÿ:==
� 8:º

= f 2

¹=¸ 1º4 ¹
=Í

8=1
8¹= ¸ 1 � 8º ¸ 2

=� 1Í

8=1

=Í

: =8̧ 1
8¹= ¸ 1 � : ºº

= =¹2¸ =º
12¹1¸ =º2 =f 2

= ¹2¸ =º
12¹1¸ =º2 � ¹knk2

2º

= $ ¹ 1
=º� ¹knk2

2º

= $ ¹� Gº� ¹knk2
2º

(1.37)

�

Remark 1.4.6. Therefore, even though the exact solution ofH � 1 estimate is identical to that

of the classical! 2 least-square solution, the effect of noise in theH � 1 loss is ~n � n, which is

much smaller than that of the! 2 loss (which isn). This fact has signi�cant consequences in the

implementation of the optimization algorithm to solve the minimization problems. If we use the

value of the loss function as the stopping criteria, for instance use some �xed positive valueXas

the threshold, then for somen, �n could be very small such thatk�n k2 Ÿ X Ÿknk2. This means

that the same optimization algorithm will continue to run for the! 2 least-square, but will stop for

the minimization problem based on theH � 1 loss. Therefore inversion based on theH � 1 loss stops

14



prematurely, leading to less accurate �nal inversion result in this situation. We shall see this effect

again in Chapter 3 with Wasserstein metrics.

While the rescaling of the problem by� in the above analysis seems arti�cial as the rescaling

does not change the true solution of the inversion result in the absence of noise in the data used for

inversion, it has a non-trivial impact in the case when the optimization is not solved perfectly, that

is, when the loss function is not minimized to zero, or when noisy data are used in the inversion.

This can be seen in a more precise analysis of the inversion process in the Fourier domain. Let us

recall that theH � 1 norm can be de�ned in the Fourier domain as [42]:

k5kH � 1¹R=º = ¹
¹

R=
j b5¹bºj2¹1 ¸ b2º� 13bº

1
2 – (1.38)

where b5 is the Fourier transform of5. This de�nition shows thatH � 1 norm attaches a damping

factor ¹1 ¸ b2º� 1 to each Fourier modeb5¹bº. Therefore the high-frequency components are reduced

by factor� $ ¹b� 2º. The higher the frequency is, the stronger the damping effect will be. We shall

see this low frequency preserving and high-frequency damping effect in the numerical experiments

as a benchmark to the Wasserstein metrics in the next chapter.

Theorem 1.4.7.Let n = ¹
1Í

: =�1
� : 492c:G8º=

8=1, then�n = ¹
1Í

: =�1
$ ¹ 1

: 2 º � : 492c:G8º=
8=1.

Proof. Let ) ¹: º = ¹492c:G8º=
8=1, whereG8 = 8� G, then we have

¹! � G) º8 = 1
� G2 2492c:G8 � 492c: ¹G8̧ � Gº � 492c: ¹G8� � Gº

= 1
� G2 492c:G8¹2 � 492c: � G� 4� 92c: � Gº

= 1
� G2 492c:G8¹2 � 2>B¹2c: � Gºº

= $ ¹: 2º) 8

(1.39)

Therefore, we have! � G) � $ ¹: 2º) . This then implies that�) = $ ¹ 1
: 2 º) . The result then follows

directly. �

This result shows that the impact of the pre-conditioner� is to create a weight$ ¹ 1
: 2 º according
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to frequency: of the Fourier mode of the noise. The factor$ ¹ 1
: 2 º makes the impact of high-

frequency component ofn very small (but not zero). Therefore, the corresponding optimization

process becomes more stable against high-frequency noise. If we taken as the residual, that is, the

mismatch between-\ andg, it is clear that the minimization of theH � 1 loss function will favor the

low-frequency components of the unknown\ (because the high-frequency components of-\ � g

are suppressed with the factor$ ¹ 1
: 2 º). Therefore, the inversion result, when the optimization is

stopped at a given tolerance of the loss function valueX, looks smoother than the corresponding one

from the regular! 2 least-square inversion. This phenomenon was analyzed in more detail in [38].

1.5 Contribution and outline of thesis

In the rest of the thesis, we study in detail two types of loss functions for computational inversion.

The main contributions of the thesis are summarized in Chapter 3 and Chapter 4.

In Chapter 3, we performed a detailed computational study on inversion with loss functions

constructed from various quadratic Wasserstein metrics. We analyze the property of the solutions to

the inverse problem with such loss functions. In particular, we compare in detail the results with

those of classical computational inversion with loss functions based on the! 2 andH � 1 metrics. We

demonstrate the frequency disparity in the reconstructions with the Wasserstein metrics as well as

its consequences. Our main contributions lie in the systematic investigation of such loss functions

in the setup of computational inversion where resolution and stability compete with each other. The

result of is chapter is documented in [33].

In Chapter 4, we propose a loss function based on deep learning for computational inversion. In

a nutshell, to invertf ¹\ º = g, we train a neural networkbf � 1
U (whereU denoting the set of trainable

parameters) to approximate the inverse operatorf � 1. This approximate inverse is trained to focus on

the stable part of the inverse operatorf . We then use this trained approximation to form a new loss

function for the inverse problem:

;B## ¹\ º = kbf � 1
U ¹f ¹\ ºº � bf � 1

U ¹gºk2
2 • (1.40)
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The main bene�t of this new loss function is that it has better convexity than its counterpart without

the operatorbf � 1
U . We demonstrate with numerical simulations the feasibility of such a strategy in

solving complex inverse problems such as the full waveform inversion problem in ultrasound and

geophysical inversion. The result of this chapter is summarized in reference [34].
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Chapter 2: Review of Wasserstein Distances

As a preparation for the studies in the next chapter, we brie�y review Wasserstein distances and

their properties in this chapter. Most of the introduction in this chapter can be found in standard

literature on optimal transport theory, especially the monograph [135].

2.1 Basic de�nitions

Wasserstein distance of two probability measure`– a, de�ned on metric spaces-– . respectively,

is de�ned by Kantorovish's optimal transportation problem

inf
c2� ¹a– º̀

¹

- � .
2¹G– Hº3c¹G– Hº – (2.1)

where� ¹`– aº = f c 2 %¹- � . º; c¹ � � . º = ` ¹ � º– c¹- � � º = a¹� ºg

Intuitively, one can think ofc¹G– Hº as a transportation plan, moving mass from density` to

densitya. Then Kantorovish's optimal transportation problem is that under the cost of2¹G– Hº, what

is the lowest cost plan.

In the case where- = . is a complete separable metric space with metric3, and2 = 3?, the

above de�nition reduces to

, ?¹`– aº = inf
c2� ¹a– º̀

¹
¹

- � .
3?¹G– Hº3c¹G– Hºº

1
? –1 � ? Ÿ 1 (2.2)

and

, 1 ¹`– aº = inf
c2� ¹a– º̀

sup
¹G–Hº2BD??¹cº

3¹G– Hº • (2.3)

When? = 1, we call it , 1 distance, and when? = 2, we call it , 2 distance (which is often called

the quadratic Wasserstein distance).
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Monge's problem. Monge had another formulation of the optimal transport problem:

inf
a=) #`

¹

-
2¹G– )¹Gºº3` ¹Gº (2.4)

wherea = ) #` if and only if ) : - ! . is measurable and for any measureable set� � - ,

` ¹ � º = a¹) ¹ � ºº, which is equivalent to

¹

-
q¹) ¹Gºº3` ¹Gº =

¹

.
q¹Hº3a¹Hº 8q 2 ! 1¹3aº • (2.5)

Kantorovich's problem can be seen as a relaxed version of Monge's problem. If one re-

strictsc¹G– Hº in Kantorovich's problem to having a special formc) ¹G– Hº such that3c) ¹G– Hº =

3` ¹GºX¹H= ) ¹Gºº, then

¹

- � .
2¹G– Hº3c) ¹G– Hº =

¹

-
2¹G– )¹Gºº3` ¹Gº • (2.6)

Therefore, Kantorovich's problem reduces to Monge's problem [135].

In summary, Monge's problem is just the same as Kantorovich's except for one thing: it is

additionally required that no mass be split. In other words, to each locationGis associated with a

unique destinationg, and) is the transportation plan. In most of the applications, important cases

are the Wasserstein distance when? ¡ 1. The strict convexity of2 guarantees that if̀ anda are

absolutely continuous with respect to the Lebesgue measure, then there is a unique solution to the

Kantorovich problem, which turns out to be also the solution to the Monge problem [135]. That

means Kantorovich's problem shares the same optimal transportation plan as Monge's problem. If

the moving cost function2¹G– Hº has some nice properties, we have the following conclusions. First

one de�nes2¹G– Hº to be strictly convex if2¹G– Hº = 3¹G� Hº, and2¹Gº is strictly convex onR=.

Theorem 2.1.1(Optimal Transportation Theorem for a Strictly Convex Cost [135]). Let 2 be a

strictly convex, super-linear cost onR=, and let`– abe probability measures onR=, such that the

total transportation cost from̀ to a is not always in�nite. Assume moreover that` is absolutely
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continuous with respect to the Lebesgue measure. Then, there exists a unique optimal transportation

plan for the Kantorovich transportation problem, and it has the form3c¹G– Hº = 3` ¹GºX¹H= ) ¹Gºº,

where) is uniquely determined3` almost everywhere by the requirements that) #` = a, and

) ¹Gº = G� r 2� ¹r q¹Gºº for some c-concave functionq, where2� ¹Hº = sup
G2R=

G� H� 2¹Gº is the

Legendre transform.

Monge's problem is well studied. It has various applications in engineering as well as computer

vision. Suppose3` ¹Gº = f ¹Gº3G– 3a¹Gº = g¹Gº3G. The change of variables formula of(2.5)

formally leads to the requirementf ¹Gº = g¹) ¹Gºº34C¹r ) ¹Gºº. It can be proved that the optimality

condition of) is equivalent to) being the gradient of some convex functionD¹Gº.

Theorem 2.1.2([135]). Suppose3` ¹Gº = f ¹Gº3G– 3a¹Gº = g¹Gº3G. The squared Wasserstein metric

is given by

, 2
2 ¹`– aº =

¹

-
f ¹GºjG� r D¹Gºj23G (2.7)

whereDis the solution of
8>><

>>
:

34C¹� 2D¹Gºº = f ¹Gº
g¹r D¹Gºº– G2 -

Dis convex•
(2.8)

Benamou-Brenier minimization problem. Wasserstein distance can be de�ned from another

point of view: the Benamou-Brenier formula. It offers us the �ow dynamic approach to solve

Kantorovich's problem. The core idea behind this is the Benamou-Brenier minimization problem:

inf
¹d–8 º2+ ¹f–gº

1
)

¹




¹ )

0
d¹C– Gºj8 ¹C– Gºj23C3G – (2.9)
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where+ ¹f–gº is the set of all¹d–8 º0� C� ) such that

d 2 � ¹»0– )¼; F � � %02¹R=ºº

8 2 L 2¹3d¹�– Gº3Cº

[ 0� C� ) BD??¹d¹C–�ºº is bounded

md
mC

¸ r � ¹ d8 º = 0 weakly(in the distributional sense)

d¹C= 0– Gº = f ¹Gº

d¹C= )– Gº = g¹Gº •

Here the notationF � � %02¹R=ºº stands for the set of absolutely continuous probability measure

%02¹R=º, endowed with the weak-*topology. Then the Benamou-Brenier theorem combines optimal

transport with the Benamou-Brenier minimization problem [135].

Theorem 2.1.3(Benamou-Brenier formula [135]). Let f–g 2 %02¹R=º be compactly supported.

Then

, 2¹f–gº = inf
¹d–Eº2+ ¹f–gº

1
)

¹




¹ )

0
d¹C– Gºj8 ¹C– Gºj23C3G • (2.10)

2.2 Fundamental properties

We now summarize some of the fundamental properties of the Wasserstein metrics. We focus

those that are related to our applications in the next two chapters.

2.2.1 Properties of, 2

We start with the quadratic Wasserstein metric. It has several properties that make it attractive

as loss function for solving inverse problems. The following theorems are from [148]. Interested

readers can �nd proofs and more applications in the original paper.

Theorem 2.2.1(Convexity with respect to shift [148]). Supposef andg are probability density

functions on- of bounded second moment. Let) be the optimal map thatg¹) ¹ � ºº = f ¹ � º–8� � - .
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If fB¹Gº = f ¹G� B[º8[ 2 R=, then the optimal map fromfB¹Gº to g¹Hº is ) B = ) ¹G� B[º. Moreover,

, 2
2 ¹fB–gº is convex with respect to the shiftB.

In fact,, 2
2 ¹fB–gº = 0 ¸ 1B¸ 2B2, where0 = , 2

2 ¹f–gº– 1= 2
¯

- [ � ¹G� ) ¹Gººf ¹Gº3G– 2= j[ j2.

Theorem 2.2.2(Convexity with respect to dilation [148]). Assumef ¹Gº is a probability density

function andg¹Hº = f ¹ � � 1gº where� is a symmetric positive de�nite matrix. Then, 2
2 ¹f–g• �gº is

convex with respect to the eigenvalues_1–� � � – _= of � .

In fact, 2
2 ¹f–g•Ÿ g ¡ º =

¯
- f ¹$I ºI ) ¹� � � º2I3I , where O depends on� , and� is the diagonal

matrix with diagonal element_1–� � � – _=.

The quadratic Wasserstein loss is also convex with respect to partial amplitude change. Consider

the problem where a pro�lef is derived fromg, but with a decreased amplitude in part of the domain.

That is, one supposes that the domain is decomposed into
 = 
 1 [ 
 2, with 
 1 \ 
 2 = ; . For an

amplitude loss parameter0 � V � 1, suppose that

fV¹Gº =

8>><

>>
:

Vg¹Gº– G2 
 1

g¹Gº– G2 
 2

(2.11)

Then following results hold.

Theorem 2.2.3(Convexity of partial amplitude change [148]). , 2
2 ¹fV• �fV–gº is convex function ofV.

Theorem 2.2.4(Insensitivity with respect to oscillation [148]). For : � 1, considerf : ¹Gº =

1 ¸ B8=¹2c:Gº on the line segment»0–1¼. Let3` : ¹Gº = f : ¹Gº3G, and let3a¹Gº = 3Gon »0–1¼, then

, ?¹` : – aº = O¹1
: º–8? � 1

Theorem 2.2.5(Insensitivity to noise in 1-D [148]). Let g be a positive probability density function

on »0–1¼and choose0 Ÿ 2 Ÿming. Let f# ¹Gº = g¹Gº ¸ A# ¹Gº, which contains# piece piecewise

constant noiseA# drawn from the uniform distribution* »� 2– 2¼. ThenE, 2
2 ¹f# • �f# –gº = O¹ 1

# º,

whileE! 2¹f# • �f# –gº = O¹1º

Let us remark that while the insensitivity result here is presented in the one-dimensional setting,

it holds in higher-dimensional settings as well.
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2.2.2 Dual formulation of, 1

Kantorovich's formulation of the optimal transport problem is a linear programming problem.

In other words, one can solve Kantorovich's problem in the discrete case by linear programming.

Suppose-– . are discrete spaces. Take` =
=Í

8=1
` 8XG8 = ¹` 8º1� 8� =– a=

<Í

9=1
a9XH9 = ¹a9º1� 9� < ,

where
=Í

8=1
` = 1–

<Í

9=1
a9 = 1. Any measurec¹G– Hº can be represented by a nonnegative matrix

c = ¹c8 9º, where
Í

8
c8 9= a9–8 9and

Í

9
c8 9= ` 8–88. And the cost is represented by matrix2 = ¹28 9º.

In this case, the Kantorovich problem reduces to the following linear programming problem:

inf
c8 9

Í

8 9
c8 928 9

B•C•c8 9� 088– 9
Í

8
c8 9= a9–8 9

Í

9
c8 9= ` 8–88

(2.12)

Linear programming has a perfect dual problem framework. Therefore the Kantorovich problem

also has a duality framework.

Theorem 2.2.6(Kantorovich Duality [135]). Let - and. be Polish spaces, let` 2 %¹- º and

a 2 %¹. º, and let2 : - � . ! R¸ [ f¸1g be a lower semi-continuous cost function. Whenever

c 2 %¹- � . º and ¹q– kº 2 L 1¹3` º � L 1¹3aº, we de�ne

� »c¼=
¹

- � .
2¹G– Hº3c¹G– Hº� ¹q– kº =

¹

-
q3` ¸

¹

.
k3a (2.13)

De�ne � ¹`– aº to be the set of all Borel probability measuresc on - � . such that for all

measureable subsets� � - and � � . , c»� � . ¼= ` »� ¼, c»- � � ¼= a»� ¼, and de�ne� 2 to be

the set of all measurable functions¹q– kº 2 L 1¹3` º � L 1¹3aº satisfying

q¹Gº ¸ k ¹Hº � 2¹G– Hº (2.14)
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for 3` -almost allG2 - , 3a-almost allg 2 . .

Then we have

inf
� ¹`–aº

� »c¼= sup
� 2

� ¹q– kº • (2.15)

Moreover, the in�mum on the left-hand side of(2.15)is attained. Furthermore, it does not change

the value of the supremum on the right-hand side of(2.15)if one restricts the de�nition of� 2 to

those functions¹q– kº which are bounded and continuous.

Basically the Kantorovich duality says that the Kantorovich problem is equivalent to the dual

problemsup
� 2

� ¹q– kº. This provides another way of interpreting the Wasserstein distance.

Dual formulation for , 1. When2¹G– Hº is a metric3¹G– Hº, the greatest possibleq¹Gº givenk ¹Hº

is k ¹Hº = sup
g

f 2¹G– Hº � q¹Gºg= q3¹Hº, therefore sup
q–k2� 2

¹f– qº ¸ ¹ g– kº � sup
q2! 1¹3` º

¹f– qº ¸ ¹ g– q3º �

sup
q2! 1¹3` º

¹f– q33º ¸ ¹ g– q3º, whereq33¹Gº = sup
g

f 3¹G– Hº � q3¹Hºg.

Moreover, supposeq¹G0º ¸ q3¹H0º = 3¹G0– H0º, then8G1– q¹G1º ¸ q3¹H0º � 3¹G1– H0º. Therefore

q¹G1º � q¹G0º � 3¹G1– H0º � 3¹G0– H0º � 3¹G1– G0º • (2.16)

Similarly � 3¹G1– G0º � q¹G1º � q¹G0º, thereforejq¹G0º � q¹G1º j � 3¹G0– G1º, thus it is reasonable

to restrictkqk!8? � 1, wherekqk!8? := sup
G0–G1

jq¹G0º� q¹G1º j
3¹G0–G1º .

Following the same argument, one haskqk!8? � 1, which implies that� q3¹Gº � inf Hf 3¹G– Hº �

q3¹Hºg � � q3¹Gº. That is to sayq33¹Gº = � q3¹Gº. Combining the two conclusions, one has

sup
q–k2� 2

¹f– qº ¸ ¹ g– kº � sup
q2! 1¹3` º

¹f– q33º ¸ ¹ g– q3º � sup
kqk!8 ? � 1

¹f– q33º ¸ ¹ g– q3º =

sup
kqk!8 ? � 1

¹f–� q3º ¸ ¹ g– q3º � sup
q–k2� 2

¹f– qº ¸ ¹ g– kº •
(2.17)

Therefore, sup
kqk!8 ? � 1

¹f–� q3º ¸ ¹ g– q3º = sup
q–k2� 2

¹f– qº ¸ ¹ g– kº when2¹G– Hº is a metric. Further-

more, one can replace the optimization variable withq3, which can simplify the optimization even
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further that

, 1¹f–gº = sup
q:kqk!8 ? � 1

¹f– qº � ¹ g– qº • (2.18)

This is the dual norm off � g of the Lipschitz space. Comparing this formulation to the general

duality framework, one knows in prior thatk = � q and one can restrainkqk!8? � 1. This is

summarized in the following result.

Theorem 2.2.7(Kantorovich-Rubinstein theorem [135]). when the cost of the optimal transportation

for the cost2¹G– Hº = 3¹G– Hº, then

, 1¹f–gº = sup
kqk!8 ? � 1

¹f � g– qº (2.19)

wherekqk!8? = sup
G–H

j q¹Gº� q¹Hº
G� H j

Notice that

" : f q : kqk!8? � 1g ! f q : kqk!8? � � g– " ¹qº = �q (2.20)

is a bijection. This gives us

sup
kqk!8 ? � �

¹f � g– qº

= sup
kqk!8 ? � 1

¹f � g– �q º

= � sup
kqk!8 ? � 1

¹f � g– qº

= �, 1¹f–gº •

(2.21)

That implies that changing the domain ofq to Lipschitz-� function will only result in a rescaling

factor� , and, therefore will not change the optimization problem (and certainly not change the

optimalq). Fortunately, Lipschitz-� function is enough to deal with most functions one encounters

in real applications.

Another useful way to rewrite the Kantorovich-Rubinstein theorem inR=, when the distance3

is the standard Euclidean distance is convertingkqk!8? � 1 to kr qk! 1 � 1. Supposeq 2 � 1, then

25



kqk!8? � 1 is equivalent tokr qk � 1. Then the Lagrangian functional is

sup
q

inf
_1� 0–_2� 0

¹
¹f � gºq ¸ _1¹r q � 1º ¸ _2¹r q ¸ 1º • (2.22)

The �rst-order optimality condition with respect toq is f � g� r _1 � r _2 = 0 where_1 � 0– _2 � 0.

Let _ = _1 ¸ _2, then_ is a free variable, and_1_2 = 0. Therefore one can think_1 = _� – _2 = _¸ .

After the substitution the optimality condition becomesr _ = f � g.

The Lagrangian at the �rst-order optimality point is

¹
_2 � _1 =

¹
j_j = k_k1 • (2.23)

Therefore the dual problem becomes

, 1¹f–gº = inf k_k1

B•C•r � _ = f � g •
(2.24)

This shows that, 1¹f–gº only depends on the differencef � g. By the complementary condition

of Lagrangian multiplier, one has

8>><

>>
:

_1¹r q � 1º = 0–

_2¹r q ¸ 1º = 0–
(2.25)

which means that
8>><

>>
:

r q = 1 >= _ ¡ 0

r q = � 1 >= _ Ÿ0•
(2.26)

Therefore the optimalq is zig-zag function on_ < 0. q only changes direction when_ changes

sign, which meansq is approximately one integral smoother than_. Since_ is one time smoother

thanf � g, we conclude thatq is also twice smoother thanf � g.

This formulation is also called the dual of the dual formulation [135]. It also de�nes a metric.
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Theorem 2.2.8([135]). , 1 given in(2.24)de�nes a metric on space of probability density functions.

Proof. Obviously, 1¹f–gº � 0– , 1¹f–gº = 0 $ f = g and it is clear from de�nition that, 1¹f–gº =

, 1¹g–fº. It suf�ces to prove the triangle inequality.

Suppose_0– _1 are optimal solution for¹f–gº–¹g–hº respectively. Thenf � h = f � g ¸ g � h =

r � _0 ¸ _1, namely,_0 ¸ _1 is a feasible solution for¹f–hº. It follows that

, 1¹f– �º � k _0 ¸ _1k! 1 � k _0k! 1 ¸ k _1k! 1 = , 1¹f–gº ¸ , 1¹g–hº • (2.27)

The proof is complete. �

Intuitively, sincer � _ = f � g, we see that approximately_ �
¯

f � g, i.e.,_ is one order of

integration smoother thanf � g. , 1 minimizes! 1 norm of_. Therefore solving the inverse problem

via , 1 dual of the dual formulation will give a smoother solution than! 2 minimization.

Let us recall that theH � 1 norm off � g is de�ned as

kf � gkH � 1¹
 º = inf fkr %kL 2¹
 º : �r � r %= f � g– %jm
 = 0g• (2.28)

If we think of r %as_, we see the great similarity between loss functions, 1¹f–gº andkf � gkH � 1,

assumingf = f ¹\ º, in terms of their smoothing property.

A slight modi�cation of theH � 1 loss is directly connected to the, 2 loss.

2.3 Linearization of the , 2 distance

It is well-known that the linearization of the, 2 loss leads to a weightedH � 1 loss, assuming

that 5 and6 have the same total mass. The rigorous derivation is documented in [135]. Here we

provide a brief explanation of this connection.

Recall from Theorem 2.1.2 that the Monge-Ampere equation for the optimal transportation plan

reads:

34C¹� 2D¹Gºº =
f ¹Gº

g¹r Dº
• (2.29)
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Assume thatf is strictly positive, andg is very close tof . This means thatr Dis very close to the

identity. More precisely,

D¹Gº =
jGj2

2
¸ nk ¸ O¹ n2º– g = ¹1 ¸ n � ¸ O¹ n2ººf • (2.30)

Plugging this assumption into (2.29) and keeping only �rst-order terms inn, one has

� � k ¸ r¹� ;>6 5º � r k = � • (2.31)

If we de�ne ! = � � ¸ r¹� ;>6 5º � r , then the linearized Monge-Ampere equation is!k = � .

Here is a useful and easily checked lemma about the operator! .

Lemma 2.3.1([135]). The operator! = � � ¸ r¹� ;>6 5º � r satis�es the following integration by

parts formula,8 51– 52 2 � 2
0,

¹

-
! 51 523` =

¹

-
51¹! 52º3` =

¹

-
r 51 � r 523` (2.32)

One can introduce the weighted Sobolev Space norms by analogy with normal Sobolev space

concept,

kDk2
L 2¹3` º

=
¯

- D23`

kDk2
¤H 1¹3` º

=
¯

- jr Dj23` =
¯

- D!D3`

kDk ¤H � 1¹3` º = supf
¯

- DE3`: kEk ¤H 1¹3` º = 1g

(2.33)

Then it is simple to check that the dual norm

kDk2
¤H � 1¹3` º

=
¹

-
D¹! � 1Dº3` • (2.34)

If Dis the solution of(2.29), then the optimal transportation plan isG� r D= nk ¸ O¹ n2º. Therefore
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we have

, 2
2 ¹`– aº = n2

¯
- jr k j23` ¸ O¹ n2º

� n2
¯

- k!k3`

= n2
¯

- � ¹ ! � 1� º3`

= kn � k2
¤H � 1¹3` º

–

(2.35)

where3` = f ¹Gº3G– 3a= g¹Gº3G. Therefore, wheǹ anda are close, the, 2 norm is weighted

H � 1, and the weight is̀ .

The above calculation can be summarized as follows.

Theorem 2.3.2(WeightedH � 1 Norm is equivalent to, 2 Asymptotically [107]).

, 2¹`– ` ¸ 3` º = k3` k ¤H � 1¹` º ¸ >¹3` º •

, 2 based on dual formulation. Using the duality framework of the original Kantorovich's

problem of quadratic cost, one can show that, 2 is equivalent to the following unconstrained

optimization problem

, 2
2 ¹`– aº = " 2 � inf

q2! 1¹3` º
q 8B 2>=E4G

¹

R=
q3` ¸

¹

R=
q� 3a (2.36)

where

" 2 =
¹

R=

jGj2

2
3` ¸

¹

R=

jHj2

2
3a (2.37)

is the second moments off andg. Equivalently, one has

, 2
2 ¹`– aº = " 2 � inf

¹q–kº2�

¹

R=
q3` ¸

¹

R=
k3a – (2.38)

where

� := f¹ q– kº 2 ! 1¹3` º � ! 1¹3` º; ¹G– Hº � q¹Gº ¸ k ¹Hºg• (2.39)
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The systems(2.36)and(2.38)are simpler to work with than the Benamou-Brenier's formula since

one only needs to storeq¹Gº– k¹Hº (instead ofd¹G– Cº– @¹G– Cº) in these formulations.

By (2.36), one can rewrite, 2
2 ¹f–gº = " 2 � inf

q 8B 2>=E4G
¹f– qº ¸ ¹ g– q� º. This formulation gives a

lower bound for, 2
2 by assigningq. For example, takingq¹Gº = jGj2

2 , one can �nd that, 2
2 ¹f–gº �

" 2 �
¯
R=

jGj2

2 3` ¸
¯
R=

jHj2

2 3a = 0. While the original formulation

, 2
2 ¹f–gº = inf

c¹G–Hº2� ¹`–aº

¹

R2=

jG� Hj2

2
3c¹G– Hº (2.40)

gives an upper bound of, 2
2 . One can take specialq to make general inequalities for, 2.

Let us de�ne� ¹f–g– qº = ¹f– qº ¸ ¹ g– q� º, whereq is convex. For �xedf–g, one can �ndX�
Xq.

¹g– q� º =
¯
R= g¹Hºq� ¹Hº3H

=
¯
R=–G=arg maxGH� q¹Gº g¹Hº¹GH� q¹Gºº3H •

(2.41)

Therefore, we have

X� = ¹f– Xqº ¸
¯
R=–G=arg maxGH� q¹Gº g¹Hº¹� Xq¹Gºº3H

= ¹f– Xqº ¸
¯
R=–g=mq¹Gº g¹Hº¹� Xq¹r q� ¹Hººº3H

= ¹f– Xqº �
¯
R= g¹r q¹I ººXq¹r q� ¹r q¹I ºººdet¹r 2q¹I ºº3I

=
¯
R= f ¹GºXq¹Gº3G�

¯
R= g¹r q¹GººXq¹Gº det¹r 2q¹Gºº3G

=
¯
R= ¹f ¹Gº � g¹r q¹Gºº det¹r 2q¹GºººXq¹Gº3G •

(2.42)

ThereforeX�
Xq = f ¹Gº � g¹r q¹Gºº det¹r 2q¹Gºº. Thus whenq is the optimal solution, one should

havef ¹Gº = g¹r q¹Gºº det¹r 2q¹Gºº, which is exactly the Monge-Ampere equation.

X, 2
2 ¹f–gº
Xf in n-dimensional space. This dual framework gives a universal variational form of, 2

2 in

n-dimensional space(= � 1) [23]. Supposeg is �xed, one would like to �nd how, 2
2 changes with
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respect tof , i.e.
X, 2

2 ¹f–gº
Xf . One can take the variational form of, 2

2 :

X, 2
2 ¹f–gº =

¯
R=

jGj2

2 Xf ¹Gº3G�
¯
R= q¹GºXf ¹Gº3G� ¹

¯
R= f ¹GºXq¹Gº3Ģ

¯
R= g¹HºXq� ¹Hº3Hº –

(2.43)

whereq¹Gº = arg inf
q 8B 2>=E4G

¹f– qº ¸ ¹ g– q� º, which implies¹f– Xqº ¸ ¹ g– Xq� º = 0, sinceq is the

global minimizer. Then

X, 2
2 ¹f–gº =

¹

R=

jGj2

2
Xf ¹Gº3G�

¹

R=
q¹GºXf ¹Gº3G – (2.44)

which is equivalent to
X, 2

2 ¹f–gº

Xf
=

jGj2

2
� q (2.45)

for any dimensional space(not just one dimensional space we discussed before).

We can actually check that this formula reduces to the one obtained by the previous method in

one dimension where

X, 2
2 ¹f–gº
Xf =

¯ 1
H ¹) ¹Gº � Gº3G

=
¯ 1

H q0¹Gº � G3G

= jHj2

2 � q¹Hº •

(2.46)

Thus the gradient descent of, 2 distance boils down to �ndingq, q is the solution of the

Monge-Ampere equation

det¹r 2q¹Gºº =
f ¹Gº

g¹r q¹Gºº
– (2.47)

or equivalently,

q¹Gº = arg inf
q 8B 2>=E4G

¹f– qº ¸ ¹ g– q� º – (2.48)

whereq is the optimal solution of the problem.
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Equation for the derivative. If we denote by� , 2
2

=
X, 2

2 ¹f–gº
Xf , then� , 2

2
satis�es

N � , 2
2

=
f ¹Gº

g¹r q¹Gºº
� 1– (2.49)

whereN f = det¹r 2f º. The structure of this equation is similar to that of the equation for the

derivative� H � 1 of H � 1 estimate:

L � H � 1 = f � g– (2.50)

where ! f = � f . Therefore, the main difference of, 2
2 andH � 1 is that the operator changes

from Laplacian operator! = CA¹r 2º to thedet¹r 2º operator, and, 2 also uses relative difference

f ¹Gº
g¹r q¹Gºº � 1 between two signals.
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Chapter 3: Loss Functions Based on Wasserstin Distances

Wasserstein metrics based on optimal transport theory have been proposed as another type of

mismatch measures in solving computational inverse problems; see for instance [19, 36, 37, 101,

100, 146, 147] and references therein for applications in seismic imaging, [121, 79] and references

therein for mathematical imaging, and [125, 73, 58, 126] for computational inversion in machine

learning.

Numerical experiments in the aforementioned references suggest that the Wasserstein metric

has interesting properties that are attractive options for loss functions when considering solving

inverse problems. Various works have been done on optimization landscape under Wasserstein

metrics [133].

In this chapter, we study in detail the performance of such loss functions based on the Wasserstein

metrics.

3.1 Loss function based on, 2 distance

Let us recall that we are interested in solving the inverse problem(1.1) by minimizing the

mismatch between the model prediction5¹\ º and the data6. That is, to minimize the functional

� ¹\ º :=
1
2

d2¹f ¹\ º–gº ¸
W
2

R¹\ º (3.1)

whered2¹ 5 – 6º can be any of the loss functions we introduced in Chapter 1 or the Wasserstein

distances we have introduced in Chapter 2. The functionalR¹\ º represents the explicit regularization

that imposes additional constraints on the known to be recovered, andWis the parameter that

controls the strength of the regularization term. We assume that the functionalR is twice Fréchet

differentiable.
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When 5¹xº � 0 and6¹xº � 0 are suf�ciently regular and have the same total mass in the sense

that
¯

 5¹xº3x =

¯

 6¹xº3x, the quadratic Wasserstein distance between5 and6 are given by,

following the �uid dynamics formulation of Benamou and Brenier [14],

, 2
2 ¹ 5 – 6º = inf

d–8

1
)

¹ )

0

¹




1
2

dj8 j23x3C (3.2)

where) ¡ 0 is given,d¹C–xº and8 ¹C–xº satisfy, in the weak sense, the following over-determined

transport equation:

mCd ¸ r � d8 = 0– in ¹0– )¼ � 


d¹0–xº = 5¹xº– in 


d¹)–xº = 6¹xº– in 


n � 8 = 0– on ¹0– )¼ �m
 •

(3.3)

When 5¹xº = 5¹f ¹xºº, , 2
2 ¹ 5 – 6º can be viewed as a functional off . This functional is minimized

when (1.1) is satis�ed. Numerical experiments in [19, 36, 37, 101, 100, 146, 147, 121, 79]

suggest that the quadratic Wasserstein metric, 2 has interesting properties that are attractive when

considering solving inverse problems.

The objective function for the minimization problem based on, 2 loss, with additional regular-

ization, now takes the form

� ¹\ º :=
1
2

, 2
2 ¹f ¹\ º–gº ¸

W
2

R¹\ º • (3.4)

Rationale for constrained optimization approach. The functional� ¹\ º in (3.1) can be min-

imized using an iterative scheme that starts with an initial guess\ 0 and keeps updating it until

convergence. At any iteration: before convergence, we need to evaluate the distance betweenf ¹\ : º

andg, that isd¹f ¹\ : º–gº, in order to evaluate the function value� ¹\ : º at the current step. This

could be problematic when the standard quadratic Wasserstein metric, 2 is used here, because

, 2¹f ¹\ : º–gº may not be de�ned when\ : is not the solution of the inverse problem. In other words,

during the iterations,f ¹\ : º andg might not have the same total mass. Therefore,� ¹\ : º might not
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be �nite if , 2 is the metric used in(3.1). This is why in most of the previous studies on using, 2

to solve inverse problems,f ¹\ : º has to be re-normalized at each iteration to have the same total

mass asg. This re-normalization process makes the analysis of the �nal inversion results very

complicated.

The drawback of the above approach motivates us to use a constrained optimization approach to

solve the minimization problem that avoids accurate evaluations of the metricd¹f ¹\ : º–gº during

the iterations. We will formulate in Section 3.3 a constrained optimization approach to solve the

minimization problem.

3.2 Wasserstein distances with mass unbalances

The Wasserstein distance, ?¹f–gº from traditional optimal transport theory is only �nite when

two non-negative densitiesf andg have the same total mass on a domain
 � R=. This is an

inconvenience for some applications where such a requirement is not satis�ed. The distance has

been generalized in several ways to deal with the situation thatf andg do not have the same

total mass. The optimal transport theory associated with the generalized metrics is often called

unbalanced optimal transport. Here we recall several important generalizations for the purpose of

comparison in our numerical investigation.

The �rst generalization is the Wasserstein-Fisher-Rao metric whose �uid dynamics formulation

can be written as [108] [75][92, 86] [28, 27]:

, 2
2–WFR¹f–gº = inf

d–8 –Z

1
)

¹ )

0

¹




� 1
2

dj8 j2 ¸
1
2

dZ2
�
3x3C (3.5)

where

mCd ¸ r � d8 = dZ¹C–xº– in ¹0– )¼ � 


d¹0–xº = f ¹xº– in 


d¹)–xº = g¹xº– in 


n � 8 = 0– on ¹0– )¼ �m
 •

(3.6)
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The introduction of the additional dynamic source functionZ, which depends on bothCandx

variables, is used to absorb the mass difference betweenf andg such that, 2–WFR is �nite even

whenf andg have different total mass.

The second generalization we will study is proposed in [53] as a variant of the Wasserstein-

Fisher-Rao metric. Following [53], we call this metric, 2–UOT. Its �uid dynamics formulation can

be written as:

, 2
2–UOT¹f–gº = inf

d–8 –Z

1
)

¹ )

0

¹




1
2

dj8 j23x3Ç
¹ )

0

j
 j
2U

Z2¹Cº3C (3.7)

whereU is a given parameter, and¹d–8 º solves the following transport problem

mCd ¸ r � d8 = Z¹Cº– in ¹0– )¼ � 


d¹0–xº = f ¹xº– in 


d¹)–xº = g¹xº– in 


n � 8 = 0– on ¹0– )¼ �m
 •

(3.8)

The main difference between this formulation from the �uid dynamics formulation of, 2–WFR is

that the dynamic source termZ in the transport equation(3.8)depends only on the time variableC,

not thex variable.

The third generalization is a slightly different version of, 2–WFR, again, following [53], we call

it generalized unnormalized optimal transport, 2–GUOT

, 2
2–GUOT¹f–gº = inf

d–8 –Z

1
)

¹ )

0

¹




1
2

dj8 j23x3Ç
¹ )

0

¹




1
2U

Z2¹C–xº3x3C (3.9)

36



whereU is a given parameter, and¹d–8 º solves the following transport problem

mCd ¸ r � d8 = Z¹C– Gº– in ¹0– )¼ � 


d¹0–xº = f ¹xº– in 


d¹)–xº = g¹xº– in 


n � 8 = 0– on ¹0– )¼ �m
 •

(3.10)

The difference from, 2–UOT is that the dynamic source termZ¹C–xº in the transport equa-

tion (3.10) depends on bothx– C.

The fourth generalization we consider is the mixed relaxed quadratic Wasserstein metric intro-

duced by Benamou in [13]. The main idea here is to use a penalty term in the energy functional to

soften the mass conservation requirement of the original balanced optimal transport. The dynamic

formulation in this case is:

, 2
2–Mixed¹f–gº = inf

d–8

1
)

¹ )

0

¹




1
2

dj8 j23x3Ç
V
2

¹



jd¹)–xº � g¹xºj23x (3.11)

whereVis a given parameter, and

mCd ¸ r � d8 = 0– in ¹0– )¼ � 


d¹0–xº = f ¹xº– in 


n � 8 = 0– on ¹0– )¼ �m
 •

(3.12)

The parameterVallows us to decide how strong we want to enforce the balance betweenf andg.

As Vgoes to̧ 1 , the metric returns to the original balanced, 2 metric.

The �fth generalization we consider is a slightly generalized version of, 1 given by[77]. They

proved that, 1 could also be generalized to handle different total mass. The, 1 unnormalized

Wasserstein metric is given by
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*, 1¹f ¹xº–g¹xºº = inf
d¹xº–8 ¹xº–Z¹xº

¯

 d¹xºj8 ¹xºj3x ¸ V

¯

 jZ¹xºj3x (3.13)

B•C•r � d¹xº8 ¹xº � Z¹xº = f ¹xº � g¹xº– G2 
 (3.14)

Readers can refer to [77] for more comprehensive study of unnormalized Wasserstein metric.

It is worth noting that*, 1 requires much less computational resources since it preserves the

dimension of the original problems, while, 2 type of Wassersetin metrics usually requires one more

dimensionCto tackle the problem.

3.3 Constrained optimization algorithm

We reformulate the computational inversion problem as a PDE-constrained minimization prob-

lem. We now describe the procedure in the case where the metricd is the, 2–WFR metric. We solve:

min
d–8 –Z–\

� , 2–WFR¹d–8 – Z– \º :=
1
)

¹ )

0

¹




1
2

�
dj8 j2 ¸ dZ2�

3x3Ç
W
2

R¹\ º

subject to

mCd ¸ r � d8 = dZ¹C–xº– in ¹0– )¼ � 


d¹0–xº = f ¹\ ¹xºº– in 


d¹)–xº = g¹xº– in 


n � 8 = 0– on ¹0– )¼ �m
 •

(3.15)

Formulations for the other metrics are done in exactly the same manner. For instance, if we remove

theZ variable, we would have the formulation for the case of the standard, 2 metric. Notice that

the only free parameter is\ and we need to evaluate the forward operatorf ¹\ º in each iteration.

There has been tremendous progress in the past two decades on computational methods for

PDE-constrained optimization problems such as(3.15); see for instance [5, 80] and references
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therein for some recent overviews. This minimization problem is equivalent to the following

saddle-point problem:

inf
\–d–8 –Z

sup
_

L¹ d–8 – Z– \– _º (3.16)

where the Lagrangian functionalL is de�ned as

L¹ d–8 – Z– \– _º = � , 2–WFR¹d–8 – Z– \º ¸
¹ )

0

¹



_¹mCd ¸ r � d8 � dZº3x3C

¸
¹ )

0

¹

m

_n � 8 3( ¹xº3Ç

¹



_¹0– Gº¹d¹0–xº � f ¹\ ºº3x ¸

¹



_¹)– Gº¹d¹)–xº � gº3x (3.17)

with _ being the Lagrange multiplier for the constraints described by the transport equation and its

initial, �nal and boundary conditions. Note that the implicit constraintd � 0 is not incorporated in

this Lagrangian but will be imposed later in the numerical implementation.

The optimality conditions for the saddle point problem consist of three components: the forward

transport problem(3.6) resulted from the variation ofL with respect to_, the adjoint transport

problem resulted from the variation ofL with respect to¹d–8 º:

mC_ ¸ 8 � r _ ¸ Z_ =
1

2)
¹j8 j2 ¸ j Zj2º– in ¹0– )¼ � 


8 = ) r _– in ¹0– )¼ � 


Z = )_– in ¹0– )¼ � 


_¹)–xº = 0– in 


_¹C–xº = 0– on ¹0– )¼ �m


(3.18)

and the control problem resulted from the variation ofL with respect to\ :

W
2

R0� ¹\ º»j 
 ¼ f̧0� ¹\ º»_¹0–xº¼= 0 (3.19)

wheref0� ¹\ º»_¹0–xº¼is understood as the adjoint of the Fréchet derivative off at \ in the direction
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_¹0–xº.

As a side note, we observe that we can write down a closed equation for the adjoint variable_

by eliminating the variables8 andZ in the equation. This leads to the following Hamilton-Jacobi

equation

mC_ ¸
1

2)
jr _j2 ¸

1
2)

_2 = 0– in ¹0– )¼ � 


_¹)–xº = 0– in 


_¹C–xº = 0– on ¹0– )¼ �m
 •

(3.20)

We solve the nonlinear system of �rst-order optimality conditions(3.6), (3.18)and(3.19)with

a variant of Newton's method. To present the method, we write the system abstractly into the form:

F ¹d–8 – Z– \– _º = 0• (3.21)

We useF ` to denote thè (2 f d–8 – Z– \– _g) component, including the equation for` as well as

the corresponding initial, �nal and boundary conditions, ofF . Starting with an initial guess of the

solution¹d0–8 0– Z0– \0– _0º, Newton's method is characterized by the following iteration

¹d: ¸ 1–8 : ¸ 1– Z: ¸ 1– \: ¸ 1– _: ¸ 1º = ¹d: –8 : – Z: – \: – _: º ¸ � : ¹Xd– X8 – XZ– X\– X_º (3.22)

where¹Xd– X8 – XZ– X\– X_º is the update direction and� : is the step length in the update direction

that will be determined with a line search process. The update direction is obtained by solving the

system:
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(3.23)

where we used the notationF `
a (`– a2 f d–8 – Z– \– _g) to denote the Fréchet derivative of theF `

component ofF with respect to the variablea. The operatorsF `
a as well as the functionalsF `
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are all evaluated at the current iteration¹d: –8 : – Z: – \: – _: º. The exact forms of all the operators

involved are summarized in the Appendix A.

3.4 Insights from linearization

The quadratic Wasserstein metrics we used in this chapter are all nonlinear metrics. This makes

them not only computationally expensive to evaluate but also analytically challenging to understand.

When using these metrics to solve inverse problems, we notice that the model predictionf ¹\ º and

the corresponding datumg are identical (or very close) to each other at the true solution\ . We now

try to understand the behavior of the metrics in this situation following an informal linearization

procedure.

3.4.1 Linearization of the Wasserstein metrics

We refer interested readers to [136, 119] for a rigorous treatment of the linearization of the, 2

metric, and [59, 98, 57] for applications of such linearization in the analysis of inversion results

under the, 2 metric. Here we extend the analysis of [78] to the generalized metrics, 2–WFR, , 2–UOT

and, 2–Mixed.

Linearization of , 2. We �rst determine the background state (that is, the case whenf = g) of

the transport equations. Thed and8 corresponding to this case isd¹C–xº = f (which implies that

mCd¹x– Cº = 0) and8 = 0. Wheng � f is small, we have thatd = f ¸ Xdand8 = X8 with Xdand

X8 small. The transport equation satis�ed byXdandX8 , to the �rst order, is:

mCXd¸ r � fX8 = 0– in ¹0– )¼ � 


Xd¹0–xº = 0– in 


Xd¹)–xº = g¹xº � f ¹xº– in 


n � X8 = 0– on ¹0– )¼ �m
 •

(3.24)
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The square of the metric is then

, 2
2 ¹f–gº = inf

Xd–X8

1
)

¹ )

0

¹




1
2

jX8 j2f ¹xº3x3Ç �•$•) (3.25)

where�•$•) stands for higher order terms.

The optimality condition for the system(3.24)and(3.25)gives thatX8 ¹C–xº = r q¹xº with q

the solution to the elliptic equation:

�r � f r q =
1
)

¹g � f º– in 
 – n � r q = 0– on m
 • (3.26)

This, in turn, means that (3.25) now becomes

, 2
2 ¹f–gº =

1
2

¹



jr qj2f ¹xº3x ¸ �•$•) • (3.27)

This simple calculation shows that wheng � f is suf�ciently small,, 2¹f–gº � 1
) kf � gk ¤H � 1

¹f 3xº ¹
 º.

This is the well-known asymptotic equivalence between, 2 and the ¤H � 1
¹f 3xº; see, for instance, [136]

for more technical details on this equivalence.

Linearization of , 2–WFR. We can linearize, 2–WFR in a similar way. The background solution to

the transport equation in the case off = g is ¹d–8 – Zº = ¹f–0–0º for the, 2–WFR metric. Wheng is

suf�ciently close tof , we have thatd = f ¸ Xd, 8 = X8 andZ = XZ, ¹Xd– X8 – XZº being suf�ciently

small, in an appropriate sense. The transport equation satis�ed by¹Xd– X8 – XZº, to the �rst order, is

then

mCXd¸ r � fX8 = fXZ– in ¹0– )¼ � 


Xd¹0–xº = 0– in 


Xd¹)–xº = g¹xº � f ¹xº– in 


n � X8 = 0– on ¹0– )¼ �m
 •

(3.28)

42



The square of the distance is given by

, 2
2–WFR¹f–gº = inf

Xd–X8

1
)

¹ )

0

¹




1
2

�
jX8 j2 ¸ ¹ XZº2

�
f ¹xº3x3Ç �•$•) • (3.29)

We can then check that the optimality conditions for the system(3.28) and (3.29) imply that

X8 = r q¹xº andXZ= q with q the solution to the following PDE:

�r � f r q ¸ f q =
1
)

¹g � f º– in 
 – n � r q = 0– on m
 • (3.30)

The squared distance betweenf andg now becomes

, 2
2–WFR¹f–gº =

1
2

¹



¹jr qj2 ¸ q2ºf ¹xº3x ¸ �•$•) • (3.31)

Therefore, the extra source term in the transport equation introduces an absorption mechanism in

the linearized setting, that is, the termfq in (3.30). This absorption mechanism allows the densities

f andg to have different total mass (in which case(3.30)still admits a unique bounded solution

while (3.26)does not). This simple observation showcases that, 2–WFR is asymptotically equivalent

to theH � 1
¹f 3xº metric, not the ¤H � 1

¹f 3xº metric.

Linearization of , 2–UOT. Following the same procedure as in the, 2–WFR case, we have that

d = f ¸ Xd, 8 = X8 andZ = XZwheng � f is small. The only difference here is thatXZdepends

only onC, notx. The equation satis�ed by¹Xd– X8 – XZº, to the �rst order, is:

mCXd¸ r � fX8 = XZ¹Cº– in ¹0– )¼ � 


Xd¹0–xº = 0– in 


Xd¹)–xº = g¹xº � f ¹xº– in 


n � X8 = 0– on ¹0– )¼ �m
 •

(3.32)
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The square of the metric is

, 2
2–UOT = inf

Xd–X8 –XZ

1
)

¹ )

0

¹




1
2

jX8 j2f ¹xº3x3Ç
¹ )

0

1
2

j
 j
U

¹XZ¹Cºº23Ç �•$•) • (3.33)

We check that the optimality conditions of the problem(3.32)and(3.33)lead toX8 = r q¹xº and

XZ=
U

j
 j

¯

 q¹xº3x with q the solution to

�r � f r q ¸
U

j
 j

¹



q¹xº3x =

1
)

¹g � f º– in 
 – n � r q = 0– on m
 • (3.34)

Therefore, the square of the, 2–UOT distance betweenf andg is given as

, 2
2–UOT¹f–gº =

1
2

¹



jr qj2f ¹xº3x ¸

U
2j
 j

¹
¹



q¹xº3xº2 ¸ �•$•) • (3.35)

This calculation implies that whenf andg have the same total mass,
¯

 q¹xº3x = 0. This can be

easily seen by integrating(3.34)over the spatial domain
 using the divergence theorem and the

boundary condition. In this case, we can drop all the terms that involve
¯

 q¹xº3x = 0. Therefore,

, 2–UOT reduces to, 2. This is not true for, 2–WFR which does not degenerate to, 2 in the case

thatf andg have the same total mass. Therefore,, 2–UOT is asymptotically equivalent to theH � 1
¹f 3xº

metric whenf andg do not have the same total mass but is asymptotically equivalent to the¤H � 1
¹f 3xº

metric if f andg do have the same total mass.

Linearization of , 2–GUOT. Similarly as, 2–UOT, we have thatd = f ¸ Xd, 8 = X8 andZ = XZ

wheng � f is small. The only difference here is thatXZdepends on bothCandx. The equation

satis�ed by¹Xd– X8 – XZº, to the �rst order, is:

mCXd¸ r � fX8 = XZ¹C–xº– in ¹0– )¼ � 


Xd¹0–xº = 0– in 


Xd¹)–xº = g¹xº � f ¹xº– in 


n � X8 = 0– on ¹0– )¼ �m
 •

(3.36)
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The square of the metric is

, 2
2–GUOT = inf

Xd–X8 –XZ

1
)

¹ )

0

¹




1
2

jX8 j2f ¹xº3x3Ç
¹ )

0

¹




1
2U

¹XZ¹C–xºº23x3Ç �•$•) • (3.37)

We check that the optimality conditions of the problem (3.36) and (3.37) impliesX8 = r q¹xº and

XZ= Uqwith q satis�es

�r � f r q ¸ Uq =
1
)

¹g � f º– in 
 – n � r q = 0– on m
 • (3.38)

Therefore, the square of the, 2–GUOT distance betweenf andg can be written as follows

, 2
2–GUOT¹f–gº =

1
2

¹



¹jr qj2f ¹xº ¸ Uq2º3x ¸ �•$•) • (3.39)

If we replaceU with f ¹xº in (3.39) and (3.38), then it returns to the same formulation(3.31)

and(3.30)for , 2–WFR. Therefore comparing to, 2–WFR, , 2–GUOT is asymptotically a mixed version

of ¤H � 1
¹f 3xº metric and! 2

¹3xº at �nite U. On the other hand,, 2–GUOT is a generalization of, 2–UOT in

the sense that it allows a non-uniform dynamic source termZ¹C–xº.

Linearization of , 2–Mixed. The background transport solution for the case off = g is again

¹d–8 º = ¹f–0º. Wheng � f is suf�ciently small, we haved = f ¸ Xdand8 = X8 , ¹Xd– X8 º being

suf�ciently small. To the leading order, the transport equation satis�ed by¹Xd– X8 º is

mCXd¸ r � fX8 = 0– in ¹0– )¼ � 


Xd¹0–xº = 0– in 


n � X8 = 0– on ¹0– )¼ �m
 •

(3.40)

The, 2–Mixed cost becomes

, 2
2–Mixed¹f–gº = inf

Xd–X8

1
)

¹ )

0

¹




1
2

f jX8 j23x3Ç
V
2

¹



¹Xd¹)–xº � ¹ g � f ºº23x ¸ �•$•) • (3.41)
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We then check that the optimality conditions of the problem(3.40)and(3.41)lead to thatX8 ¹C–xº =

r q¹xº whereq solves

�r � f r q ¸
1

V)
q =

1
)

¹g � f º– in 
 – n � r q = 0– on m
 (3.42)

The square of the metric now becomes

, 2
2–Mixed¹f–gº =

1
2

¹




�
jr qj2f ¹xº ¸

1
V

q2
�
3x ¸ �•$•) • (3.43)

This simple calculation also indicates that, in this asymptotic regime,, 2–Mixed goes to, 2 as

V ! 1 . However, at a �niteV, , 2–Mixed is asymptotically equivalent to theH � 1
¹f 3xº metric, not the

¤H � 1
¹f 3xº metric.

3.4.2 Linear inversion under the Wasserstein metrics

We brie�y review the solution of a general linear inverse problem with the linearized Wasserstein

metrics, following the presentation of [40]. The linear model, or the linearization of(1.2), takes the

form:

�\ = g• (3.44)

Here we focus on the effect of the metrics in the Fourier domain. Without loss of generality,

we assume that
 = ¹0–2cº3, and the real-valued functions\ , f , andg, supported on
 , all have

boundary conditions of the formn � r \ = 0. We then have the following Fourier representations for

those functions:

\ ¹xº =
Õ

/ 2Z3
¸

b\ ¹/ º cos¹/ � xº– f ¹xº =
Õ

/ 2Z3
¸

bf ¹/ º cos¹/ � xº– g¹xº =
Õ

/ 2Z3
¸

bg¹/ º cos¹/ � xº• (3.45)

To see the main effect of the metrics, we ignore the weightf in terms such as�r � f r q andfq in the

equation(3.26), (3.27), (3.30), (3.31), (3.34), (3.35), (3.42), and(3.43). For reasonably nicef , the

factorf plays only a minor role in the Fourier domain as investigated in [107]. We also set) = 1.
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We therefore have from (3.26) that

q¹xº =
Õ

/ 2Z3
¸

bq¹/ º cos¹/ � xº– with– bq¹/ º =
1

j/ j2
›¹g � f º¹/ º•

This leads to the following representation of the, 2
2 in the case ofg � f being small:

, 2
2 ¹f–gº �

1
2

Õ

/ 2Z3
¸

1
j/ j2

j ›¹g � f º¹/ º j2 (3.46)

where we have thrown away the higher-order terms. In a similar manner, we �nd that

, 2
2–WFR¹f–gº �

1
2

Õ

/ 2Z3
¸

1
1 ¸ j / j2

j ›¹g � f º¹/ º j2– (3.47)

, 2
2–UOT¹f–gº �

1
2

U



j ›¹g � f º¹0ºj2 ¸
1
2

Õ

/ 2Z3
¸ –/ <0

1
j/ j2

j ›¹g � f º¹/ º j2– (3.48)

, 2
2–GUOT¹f–gº �

1
2

Õ

/ 2Z3
¸

1
U¸ j / j2

j ›¹g � f º¹/ º j2– (3.49)

and

, 2
2–Mixed¹f–gº �

1
2

Õ

/ 2Z3
¸

1
1
V

¸ j / j2
j ›¹g � f º¹/ º j2• (3.50)

To see the impact of the metrics on the inversion in the Fourier domain, we assume further that

the operator� is diagonal in the Fourier domain, that is, the operator� has the representation

�\ =
Õ

/ 2Z¸

¹ b� ¹/ ºb\ ¹/ ºº cos¹/ � xº•

This assumption is not essential at all. It only simpli�es the presentation below a little bit.

To invert the linear model(3.44)in the standard linearized, 2 metric, we seek the solution that
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minimizes

� , 2 ¹\ º := , 2
2 ¹f ¹\ º–gº =

1
2

Õ

/ 2Z3
¸

1
j/ j2

j b� ¹/ ºb\ ¹/ º � bg¹/ º j2–

where we used the assumption that� is diagonal such thatbf ¹\ º¹/ º = c�\ ¹/ º = b� ¹/ ºb\ ¹/ º. The

optimality condition resulted from the variation of� , 2 ¹\ º with respect tob\ ¹/ º is

b� � ¹/ º
1

j/ j2

�
b� ¹/ ºb\ ¹/ º � bg¹/ º

�
= 0–

which then leads to the solution

b\ , 2 ¹/ º = ¹ b� � 1
j/ j2

b� º� 1 b� � 1
j/ j2

bg¹/ º•

The same derivation procedure leads to the following inversion results from the, 2–WFR, , 2–UOT

and, 2–Mixed metrics. They are respectively:

b\ , 2–WFR¹/ º = ¹ b� � 1
1 ¸ j / j2

b� º� 1 b� � 1
1 ¸ j / j2

bg¹/ º–

b\ , 2–UOT ¹/ º =

8>>><

>>>
:

¹ b� � b� º� 1 b� � bg¹/ º– when/ = 0

¹ b� � 1
j/ j2

b� º� 1 b� � 1
j/ j2

bg¹/ º– when/ < 0

b\ , 2–GUOT¹/ º = ¹ b� � 1
U¸ j / j2

b� º� 1 b� � 1
U¸ j / j2

bg¹/ º–

and

b\ , 2–Mixed ¹/ º = ¹ b� � 1
1
V

¸ j / j2
b� º� 1 b� � 1

1
V

¸ j / j2
bg¹/ º•

Let � � be the Laplacian operator on
 with the homogeneous Neumann boundary condition.

We can write the above solutions in the physical domain, respectively, as

\ , 2 ¹xº =
�
� � ¹� � º� 1 �

� � 1
� � ¹� � º� 1g¹xº–
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\ , 2–WFR¹xº =
�
� � ¹� � ¸ � º� 1 �

� � 1
� � ¹� � ¸ � º� 1g¹xº–

\ , 2–UOT ¹xº =
�
� � ¹� � ¸

¹



º� 1 �

� � 1
� � ¹� � ¸

¹



º� 1g¹xº

\ , 2–GUOT¹xº =
�
� � ¹� � ¸ U�º� 1 �

� � 1
� � ¹� � ¸ U�º� 1g¹xº–

and

\ , 2–Mixed ¹xº =
�
� � ¹� � ¸

1
V

� º� 1 � � 1
� � 1

� � ¹� � ¸
1
V

� º� 1g¹xº•

where� is the identity operator. Note again that� � ¸ � , � � ¸ 1
V� and� � ¸

¯

 are all invertible with

the homogeneous Neumann boundary condition.

The simple calculations above reveal to us the following facts about linearized inversion with

the, 2 metrics. First, in the ideal case when the original problem is uniquely invertible, the data

used in the inversion contains no noise, inversion results under all the, 2 metrics are the same and

degenerate to the classical! 2 based inversion results\ ! 2 ¹xº = ¹ � � � º� 1 � � g¹xº. Second, inversion

methods based on the, 2 metrics are “preconditioned” versions of the classical! 2 inversion. The

operators¹� � º� 1, ¹� � ¸ � º� 1, ¹� � ¸
¯

 º� 1, ¹� � ¸ U�º� 1 and¹� � ¸ 1

V� º� 1 are all smoothing operators

that damp the higher-frequency components of the datag before the inversion operation. The higher

the frequency is, the stronger the damping effect will be. Therefore, when high-frequency noise

present in the data, they are suppressed before the inversion.

3.5 Numerical implementations

We now present details on our implementation of the inversion methods outlined in the previous

section. The algorithms are implemented in theMATLABsoftware with the source codes deposited

at github 1. In our numerical simulations in the next three sections, we display computational

results for the one-dimensional domain
 = »0– !¼and the two-dimensional spatial domain
 =

»0– !G¼ � »0– !H¼. The time interval for the transport equation is set asT = ¹0– )¼. The values of! ,

! G, ! Hand) will be given in later in speci�c examples.

1The github repository for our source codes is at https://github.com/wending1/.
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3.5.1 Numerical discretizations

One common practice in the numerical discretization of the transport equation in the formulation

of the �uid dynamics is to introduce the variables

m = d8 – and– Z= dZ (3.51)

so that the transport equations in the constraints of the minimization problem become linear. We

follow this idea here in our presentation. We now detail the discretization of the Wasserstein-Fisher-

Rao formulation, 2–WFR. The same type of discretizations are used for the, 2, , 2–UOT, , 2–GUOT

and, 2–Mixed metrics. Details of numerical discretizations are given in the Appendix A.

3.5.2 Discretization of Fréchet derivatives.

We also need to discretize the Fréchet derivatives involved in(3.23). Those operators can be

discretized using the same scheme as we just detailed. However, in our numerical implementation,

we use a discretizing-then-optimizing approach for the optimization problem. This means that we

formulate the optimization problem for each metric in the discrete setting using the discretization

schemes for the transport equation and the cost functionals, that is,(A.3) and(A.13) in dimension

one or(A.47) and(A.49) in dimension two. We then form the corresponding discrete version of the

optimality condition(3.21). The discretized versions of the operators in the equation for the Newton

update direction,(3.23), are then directly derived by taking gradients on the discrete level. To save

space, we list the discrete version of all the operators involved in the Appendix. We also point

out that in the limit when the sizes of the spatial-temporal grid� G, � g, � Cgo to0, the discretized

operators converge to their continuous correspondences given in the Appendix.

3.5.3 Newton's iteration

The Newton iteration(3.22)is implemented usingMATLABwith a cubic line search scheme [105]

to �nd the step length� : at iteration: . The standard Wolfe conditions [105] are imposed on the
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line search scheme. More precisely, let	 ¹d–8 – Z– \– _º := kF k2
! 2 be squared! 2 norm of the

system(3.21), ?: = ¹d: –8 : – Z: – \: – _: º, andX?: = ¹Xd: – X8 : – XZ: – X\: – X_: º. We look for an� :

that solves the one-dimensional minimization problem

min
� : ¡ 0

	 ¹?: ¸ � : X?: º– (3.52)

and satis�es the conditions:

	 ¹?: ¸ � : X?: º � 	 ¹?: º ¸ 21� : r 	 ) ¹?: ºX?: – (3.53)

r 	 ) ¹?: ¸ � : X?: ºX?: � 22r 	 ) ¹?: ºX?: – (3.54)

where21 and22 are two small positive constants. Following the suggestion in [105], we take

21 = 10� 4 and22 = 0•1 in our numerical simulations in Section 3.8.

Initialization guesses. The Newton iteration needs to be started at a given initial guess¹d0–8 0– Z0– \0– _0º.

Since\ is the only intrinsic variable that we are interested in inverting for, we should only need

to provide the initial guess\ 0. The initial guess for the other variables are constructed by solving

the sub-optimization problem described by(3.5)and(3.6)with f ¹\ º �xed at f ¹\ 0º. This way, the

different components of the initial guess¹d0–8 0– Z0– \0– _0º for the nonlinear iteration are consistent

with each other.

Stopping criteria. In the numerical simulations, we will compare results from the algorithms

with different , 2 metrics. One of the major dif�culties in making a fair comparison between

different algorithms is to �nd a fair stopping criterion. In our simulations, we stop the iterations

if either (i) the update is suf�ciently small, that is,� : k¹Xd: – X8 : – XZ: – X\: – X_: ºk � Y1 for a given

toleranceY1, or (ii) the mismatch between the model prediction and the data has decayed suf�ciently,

that is� ¹f ¹\ : º–gº � Y2� ¹f ¹\ 0º–gº (where\ 0 is the initial guess of the unknown function to be

reconstructed) for some toleranceY2. The value of the parametersY1 andY2 will be provided later
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when we present the simulation results.

3.5.4 General setup for simulations

We focus on three inverse problems where the data measured are non-negative so that we do

not need to perform signal normalization, an operation that could have a signi�cant impact on the

inversion results, as is done in most of the previous studies [148, 40, 147, 146].

Inverting the Abel transform. The �rst inverse problem we consider is a linear problem described

by the Abel equation. For a continuous function\ on »0–1¼, the Abel transform of\ , with parameter

0 Ÿ U Ÿ1, is de�ned as [66]:

f ¹Bº � �\ :=
¹ B

0
¹B� Cº� U\ ¹Cº3C– B2 »0–1¼• (3.55)

Without loss of generality, we can assume thatf ¹0º = 0. In our numerical simulations later, we are

interested in studying the performance of the Wasserstein metrics in inverting the Abel transform.

The discretization scheme for the Abel transform is documented in the Appendix A.2. Interested

readers are referred to [12] for more detailed discussions on equations of Abel type. Let us mention

here the simple fact that the Abel transform can be analytically inverted to �nd\ ¹Cº(with f ¹0º = 0):

\ ¹Cº =
sin¹cUº

c
¹
¹ C

0

3f ¹Bº
3B

1
¹C� Bº1� U

3Bº– C2 »0–1¼• (3.56)

Inverse diffusion problem. The second example inverse problem we will computationally study

is an inverse coef�cient problem for the diffusion equation in a bounded domain
 � R3 (3 � 1)

with smooth boundarym
 :

�r � Wr D¸ \D = @–in 
 – D= 1– on m
 (3.57)

whereWis the diffusion coef�cient and\ is the absorption coef�cient. When the coef�cients and

the boundary conditiong are given, we can solve the diffusion equation to �nd its solutionD. In the
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inverse problem, we assume that we know everything else but not the absorption coef�cient\ . We

are interested in reconstructing\ from additional data of the form

f ¹\ º := � ¹\ ºD– 2 
 (3.58)

whereWis the diffusion coef�cient, and\ is the absorption coef�cient. When the coef�cients and

the boundary conditiong are given, we can solve the diffusion equation to �nd its solutionD. In the

inverse problem, we assume that we know everything else but not the absorption coef�cient\ . We

are interested in reconstructing\ from additional data of the form

Inverse wave propagation. The third inverse problem we consider is an inverse coef�cient

problem for the Helmholtz equation in a bounded domain:

� D¸ : 2 �
1 ¸ =

�
D¸ 8:\D= @–in 
 – D= 1– on m
 (3.59)

where: is the wave number,= is the refractive index, and\ is the conductivity. We assume that

wave number: , the coef�cients, and the domain
 are arranged in such a way that the Helmholtz

equation(3.59)is uniquely solvable. In the inverse problem, we assume that we know= but not\ .

We are interested in recovering\ from additional data of the form

f ¹\ º = � ¹\ º jDj2– x 2 
 • (3.60)

This is a simpli�ed model for inverse problems in quantitative thermoacoustic tomography [8].

We discretize the Helmholtz model in a rectangular domain in our numerical simulations. The

discretization scheme can be found in Appendix A.2.

Generation of synthetic data. The synthetic data we use in all the numerical simulations are

generated from the forward models. We solve the forward modelg = f ¹\ CAD4º with the true

coef�cients to compute the data. We add additive random noise to the data computed from
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the models to generate noisy data. More precisely, letg be the noise-free data. We generate

multipliable noisy datagX = g ¸ � where� � N ¹ 0– X 3806¹6ºº (Xbeing the variance of the noise).

To generate high-frequency noise, we use Fourier transformF to �lter out the low-frequency

components of the noise. Let� be the random noise, we generate the high-frequency noisee� by

e� := F � 1 j f / j j/ j� b0gF ¹ � º whereF � 1 denote the inverse Fourier transform,j � is the characteristic

function of the set� andb0 denotes the cutoff frequency.

Our numerical experiments show that the time interval size does not play a signi�cant role in

the solution process. In all the numerical experiments in the following subsections, we set) = 1

in the de�nition of the Wasserstein metrics for simplicity. We observe that) does not affect the

reconstruction quality (although it does affect the overall computational cost of the reconstructions).

Unless stated otherwise, we set the regularization parameterW= 0, introduced in(3.15), in all the

simulations as our objective in this study is to study the general behavior of the Wasserstein metrics

in the inversion process, not to tune the parameters to get the best reconstruction result.

The unknown in the following section are from one of the three options 3.1

Bell shape\ . The unknown is smooth. It tests the general ability of Wasserstein metrics to solve

inverse problems.

\ ¹Gº = 1 ¸ 4� ¹2G� 1º2

0•05 – G2 »0–1¼ (3.61)

Two scale\ . Unknown consists two different scales of modes, one high-frequency mode60c

and one low-frequency mode2c. This example may be extreme, but it is a good indicator of the

separation of frequencies by Wasserstein metrics.

\ ¹Gº = 1 ¸ 0•5 sin¹2cGº ¸ 0•05 sin¹30cGº– G2 »0–1¼ (3.62)

54



Discontinuous\ . The unknown is the simplest discontinuous function. It aims to test the perfor-

mances for Wasserstein metrics in discontinuous settings.

\ ¹Gº = 1 ¸ X »1
3–2

3¼– G2 »0–1¼ (3.63)

Figure 3.1: Exact unknown shape, from left to right: bell shape, two scale shape, discontinuous
shape.

Display of optimization process. To fully display properties(especially smoothing effect and

separation of frequencies) of Wasserstein metrics, it is vital that we display target quantities

throughout the optimization process. Therefore, we organize the reconstruction results from

different algorithms and setups by their loss value: the value of the current loss function, i.e.,

;>BB= � ¹f ¹\ : º–gº rather than simply showing the �nal reconstruction results. We regard the loss

value as a fair comparison between different Wasserstein metrics.

Initial guess of numerics. Unless stated otherwise, we set the initial guess of independent

variables of all the following numerical examples to be constant1. Other related quantities are

initialized such that they are consistent.

3.6 , 2 does NOT regularize.

The smoothing effect of the Wasserstein metrics we have just seen should not be confused

with the smoothing effect introduced by variational regularization techniques such as Tikhonov
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regularization, which is often introduced in! 2 based least-squares formulation. For the linear

model (3.44), we minimize

� ! 2 ¹\ º :=
1
2

Õ

/ 2Z3
¸

j b� b\ ¹/ º � bg¹/ º j2 ¸
W
2

Õ

/ 2Z3
¸

¹1 ¸ j / j2º jb\ ¹/ º � b\ 0¹/ º j2– (3.64)

where\ 0 represents thea priori selected andWcontrols of the strength of imposing the a priori.

It is straightforward to verify that the minimizing� ! 2 ¹\ º gives the solution

b\ ! 2 ¹/ º =
�
b� � b� ¸ W¹1 ¸ j / j2º

� � 1
b� � bg¹/ º (3.65)

The insights we obtained in this section are analyzed. A nonlinear effect makes the Wasserstein

distances different from theH � 1 metrics [107].

3.7 Performance under noisy data

The pre-conditioning effect of the Wasserstein metrics on the inversion results has signi�cant

consequences for inverse problems with noisy data. This was discussed in [95, 40, 148, 37, 146]

in the case of the regular, 2. The same analysis carries to, 2–WFR, , 2–UOT and, 2–mixed. Let us

assume further that the linear operator� has the symbol

b� ¹/ º = h/ i � \ – h/ i =
q

1 ¸ j / j2– \ ¡ 0• (3.66)

The assumption that\ ¡ 0 means that the operator is smoothing whose inverse ampli�es the

high-frequency component of the data. The inverse problem is, therefore, ill-conditioned (often

called ill-posed in the literature).

We denote bygX the datag polluted by random noise withXthe noise level in the data. More

precisely, we denote byX:= kgX � gk! 2¹
 º. We assume thatgX andg have the same total mass so

that we do not need to worry about the invertibility issue of, 2 inversion. We also denote by' j/ j2
, 2
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the inversion operator under the, 2 metric truncated at frequencyj/ j2, that is,

' j/ j2
, 2

g :=
j/ j� j / j2Õ

/ 2Z¸

¹ b� � 1
j/ j2

b� º� 1 b� � 1
j/ j2

bg¹/ º cos¹/ � xº

Then the! 2 error in the reconstruction, de�ned as the! 2 difference between the reconstruction

from datagX, e\ , 2, and the true solution\ , can be bounded as follows:

ke\ X
, 2

� \ k! 2¹
 º = k\ X
, 2

� \ , 2 ¸ \ , 2 � \ k! 2¹
 º � k \ X
, 2

� \ , 2k! 2¹
 º ¸ k \ , 2 � \ k! 2¹
 º

= k' j/ j2
, 2

¹gX � gºk! 2¹
 º ¸ k¹ ' j/ j2
, 2

� � � º\ k! 2¹
 º• (3.67)

On the other hand, it is straightforward to check that

k' j/ j2
, 2

¹gX � gºk! 2¹
 º = k
j/ j� j / j2Õ

/ 2Z¸

¹ b� � 1
j/ j2

b� º� 1 b� � 1
j/ j2

¹bgX � bgº¹/ º cos¹/ � xºk! 2¹
 º

= k
j/ j� j / j2Õ

/ 2Z¸

h/ i \ j/ j
¹bgX � bgº¹/ º

j/ j
cos¹/ � xºk! 2¹
 º � j / j\ ¸ 1

2

Õ

/ 2Z¸

1
j/ j2

j›gX � gj2 � j / j\ ¸ 1
2 kgX � gk! 2¹
 º

where the last inequality is true with the assumption thatgX andg have the same total mass, and

also that

k¹' j/ j2
, 2

� � � º\ k! 2¹
 º = k
Õ

/ 2Z¸ –j/ j�j / j2

b\ ¹/ º cos¹/ � xºk! 2¹
 º =
Õ

/ 2Z¸ –j/ j�j / j2

jb\ ¹/ º j2•

Therefore, the reconstruction error bound (3.67) can be rewritten as

ke\ X
, 2

� \ k! 2¹
 º � j / j\ ¸ 1
2 X¸

Õ

/ 2Z¸ –j/ j�j / j2

jb\ ¹/ º j2• (3.68)

This error bound is minimized if we takej/ j2 � ¹ X� 1jb\ ¹/ º jº.

Remark 3.7.1. The simple analysis in this section: We emphasize that one of the main differences

between, 2–WFR, , 2–UOT, and, 2–Mixed is that, 2–WFR has no free parameters in its de�nition. The
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mass imbalance is completely determined byf andg. In , 2–Mixed, however, the imbalance is not

completely decided by the imbalance betweenf andg. The parameterVallows the imposition of

mass conservation. In the solution of inverse problems,Vshould go to1 to enforce that the �nal

solution conserves the total mass. If the total mass off ¹\ º andg are not the same,\ is not the true

solution to the inverse problem. We should set the sequenceV: to 1 as : ! 1 .

3.8 Numerical experiments

We now present a collection of numerical simulations to study the behavior of the Wasserstein

metrics in solving inverse problems.

Before introducing any numerical results, we �rst plot the loss� ¹\ º with respect to optimization

iterations in �gure 3.2. It decays exponentially regardless of the choice of algorithms, forward

operators, and input\ shape.

Figure 3.2: Optimization Losslog¹� ¹\ ºº.
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3.8.1 The smoothing effect

In the �rst set of numerical experiments, we focus on the smoothing effect of Wasserstein metrics

as analyzed in the linearization study of Section 3.4. The Wasserstein metrics are asymptotically

equivalent to weighted¤H � 1 andH � 1 metrics. These are weaker metrics compared to the! 2

metric. Therefore, inversion based on those metrics is more stable with respect to random noise

presented in the data. This is evident in the inversion formulas given in linearization analysis 3.4.2

as high-frequency modes in the data are damped by the factorh/ i � 1 before they pass through the

inverse operators. Effectively the reconstruction consists of several low-frequency modes.

Experiment 1. In Figure 3.3, we exhibit reconstruction results for the inverse diffusion problem

in the one-dimensional domain
 = ¹0–1º with data containing10%of random Gaussian noise.

The results show that Wasserstein metrics are less sensitive to noise than! 2 loss function.

3.8.2 Frequencies disparity

Experiment 2. In the following example, we showcase that while it is excellent that the Wasser-

stein metrics stabilize the reconstructions with noisy data, they also delay the reconstruction of the

high-frequency component of the unknown. In Figure 3.4 and 3.5, we exhibit the reconstruction

of the absorption coef�cient 3.62 which has a high-frequency component that is far separated

from its low-frequency component. The reconstructions show that Wasserstein metrics mainly

delay the reconstruction of the high-frequency mode of the unknown. Because Wasserstein metrics

recover low-frequency functions faster than high-frequency functions, therefore, if the function

can be approximated with low-frequency components, the Wasserstein metric will recover it with

low-frequency components as opposed to recovering with a high-frequency, noise-like function.

Thus reducing the effect of high-freuqncy noises.

Moreover, we can plot the relative error of Fourier modes against optimization iterations, as in

�gure 3.6. Mode2c decays to zero after iteration30 and stays zero after that. While the relative

error for mode30c �rst increases and then decays to zero after iteration500. This shows clearly
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Figure 3.3: Reconstructing the bell shape absorption coef�cient\ in 3.61 in the diffusion equa-
tion (3.57) in the one-dimensional domain
 = ¹0–1º. First row from left to right : the exact
! 2, H � 1, , 2; Second row from left to right:, 2–WFR, , 2–UOT( 1

U = 0•1), , 2–GUOT( 1
U = 0•1); Third

row from left to right:, 2–Mixed(V = 0•1), , 1, *, 1(V = 0•1). The synthetic data contains10%of
random noise, loss value is10� 5 for quadratic Wasserstein metrics, loss value is10� 3 for , 1 and
*, 1 results.

that Wasserstein metrics delay the reconstruction of higher frequency components. Eventually,

Wasserstein metrics still recover high-frequency components.

3.8.3 The effect of mass imbalance

Experiment 3. The rationale for using unbalanced optimal transport is that during the iterations

before convergence, one should not expect that the model predictions match the measured data, that

is, f does not have to have the same mass asg. It's therefore more appropriate to use unbalanced

optimal transport instead of balanced optimal transport. However, at the point of convergence, i.e.

when\ is close to its true value,f andg should have the same mass. Therefore, the �nal results of

unbalanced and balanced inversion are very close.

Among the unbalanced metrics, the, 2–WFR metric will not degenerate to, 2 whenf andg have
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Figure 3.4: Reconstruction of the two scale coef�cient\ given in(3.62)for Helmholtz model(3.59).
The synthetic data contains no random noise. From top to bottom:! 2–H � 1– , 1– *, 1¹V = 0•1º.
From left to right: loss value forH � 1 is 5� 10� 6–2� 10� 6–10� 6; loss value for! 2 is 10� 1–10� 2–10� 3;
loss value for, 1– *, 1 is 0•002–0•0015–5 � 10� 4.

the same total mass,, 2–UOT and, 2–GUOT degenerate to, 2 whenf andg have the same total mass,

independent of the parameterU. The, 2–Mixed metric will reduce to, 2 whenVgoes to0. In our

implementation, we take a sequence of parameterV: (: being the iteration step of the algorithm)

that goes to decays to0 as: increases.

In our optimization framework, mass imbalance means the constraints have an empty feasible

set, dealing with mass imbalance is equivalent to relaxing the constraints such that the feasible set is

nonempty. The dealing of imbalance is embedded into the optimization procedure. As we can see
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Figure 3.5: Reconstruction of the two scale coef�cient\ given in(3.62)for Helmholtz model(3.59).
The synthetic data contains no random noise. From top to bottom:, 2– , 2–WFR– , 2–UOT¹ 1

U =
0•1º– , 2–GUOT¹ 1

U = 0•1º– , 2–Mixed¹V = 0•1º. From left to right: loss value for all, 2 types of metrics
is 10� 6–2 � 10� 7–10� 8.

from the results in Figure 3.7, we do not observe signi�cant differences between reconstructions

with , 2–WFR, , 2–GUOT, , 2–UOT, , 2–Mixed and those with, 2, see �gure 3.7. This is expected from

the analysis in the asymptotic regime as the synthetic data we used in the inversion have the same
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Figure 3.6: The same setup as 3.4 with, 2–GUOT algorithm. Relative error for reconstructed\

coef�cients i.e.
¯ 1
0 j\ ¹Gº� \ 4G02C¹Gºj sin¹=cGº3G

¯ 1
0 j\ 4G02C¹Gºj sin¹=cGº3G

– =2 f2–30g.

total mass as the model predictions with the true coef�cients.

3.8.4 Impact of penalty parameters

Experiment 4. The penalty coef�cient is actually very important in, 2–GUOT, , 2–UOT, , 2–Mixed

and*, 1 whenf andg does not have the same total mass. The penalty term controls the degree to

which we enforce the dynamic source term to be as small as possible.

Intuitively speaking, the initial condition of the transport solution should start fromf and end

at g, the initial constraint ensures the accuracy of the reconstruction. The dynamic source term

of , 2–GUOT, , 2–UOT offers the �exibility of enforcing this constraint. A large penalty parameter

puts a large weight on the dynamic source term, and smooths the reconstruction, making it more

dif�cult to reconstruct high-frequency components; Moderate penalty parameter can recover both

high and low-frequency components;. A small penalty parameter will weaken the enforcement of

initial conditions, resulting in systematic reconstruction error, even in low Fourier modes, leading to

totally wrong results. It is shown in �gure 3.8 that as1
U decreases to0, the ability to reconstruct
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Figure 3.7: Reconstruction of the discontinuous absorption coef�cient\ given in (3.63) for
Abel transform problem(3.55). The synthetic data contains1% random noise. First row:
! 2–H � 1– , 2– , 2–WFR; Second row:, 2–UOT¹ 1

U = 0•1º– , 2–GUOT¹ 1
U = 0•1º; Third row: , 2–Mixed¹V =

0•1º– , 1– *, 1¹V = 0•1º. All quadratic Wasserstein metrics results are plotted with loss value10� 7;
while , 1– *, 1 are plotted with loss value10� 3.

high-frequency modes is stronger, but when1
U is too small, the reconstruction fails completely.

Figure 3.8: Reconstruction of the two scale coef�cient\ given in (3.62) for Helmholtz model
(3.59) with , 2–GUOT. The synthetic data contains no random noise. From left to right:1

U is
10� 3–10� 4–10� 5–10� 8. All plotted with loss value10� 5. Notice that when1

U = 10� 8, the plot has a
different scale inHaxis from other plots.
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This phenomenon is more evident in the case of*, 1, see �gures 3.9. As the penalty parameter

Vdecreases, the high-frequency components are more and more accurate, while the low-frequency

components are compressed. Therefore the penalty parameterVin *, 1 can be used to adjust the

reconstruction sensitivity to high or low-frequency components.

Figure 3.9: Reconstruction of the two scale coef�cient\ given in(3.62)for Helmholtz equation
(3.59)with *, 1. The synthetic data contains no random noise. First row:V is 1–0•5–0•1–0•05;
Second row:Vis 10� 2–10� 3–10� 4–10� 8. All plotted with relative loss value10� 3.

3.8.5 Impact of initial guess

Experiment 5. It is impossible to get a fair comparison between the metrics on this since all the

convergences are local. Our initial guesses have to be close enough to the true. In our numerical tests,

we observe in general. However, the algorithms based on the, 2 metrics are not sensitive to initial

guesses, especially when the initial guess has high-frequency components, for instance, piecewise

constant initial guesses. This is in general our experiences in computational inverse problems;

Figure 3.10 is one typical example of a computation process from different initial guesses. And 3.11

show the impact of different initial guesses on the �nal reconstruction of Wasserstein metrics.

Although the path to reconstruction is different, the �nal results and the "speed" of reconstruction

are almost the same for piecewise and constant initial guess.
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Here we use two initial guess,constant initial guess:\ 8=8C80;= 1 and piecewise initial guess

\ 8=8C80;¹Gº =

8>>>>>>>>>>>>>>>>>>>><

>>>>>>>>>>>>>>>>>>>>
:

1 G2 »0–1
6º

1•5 G2 »1
6–2

6º

0•5 G2 »2
6–3

6º

1 G2 »3
6–4

6º

1•5 G2 »4
6–5

6º

0•5 G2 »5
6–1¼

(3.69)

Figure 3.10: Reconstruction of the discontinuous coef�cient\ given in(3.63)for Helmholtz model
(3.59)with , 2–GUOT. The synthetic data contains5% random noise. First row: reconstruction
process with constant initial guess; Second row: reconstruction with piecewise constant initial
guess 3.69. From left to right: initial guess,Vis 10� 3–10� 4–10� 5–10� 6.

3.8.6 Two dimensional simulations

Experiment 6. What we have observed in the previous numerical experiments also appears in

problems in higher-dimensional spaces. This is demonstrated in Figure 3.14 3.13 3.15 3.16 where

we show reconstruction results for the inverse diffusion problem in the two-dimensional domain


 = »0–1¼ � »0–1¼. The domain is covered with a uniform spatial mesh and the time interval

66



C2 »0– ) = 1¼is covered with uniform mesh intervals. Our numerical experiences show that this

phenomenon occurs independently of the exact form of the true coef�cientf . Exact discretization

is in appendix A.12. We use the 2D diffusion equation as forwarding operators 3.57. Same as the

1D examples, we use similar three types of target quantitiesf as follows 3.12

Continuous f .

f ¹G– Hº = 1 � G¹1 � GºB8=¹6cGHºB8=¹2cHº4G� H– ¹G– Hº 2 »0–1¼ � »0–1¼ (3.70)

Discontinuousf .

f ¹G– Hº = 1 ¸ X ¹G–Hº2»1
3–2

3¼�»1
3–2

3¼– ¹G– Hº 2 »0–1¼ � »0–1¼ (3.71)

Two scalef .

f ¹G– Hº = 1 ¸ 0•5 sin¹2cGº sin¹2cHº ¸ 0•1 sin¹10cGº sin¹10cHº– ¹G– Hº 2 »0–1¼ � »0–1¼ (3.72)

Our numerical experiences show that two-dimensional Wasserstein metrics are similar to one-

dimensional cases. We showcase the following three numerical examples for two-dimensional

reconstruction: Discontinuous shape with noise 3.13, the continuous case 3.14 and the two scale

cases for separation of frequencies 3.15 3.16.

3.8.7 Further discussions

Ill-conditioningness and regularity assumptions. As we have seen from the simpli�ed analysis

of linear inverse problems in the previous section, the quality of the inversion is determined by the

combined effects of the Wasserstein metrics, the smoothing properties of the forward operators,

and the regularity assumptions we impose on the unknown to be reconstructed. When the operator

is very smooth or the unknown is assumed to be very smooth, the role of the Wasserstein is less

prominent.
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Disparity of frequencies. Due to the fact that high-frequency are damped, low-frequency compo-

nents of the model prediction and data have a larger role in the objective function. Therefore, the

gradient weighted more on the low-frequency part. The algorithm therefore matches low-frequency

information �rst and then matches high-frequency information. This is very different from the! 2

case, where high-frequency information dominates the gradients, resulting in the algorithm trying to

match high-frequency information �rst. At high frequency, the objective function has lots of local

minimums. Therefore, the iteration is hard to converge.

Preservation of original solutions. Balanced mass Wasserstein distance does not change the

original solution, to be more precise, when no noise is presented in the data, the original solution is

the global minimizer for the corresponding optimization problem of the Wasserstein metric. This is

observed by our numerical experiments that after suf�cient iterations, the solution generated from

Wasserstein metrics is the same as the solution generated by! 2 norm, see �gure 3.3. If there is

noise in the data, however, Wasserstein metrics are more robust against noise.

Robustness of, 2 against noise. What is that we gain: robustness against noise. The most

important effect of, 2 is damping or delaying of high-frequency components in the reconstruction.

So that we can control the effect of high-frequency modes as long as our numerical tests stop at an

appropriate iteration. More than often, high-frequency means noises. Thus robustness against noise.

Loss of resolution with , 2. What is that we gain: robustness against noise. The most important

effect of, 2 is damping or delaying of high-frequency components in the reconstruction. So that we

can control the impact of high-frequency modes as long as our numerical tests stop at an appropriate

iteration. More than often, high-frequency means noises. Thus robustness against noise.

The impact of mass imbalance. Balanced or imbalanced? On the one hand, unbalanced optimal

transport should be used since we do not have the balance of mass until the last steps of the iterations.

However, imbalanced optimal transport has a “regularization” parameter in the formulation that
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requires training in practice. On the other hand, in the end, we need mass balance since otherwise

the solution we obtained is not the true solution. Therefore, we should take the parameterV(or 1
U) to

0.

Optimization framework. We recommend combining Wasserstein formula and the forward

problem into a single optimization framework: utilize the �uid dynamic formulation of the optimal

transport, and treat the forward operator as the constraint. Let the optimization packages worry

about the convergence and mass unbalance issue. Details of the discretization of different schemes

are in the appendix.

Computational cost. Computationally, all the, 2 metrics increase the problem dimension by

adding a new temporal dimension, which is more computationally expensive than the! 2, andH � 1

approaches. The cost among different Wasserstein metrics looks similar. Considering thatH � 1 has

similar reconstructing properties as, 2 type of metrics, it is recommended to applyH � 1 approach.
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Figure 3.11: Reconstruction of the discontinuous coef�cient\ given in(3.63)for Helmholtz model
(3.59). The synthetic data contains5%random noise. First column: reconstruction process with con-
stant1 initial guess; Second column: reconstruction with piecewise constant initial guess 3.69. From
top to bottom:, 2– , 2–WFR– , 2–UOT¹ 1

U = 0•1º– , 2–GUOT¹ 1
U = 0•1º– , 2–Mixed¹V = 0•1º– , 1– *, 1¹V =

0•1º. All results of quadratic Wasserstein metrics are plotted with loss value10� 6; , 1– *, 1 results
are plotted with loss value10� 3
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Figure 3.12: Exact shape of two dimensional unknowns. From left to right: continuous shape,
discontinuous shape, two scale shape.
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Figure 3.13: Reconstructing the discontinuous shape absorption coef�cientf in 3.70 for the 2D
diffusion equation. First row from left to right : the exactf , ! 2; Second row from left to right:
H � 1, , 2; Third row from left to right:, 2–WFR, , 2–UOT( 1

U = 0•1); fourth row: , 2–GUOT( 1
U = 0•1),

, 2–Mixed(V = 0•1). The synthetic data contains10%of random noise, loss value is5 � 10� 6 for all
results.
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Figure 3.14: Reconstructing the continuous shape absorption coef�cientf in 3.70 for the 2D
diffusion equation. First row from left to right : the exactf , ! 2; Second row from left to right:
H � 1, , 2; Third row from left to right:, 2–WFR, , 2–UOT( 1

U = 0•1); fourth row: , 2–GUOT( 1
U = 0•1),

, 2–Mixed(V = 0•1). The synthetic data contains no of random noise, loss value is10� 9 for all results.
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Figure 3.15: Reconstruction of the two scale coef�cientf given in(3.72)the 2D diffusion equation.
The synthetic data contains no random noise. From left to right: loss value is5� 10� 6–5� 10� 7–10� 8

respectively. From top to bottom:! 2–H � 1.
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Figure 3.16: Reconstruction of the two scale coef�cientf given in(3.72)the 2D diffusion equation.
The synthetic data contains no random noise. From left to right: loss value is5� 10� 6–5� 10� 7–10� 8

respectively. From top to bottom:, 2– , 2–WFR– , 2–UOT¹ 1
U = 0•1º– , 2–GUOT¹ 1

U = 0•1º– , 2–Mixed¹V =
0•1º.
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Chapter 4: Neural Network Induced Loss Function

Non-linear inverse problems are usually solved after discretization by optimization or variants

thereof. While the gradient-based method converges well with an initial guess close to the true

solution or the optimization loss landscape is convex, its convergence behavior can be erratic and the

method can fail if the initial guess is far from the solution. In this chapter, we propose an approach

to design loss functions induced by a well-trained neural network, applied directly to the non-linear

operators and then obtained near convex landscapes, which are often simpler to solve.

The universal approximation theorem guarantees that neural networks can approximate any

continuous function to arbitrary accuracy with no constraint on the width and depth of the hidden

layers[31][63]. This offers a niche way of constructing landscapes in the scope of inverse problems.

This chapter is based on [35]

4.1 Convexify loss landscape by neural network

To be consistent with the setups in this chapter, we change the notation of input as< instead of

\ ;

Suppose< 2 ! 2¹
 º, and6 2 . , where
 is a smooth domain, and. is some Banach space. We

apply deep learning methods to train a neural network, denoted bybf � 1
U ¹�º, with U denoting the set

of parameters of the neural networks, to approximate the inverse operatorf � 1. A training process

based on the! 2 loss function can be formulated as:

bU = arg min
U2�

L ¹Uº with L ¹Uº :=
1

2#

#Õ

9=1

k< 9 � bf � 1
U ¹g9ºk2

! 2¹
 º

where� represents the space of parameters of the network. The training dataset is generated

synthetically: for each data point¹g9– <9º, g9 is generated by evaluating the forward operator
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f ¹< 9º.

The neural network induced loss function is

;>BB¹0– 1º = kbf � 1
bU ¹0º � bf � 1

bU ¹1ºk2
! 2¹
 º– 0– 12 
 (4.1)

Under the neural network induced loss function, we seek to solve for following pre-conditioned

nonlinear inverse problem

bf � 1
bU

�
f ¹< º

�
= bf � 1

bU ¹gXº (4.2)

And the corresponding landscape function for neural network induced loss function is of the

following form

;B## ¹< º = kbf � 1
bU ¹f ¹< ºº � bf � 1

bU ¹gºk2
! 2¹
 º (4.3)

When the neural network can perfectly approximatef � 1, i.e.bf � 1
bU = f � 1, we have

;B## ¹< º = kf � 1¹f ¹< ºº � f � 1¹gºk2
! 2¹
 º

= k< � f � 1¹gºk2
! 2¹
 º

(4.4)

The loss landscape;B## ¹< º is convex, in fact, a quadratic functional of< . When the learning is

not perfect but suf�ciently accurate,;B## ¹< º still has an advantageous landscape. This is given in

the following result.

Lemma 4.1.1.Letbf � 1
bU : g 2 . 7! < 2 ! 2¹
 º be an approximation tof � 1 with Fréchet derivative

at g given as3bf � 1
bU »g¼. Assume that

sup
<

kbf � 1
bU

�
f ¹< º

�
� < k! 2¹
 º � n (4.5)

and

� := 1 ¸ sup
g

k3bf � 1
bU »g¼kL¹ . ;! 2¹
 ºº Ÿ ¸1 (4.6)
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for somen ¡ 0 andg%= f ¹< 0º ¸ %for some%with k%k. suf�ciently small. Then we have that

�
�
�kbf � 1

bU

�
f ¹< º

�
� bf � 1

bU ¹g%ºk! 2¹
 º � k < � < 0k! 2¹
 º

�
�
� � 2n ¸ � k%k. • (4.7)

Proof. We denote byA¹< º = bf � 1
bU

�
f ¹< º

�
� < . We then have, by Taylor's theorem, that

bf � 1
bU ¹g%º = bf � 1

bU ¹f ¹< 0º ¸ %º = < 0 ¸ A¹< 0º ¸ 3bf � 1
bU »f ¹< 0º¼

�
%
�

¸ >¹%º–

wherelim
%! 0

k>¹%ºk! 2¹
 º

k%k.
= 0. We therefore have

bf � 1
bU

�
f ¹< º

�
� bf � 1

bU ¹g%º = < � < 0 ¸ A¹< º � A¹< 0º � 3bf � 1
bU »f ¹< 0º¼

�
%
�

¸ >¹%º •

We can now use the triangle inequality to conclude that

jkbf � 1
bU

�
f ¹< º

�
� bf � 1

bU ¹g%ºk! 2¹
 º � k < � < 0k! 2¹
 º j

� k A¹< º � A¹< 0º � 3bf � 1
bU »f ¹< 0º¼

�
%
�

¸ >¹%ºk! 2¹
 º

� k A¹< ºk! 2¹
 º ¸ k A¹< 0ºk! 2¹
 º ¸ k 3bf � 1
bU »f ¹< 0º¼

�
%
�
k! 2¹
 º ¸ k >¹%ºk! 2¹
 º

� 2n ¸ � k%k.

(4.8)

where the last step comes from the assumptions in (4.5) and (4.6). The proof is complete.�

This result says that if the noise levelXin datagX is suf�ciently small and the Fréchet derivative

of f � 1
bU is bounded, then the loss landscape;B## ¹< º under neural network induced loss function

behaves similarly to the quadratic functionalk< � bf � 1
bU ¹gºk2

! 2¹
 º
provided that the training process

forbf � 1
bU is accurate enough. Therefore, the loss landscape under the neural network is approximately

quadratic functional with error only depending on the neural network itself and the noise level

in the dataset. It is clear that we can replace the strong assumption on the accuracy ofbf � 1
bU ,

sup
<

kbf � 1
bU

�
f ¹< º

�
� < k! 2¹
 º � n, with the weaker assumptionkbf � 1

bU

�
f ¹< º

�
� < k! 2¹
 º � nk< k! 2¹
 º,

in which case the2n term in the bound(4.7) will be replaced byn¹k< k! 2¹
 º ¸ k < 0k! 2¹
 ºº. The

conclusion still holds.
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Due to the smoothing property of the forward operator, the stability of the trained inverse

operator, measured by the boundedness of its Fréchet derivative, is enough to ensure the accuracy

of the neural network reconstruction. Therefore, if we could train network approximations with

such stability properties, they have good generalization capabilities in the output space.

Lemma 4.1.2.Let<– <0 2 C2¹
 º \ » < –< ¼for some0 Ÿ < Ÿ < Ÿ ¸1 . Then, whenk< � < 0k! 2¹
 º

is suf�ciently small, there exists a constantc such that

kbf � 1
bU

�
f ¹< º

�
� bf � 1

bU

�
f ¹< 0º

�
k! 2¹
 º � ck< � < 0k! 2¹
 º (4.9)

Proof. The map< 7! g := f ¹< º is Fréchet differentiable with the derivative at< in direction e<

denoted as3f »< ¼¹e< º. By Taylor's theorem, we have

bf � 1
bU

�
f ¹< º

�
= bf � 1

bU

�
f ¹< 0º ¸ 3f »< 0¼¹< � < 0º ¸ >¹< � < 0º

�

= bf � 1
bU

�
f ¹< 0º

�
¸ 3bf � 1

bU »f ¹< 0º¼
�
3f »< 0¼¹< � < 0º

�
¸ e>¹< � < 0º–

where lim
< ! < 0

k>¹< � < 0ºk.
k< � < 0k! 2¹
 º

= lim
< ! < 0

ke>¹< � < 0ºk! 2¹
 º

k< � < 0k! 2¹
 º
= 0. We therefore have

bf � 1
bU

�
f ¹< º

�
� bf � 1

bU ¹f ¹< 0ºº = 3bf � 1
bU »5¹< 0º¼

�
3f »< 0¼¹< � < 0º

�
¸ e>¹< � < 0º •

The bound in (4.9) then follows from the assumption (4.6). �

When the class of input variable is suf�ciently nice, for instance, when each< can be represented

with a small number of Fourier coef�cients in a narrow frequency band, one can hope that accurate

training is achievable. When this is the case, Lemma 4.1.1 and Lemma 4.1.2 ensure that the learned

model can be utilized to facilitate the new loss landscape.
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4.2 Numerical methods

We list two numerical methods for solving the inverse problems with neural network induced

loss functions.

4.2.1 Gradient descent iteration

Modern deep learning softwares such as pytorch and tensor�ow have developed ef�cient auto

differentiation algorithms [11]. With the help of those algorithms, we can compute gradient of

inverse operator, i.e.3bf � 1
bU »g¼both ef�ciently and accurately. Due to the chain rule, we have that

m;B## ¹< º
m<

= ¹bf � 1
bU ¹f ¹< ºº � bf � 1

bU ¹gºº3bf � 1
bU »f ¹< º¼3f »< ¼ (4.10)

where3f »< ¼represents the gradient of forward operatorf at direction of< . We can solve the

inverse problem by minimizing the landscape function with gradient descent or gradient-based

algorithms such as ADAM [72]

4.2.2 Neumann series iteration

When an accurate training off � 1 is not available, we can train a good approximation to the

inverse, that is, when the operatorI � bf � 1
bU � f is not zero but small in an appropriate operator

norm, the inverse problem(4.2)can be solved by using Neumann series. More precisely, we can

rewrite (4.2) as

< �  ¹< º = bf � 1
bU ¹gXº–  := I � bf � 1

bU � f

whose solution can be expressed in a Neumann series as

b< = ¹I �  º� 1¹bf � 1
bU ¹gXºº =

1Õ

9=0

 9�bf � 1
bU ¹gXº

�
• (4.11)

The better the approximationbf � 1
bU is to f � 1, the faster the series converges.
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4.3 Case study: full wave inversion

Full waveform inversion (FWI) refers to the process of extracting information on physical

parameters of wave equations from data related to the solutions to the wave equations [4, 17, 19, 21,

26, 37, 41, 91, 99, 109, 110, 111, 122, 132, 134, 137]. In seismic imaging, this is manifested as the

problem of reconstructing the speed distribution of seismic waves in the interior of the Earth from

measured wave �eld data on the earth surface. The sources of the measured waves could come either

from nature, such as earthquakes or from geophysical exploration activities by humankind, such

as air guns and seismic vibrators. We refer interested readers to [22, 48, 103, 138] and references

therein for overviews on the recent development in the �eld of FWI for geophysical applications.

While the term FWI was mainly coined in the seismic imaging community, FWI also has a wide

range of applications in other imaging applications, such as in medical ultrasound imaging [7, 16,

60, 67, 81, 93, 96, 141]. From the practical point of view, the main difference between geophysical

and medical FWI is that the quality of the dataset collected in medical applications, both in terms of

the variety of source-detector con�gurations can be arranged and in terms of the frequency contents

of the incident sources, is much richer than that of the geophysical FWI dataset.

For the sake of concreteness, let us consider the simplest model of acoustic wave propagation in

a heterogeneous medium
 with wave speed �eld< ¹xº ¡ 0. The wave �eldDsolves

1
< 2¹xº

m2D
m2C

� � D = 0– in ¹0–̧ 1º � 


mD
mn

= � ¹C–xº– on ¹0–̧ 1º � m

(4.12)

with an appropriate initial condition. Here,n is the unit outward normal vector of the domain bound-

ary atx 2 m
 . The data that we measure is time traces of the solution to the wave equation(4.12)

at a set of detector locations, say� � R3, for a period of time, say) , that is,

6 := D¹C–xºj¹0–)¼�� • (4.13)

81



The objective of FWI in this setting is to recover the unknown wave speed �eld< in the wave

equation(4.12)from the measured dataD¹C–xºj ¹0–)¼�� collected in a multi-source multi-detector

con�guration. This is a challenging inverse problem that has rich mathematical and computational

content. The main computational strategy, due to the lack of explicit/semi-explicit reconstruction

methods, in solving the FWI inverse problem as well as many other model-based inverse problems,

is the classical! 2 least-squares formulations where we search for the inverse solution by minimizing

the ! 2 mismatch between model predictions and observed data. To formulate this more precisely,

we assume that we collect data from# Bacoustic sourcesf � Bg
# B
B=1, and we denote by5¹< ; � Bº the

forward model that takes< to the corresponding wave �eld data6B (1 � B� # B). Then the inverse

problem of reconstructing< from measured data6X
B aims at solving the following operator equation:

f ¹< º = gX (4.14)

where

f ¹< º :=

©
­
­
­
­
­
­
­
­
­
­
­
­
«

5¹< ; � 1º
•••

5¹< ; � Bº
•••

5¹< ; � # Bº

ª
®
®
®
®
®
®
®
®
®
®
®
®
¬

and gX :=

©
­
­
­
­
­
­
­
­
­
­
­
­
«

6X
1
•••

6X
B

•••

6X
# B

ª
®
®
®
®
®
®
®
®
®
®
®
®
¬

•

The superscriptXdenotes the fact that the datum6 is polluted by measurement noise. The classical

! 2 least-squares method performs the reconstruction by searching for< that minimizes the mismatch

functional (with the possibility of adding a regularization term):

	 ¹< º :=
1
2

kf ¹< º � gXk2
»! 2¹¹0–)¼�� º¼# B • (4.15)

This challenging numerical optimization problem has been extensively studied in the past three

decades. Many novel methods have been developed to address two of the main challenges: (i) the

high computational cost needed to reconstruct high-resolution images of< , and (ii) the abundance

82



of local minimizers (due to the non-convexity of the least-squares functional) that trap iterative re-

construction algorithms; see for instance [22, 48, 120] for a detailed explanation of those challenges

among others.

In recent years, there has been great interest in the FWI community to use deep learning tech-

niques based on neural networks to replace the classical least-squares based inversion methods [1,

6, 30, 44, 46, 64, 68, 70, 89, 94, 117, 127, 128, 129, 130, 143, 145, 149, 150, 151]. Assume that we

are given a set of sampled data

f g9 := ¹691–� � � – 69B–� � � – 69#Bº
T – <9g#

9=1 – (4.16)

wheref < 9g#
9=1 are a set of# velocity pro�les sampled from a given distribution andf g9g#

9=1 are the

corresponding wave �eld predictions generated from# Bsourcesf � Bg
# B
B=1 with the modelg = f ¹< º.

Deep learning methods try to train a neural network, denoted byf � 1
U ¹gº, with U denoting the set of

parameters (that is, the weight matrices and the bias vectors) of the neural networks, that represents

the inverse operatorf � 1. A training process based on the! 2 loss functional can be formulated as:

bU = arg min
U2�

L ¹Uº with L ¹Uº :=
1

2#

#Õ

9=1

k< 9 � f � 1
U ¹g9ºk2

! 2¹
 º

where� represents the network's space of parameters, a regularization term can be added to the

loss functionL ¹Uº to help stabilize the training process. The number of samples# needs to be

large enough in order forL ¹Uº to be a good approximation to the expectation of the mismatch over

the distribution:E< »k< � f � 1
U ¹g¹< ººk2

! 2¹
 º
¼. Many other loss functions can be used, but we will

not dive into this direction. Note that since we know, the forward operatorf and are only interested

in learning its inverse operator, the datasets used in the training process are synthetic: for each data

point ¹g9– <9º, g9 is constructed by solving the wave equation(4.12)with the given speed �eld< 9

and evaluate (4.13).

Numerical experiments, such as those documented in [6, 70, 89, 127, 143, 145, 149, 150, 151],

showed that, with suf�ciently large training datasets, it is possible to train highly accurate inverse

83



operators that can be used to directly map measured wave �eld data into the velocity �eld. This,

together with the recent success in learning inverse operators for other inverse problems (see for

instance [2, 10, 20, 47, 113, 124] for some examples) has led many to believe, probably overly

optimistically, that one can completely replace classical computational inversion with of�ine deep

learning.

Despite the tremendous success in deep learning for FWI, it is still computational challenging

to train a once-for-all inverse machinef � 1
U . First, with the aim of reconstructing high-resolution

images of the velocity �eld< ¹xº, the size of the neural networks to be constructed as a discrete

representation off � 1
U is prohibitively large. Second, it is well known thatf : < 7! g is a smoothing

operator (between appropriate spaces; see for instance [66] and references therein for more precise

mathematical characterization of the statement). The inverse operator is therefore de-smoothing.

Learning such operators requires the ability to capture precisely high-frequency information in

the training data, and this is very hard to do in the training process as deep neural networks tend

to capture low-frequency components of the data much more ef�ciently than the high-frequency

components [112, 118, 144]. On top of the above, the inverse operatorf � 1
U we learned from model-

generated data very often has limited generalization, making it challenging to apply the operator to

new measured datasets.

In this chapter, we propose an of�ine-online computational strategy for coupling classical least-

squares based computational inversion with deep learning based approaches for FWI to achieve

advantages that can not be achieved with only one of the components. Roughly speaking, we utilize

of�ine trained approximate inverse of the operatorf to pre-condition online least-squares based

numerical reconstructions. Instead of pursuing high-quality training of highly accurate inverse

operators, we train neural networks that only capture the main features in the velocity �eld. This

relaxes dramatically the requirement on both the size of the dataset and the computational resources

needed in the training process, and the trained model is more generalizable to other classes of

velocity models. Meanwhile, the of�ine trained approximate inverse is suf�cient as a nonlinear

pre-conditioner to improve the speed of convergence of the classical least-squares based FWI
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numerical reconstruction in the online stage of the inversion.

The rest of this chapter is organized as follows. We �rst describe the proposed coupling strategy

in Section 4.4 in the abstract setting. We then present some preliminary understanding of the training

and reconstruction stage of the method in Section 4.5. In Section 4.6 we discuss the details of the

implementation of the strategy. Extensive numerical simulations are presented in Section 4.7 to

demonstrate the performance of the learning-inversion coupling.

4.4 Coupling learning with FWI

Our main objective here is to couple the deep learning based image reconstruction approach

with the classical least-squares based image reconstruction method for FWI. More precisely, we

utilize the approximate inverse we learned with neural networks to construct a new loss function for

least-squares based FWI reconstruction from measured data.

4.4.1 Robust of�ine learning of main features

In the of�ine learning stage, we use deep learning to train an approximate inverse of the operator

f . As we outlined in the previous section, our main argument is that the learning process can only

be performed reliably on a small number of dominant features of the velocity �eld. First, resolving

all details of the velocity �eld requires over-sized neural networks that demand an exceedingly large

amount of training data, not to mention that such networks are computationally formidable to train

reliably. Second, large neural networks or large sizes display serious frequency bias in picking

up frequency contents in the training datasets [144], making it inef�cient to �t high-frequency

components of the velocity �eld. Despite all the challenges in resolving high-frequency features, it

has been shown in different scenarios that learning low-frequency components of the velocity pro�le

can be done in a robust manner [88, 115, 129]. This means that if we take the Fourier representation,

the lower Fourier modes of the inverse operator can be learned stably. This good low-frequency

approximate inverse is our main interest in the learning stage (even though an accurate inverse itself

would be better if one can realistically have it).
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Let M be the feature map we selected, andm the corresponding feature vector, that is,

M : < ¹xº 2 M 7�! m 2 M –

whereM � ! 2¹
 º is the class of velocity �eld that we are interested in andM is the space of the

feature vectors. Motivated by the analysis of weighted optimization in [38, 39], we train a network,

which we still denote asf � 1
U : g 7! m, using the synthetic dataset(4.16), through the optimization

problem

bU = arg min
U2�

L¹ Uº with L¹ Uº :=
1

2#

#Õ

9=1






 - ~

�
m9 � f � 1

U ¹g9º
� 






2

M
(4.17)

where the weight vector- is selected to weigh the loss heavily on the features we are interested in

while damping the features that are hard to learn stably. The� is used to denote the componentwise

product between the vectors involved. The selection of the feature vectors as well as the weighting

vector- will be discussed in Section 4.7 in more detail. For the purpose of illustrating the main

idea, let us point out that one example is to think of (4.17) as the equivalence of

bU = arg min
U2�

1
2#

#Õ

9=1

¹




� ¹



` ¹x � yº

�
< 9¹yº � f � 1

U ¹g9º¹yº
�
3y

� 2
3x

in the Fourier domain, i.e. when the features we use are Fourier modes, with- being the Fourier

transform of the kernel̀ ¹xº. If we take` to be a smoothing kernel, such as a Gaussian kernel,

- will decay fast with the increase of the frequency. In such a case, the learning problem(4.17)

focuses on the lower Fourier modes of the velocity �eld< .

Weighted optimization schemes of the form(4.17) with weight - to emphasize dominant

features in the learning problems have been extensively studied in the learning and inverse problems

community; see [39] and references therein. When the feature we selected are Fourier basis, it has

been shown that the correct selection of the weight- in the training scheme can lead to more robust

learning results for a class of modelsf � 1
U following certain distributions, sometimes at the expense

of learning accuracy, with better generalization capabilities [39]. This is the main motivation for us
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to adopt this strategy for our purpose in this research.

4.4.2 New loss function for online inversion

In the online reconstructions stage, we utilize the approximate inverse we trained to construct a

new loss function for FWI image reconstruction from given noisy datagX. More precisely, instead

of solving the problem (4.14), we aim to solve the modi�ed model

bf � 1
bU

�
f ¹< º

�
= bf � 1

bU ¹gXº (4.18)

where

bf � 1
bU := M � 1 � f � 1

bU : g 7! <

is the learned approximate tof � 1 (while f � 1
bU : g 7! m is the learned representation inM ).

The least-squares formulation for the reconstruction problem now takes the form

b< = arg min
< 2M

� ¹< º – (4.19)

with

� ¹< º :=
1
2

kbf � 1
bU

�
f ¹< º

�
� bf � 1

bU ¹gXºk2
! 2¹
 º ¸

W
2

kM � 1¹ - � 1 ~ mºk2
! 2¹
 º • (4.20)

The last term in the objective functional is a Tikhonov regularization functional that imposes a

smoothness constraint on the target velocity �eld. This smoothness constraint is selected such that

it is consistent with the training process. The natural initial guess for any iterative solution scheme

for this minimization problem is< 0 := bf � 1
bU ¹gXº.

Let us emphasize that there is a signi�cant difference between the! 2 loss function� ¹< º we

introduced in(4.20), ignoring the regularization term, and the standard! 2 loss function	 ¹< º

de�ned in (4.15). Our loss function� ¹< º measures the mismatch between the approximations of

the predicted velocity �eld and the true velocity �eld corresponding to the measured data, while

the standard loss function	 ¹< º measures the mismatch between predicted wave �eld data with
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measured wave �eld data. In other words, our loss function works on the parameter space (also

called the model space in the FWI literature, that is, the space of the velocity �eld) while the

standard loss function is de�ned on the signal space (that is the space of wave �eld signals at

the detectors). With reasonably-trainedbf � 1
bU , the functional� ¹< º has advantageous landscape for

optimization purpose as we will demonstrate in the numerical simulations in Section 4.7.

4.4.3 The bene�ts of the coupling approach

The of�ine-online coupling scheme we proposed allowed us to focus on training a robust

approximate inverse instead of the exact inverse. This makes the learning process more stable

and also requires less computational resources (in terms of the amount of data, the size of the

network, and the computational cost for optimization) than training an accurate inverse. Moreover,

the sacri�ce in accuracy brings better generalizability for the learned approximate inverse. On the

computational side, the trained approximate inverse serves as a “preconditioner" for the inversion

process. It can not only provide a good initial guess for the reconstruction but also simplify the

landscape of the optimization problem.

We �nish this section with the following remark. In the ideal case when all the operators

involved are invertible as they should be, the solution to(4.18)is identical to the solution to(4.14),

assuming thatg indeed lives in the range off . Therefore, our formulation does not change the true

solution to the original inverse problem. However, as we will see, the new formulation utilizes the

result of learning to facilitate the FWI reconstruction in terms of saving computational cost as well

as making the optimization landscape more desirable.

4.5 Formal understanding of the coupling

We now attempt to gain a more systematic understanding of the coupling strategy. As we have

argued in the previous sections, it is computationally challenging to train neural networks that

are accurate approximations of the inverse operator and are very generalizable at the same time.

However, there is certainly some dominant information in the inverse operator that we could extract
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with learning and this is the approximate inverse that we are interested in constructing.

4.5.1 Elements of network training

Due to the fact that the training data we have are generated from exactly the same operator we

are trying to represent with the neural network, the learning process we have is much more under

control than those purely data-driven learning problems in applications. Here we highlight a few

critical issues in the learning process without getting into the details of the implementation of the

learning algorithm.

Sampling training data. To learn the inverse operator, we need to pay attention to both its input

space and its output space. While our focus will be on learning the low-frequency component of

the inverse operator, we want the training data to include as much high-frequency information as

possible to gain generalization capability in the input space. LetKout be the frequency range for

the network output that we are interested in recovering andK in the frequency range of the velocity

�elds that generated the wave�eld data. We construct the training dataset as

f < 9¹xº–g := f ¹< 9¹xº ¸ e< 9¹xººg#
9=1

wheree< 9¹xº are selected such thatF ¹ e< 9º¹kº = 0 8k 2 Kout, andF ¹ e< 9º¹kº < 0 8k 2 K innKout

(F ¹< º denoting the Fourier transform of< ). In other words, we train the network with input wave-

�eld data having richer frequency content of the velocity �eld than the output velocity �eld. This

construction enriches the frequency content of the input data but does not increase the computational

cost of the training process.

The well-known result on the differentiability of the datag with respect to< , quoted in the

proposition below, indicates that the input space of the inverse operator, i.e., the range of the forward

operator, is quantitatively smoother than the output space (the velocity space) that we are working

with. Therefore, a well-trained network approximation should have good interpolation ability

in applications when the space of velocity �eld we are interested in working with is suf�ciently
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smooth.

Proposition 4.5.1( [9, 32, 66]). Let 
 be a smooth domain and� ¹C–xº be the restriction of aC1

function onm
 . Assume further that< 2 C2¹ �
 º \ » < –< ¼for some0 Ÿ < Ÿ < Ÿ ¸1 . Then the

map: f ¹< º : < 7�! g is Fréchet differentiable at any< 2 C2¹ �
 º \ » < –< ¼.

The result is standard. We refer interested readers to [9, 32, 66] and references therein for more

precise formulations of it in different scenarios. This result also ensures that if we can train a stable

network, then the learning quality is guaranteed; see Lemma 4.1.2 below.

Network training error. Our main objective of this work is to focus the learning process on the

low-frequency content of the output of the inverse operator. We do this with the weighted optimiza-

tion scheme(4.17)by selecting weight- that heavily penalizes the low-frequency component of

the mismatch of true data and the network prediction. The impact of such weighting schemes on the

learning results have been analyzed extensively; see [38, 39] and reference therein. We illustrate

this in an extremely simpli�ed setting. LetF := ¹f � 1º0¹< 0º be the linearization off � 1 at < 0 for a

one-dimensional medium. Assume that the learning loss functionL¹ Uº in (4.17)is minimized to

the order ofY2 in the training process. Then on the leading order, the trainedF satis�es

- ~ ¹m � FGº � O¹ Yº–

wherem = »m1–� � � –m# ¼is the matrix whose columns are vectors of the Fourier coef�cients of the

training velocity samplesf < 9g#
9=1, G = »g1–� � � –g# ¼is a matrix whose columns are vectors of the

input data, andO¹Yº is a diagonal matrix of size orderY. The trained linearized inverse operator,

when applied to a new input datagX, gives the result

FgX �
�
m � - � 1 ~ O¹Yº

�
GT ¹GGT º� 1gX•

The nature of- indicates that the relative error in the learned output is more signi�cant in the

high-frequency Fourier modes.
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4.5.2 Computational simpli�cations

The reconstruction stage of the coupling can be greatly simpli�ed when the training of the neural

network approximation is suf�ciently accurate.

First, the coupling method will degenerate into a deep learning based method when we have

con�dence in our ability to train an accurate deep neural network representation of the inverse

operator in FWI. Indeed, whenbf � 1
bU = f � 1, that is,bf � 1

bU is exactly the inverse, the reconstruction

step (4.19) simpli�es to

b< = arg min
< 2M

1
2

k< � bf � 1
bU ¹gXºk2

! 2¹
 º ¸
W
2

kr < k2
! 2¹
 º –

assuming, only for the sake of simplifying the notation, that the weighting operator` ¹x � yº is

taken as an integral operator such that- � 1¹kº = k. This gives a fast inversion for the new data and

immediately leads to the optimal selection of the regularization parameter when the regularization

term is not too complicated. In this case, we simply did a post-process on the deep learning

reconstruction given by the operatorbf � 1
bU . The solutions to this are explicitly given as

b< = ¹I ¸ W� º� 1bf � 1
bU ¹gXº –

whereI is the identity and� is the Laplacian operator. Therefore,< is simply a smoothed version

of the result produced by the trained neural network,bf � 1
bU ¹gXº. The exact form of the smoothing

effect depends on the selection of` .

Second, training of inverse operatorf � 1 of FWI may be dif�cult due to computational or

analytical reasons. Fortunately, even if we do not possess an accurate training off � 1, we can

still gain something by using Neumann series, as we discussed above 4.2.2. However, Neumann

series do require we can train a fairly good approximation to the inverse, that is, when the operator

I � bf � 1
bU � f is not zero but small in an appropriate operator norm. For the training we had, see more

discussion in Section 4.7, a few terms of the Neumann series often provide suf�cient accuracy for
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the reconstruction.

Let us emphasize that by the informal analysis in Section 4.5.1, the error in the learning implies

roughly thatjF
�
< �  ¹< º

�
¹kºj � Z¹kºk< k! 2¹
 º with Z¹kº large for largejkj. Due to the fact that

the operator norm ofI �  is bounded below bymaxk Z¹kº, this means that the convergence speed

of the Neumann series is controlled by the worst training error in the (high-frequency) Fourier

modes.

4.5.3 Utilizing learning outside of training domain

It is essential to point out that the weight- in the weighted training scheme(4.17)should be

selected to emphasize the low-frequency components of the output and penalize the high-frequency

components. It should not altogether remove the high-frequency components. If it does, then the

high-frequency components of the velocity �eld in the reconstruction stage can not be recovered with

the optimization problem(4.19). This is an obvious yet important observation that we summarize

as a lemma to emphasize it.

Lemma 4.5.2. Let bf � 1
bU be such that for any< , F »bf � 1

bU ¹f ¹< ºº¼¹kº = 0 8jkj ¡ : 0, and b< be

reconstructed from(4.19)with a gradient-based iterative scheme or the Neumann series method

in (4.11). ThenF »b< ¼¹kº = 0 8jkj ¡ : 0.

Proof. Under the assumption onbf � 1
bU , it is straightforward to check thatF ¹< 0º¹kº = 0 (< 0 :=

bf � 1
bU ¹gXº) 8jkj ¡ : 0, andF ¹  9< 0º¹kº = 0 8jkj ¡ : 0, for any 9 � 1. ThereforeF ¹ b< º¹kº = 0

8jkj ¡ : 0. Let < � be the� -th iteration of a gradient based iterative scheme, thenF ¹A¹< � ºº¹kº = 0

(A¹< º := bf � 1
bU

�
f ¹< º

�
� bf � 1

bU ¹gXº) 8jkj ¡ : 0. This leads to the fact thatF
�
3� »< � ¼¹X<º

�
¹kº = 0 for

anyX<. Therefore,F ¹< � ¸ 1º¹kº = 0 8jkj ¡ : 0. The rest of the proof follows from an induction.�

For any velocity �eld that can be written as< 1 ¸ X< with < 1 the prediction of the trained

neural network andX< outside of the range of the neural network but either has a small amplitude

(compared to that of< ) or has large amplitude by small support compared to the size of the domain

(in which caseX< is very localized), we can recoverX< with an additional linearized reconstruction
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step. We linearize the inverse problem around the network predictionf � 1
bU ¹gXº. The reconstruction

can be performed with a classical migration scheme or equivalently by minimizing the following

quadratic approximation to the functional (4.20):

	 & ¹< º =
1
2






 f ¹< 1º ¸ 3f »< 1¼

�
< � < 1

�
� gX








2

»! 2¹¹0–)¼�� º¼# B
¸

W
2

kr < k2
! 2¹
 º – (4.21)

where< 1 := f � 1
bU ¹gXº.

4.6 Computational implementation

We now provide some details on the implementation of the coupling framework we outlined in

the previous section. For computational simplicity, we focus on the implementation in two spatial

dimensions even though the methodology itself is independent of the dimension of the problem.

4.6.1 Computational setup

Figure 4.1: The two-dimensional computational domain
 = ¹0– !º � ¹� �– 0º for wave propagation.
Periodic boundary conditions are imposed on the left and right boundaries. In geophysical appli-
cations, sources and detectors are placed on the top boundary (left) while in medical ultrasound
applications, sources (red dots) and detectors (blue triangles) can be placed on both the top and the
bottom boundaries (right).

For the purpose of being concrete, we �rst describe brie�y the geometrical setting under which

we implement the learning and reconstruction algorithms. Letx = ¹G– Iº. The computational

domain of interests is
 = ¹0– !º � ¹� �– 0º. We impose periodic boundary conditions on the left

and right boundaries of the domain. Probing sources and detectors are placed on the top and bottom
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boundaries� C= ¹0– !º � f 0gand� 1 = ¹0– !º � f� � g, depending on the exact applications we have

in mind. In geophysical applications, source and detectors are both placed on the top boundary while

in medical ultrasound type of applications, source and detectors could be placed on the opposite

sides; see Figure 4.1 for an illustration. Under this setup, the wave equation(4.12)with a source

� ¹C– Gº on the top boundary and a re�ective bottom boundary takes the form

1
< 2

m2D
m2C

� � D = 0– in ¹0– )¼ � 
 –

D¹0– G– Iº =
mD
mC

¹0– G– Iº = 0– ¹G– Iº 2 ¹0– !º � ¹� �– 0º–

D¹C–0– Iº = D¹C– !– Iº– ¹C– Iº 2 ¹0– )¼ � ¹� �– 0º–
mD
mI

¹C– G–� � º = 0– ¹C– Gº 2 ¹0– )¼ � ¹0– !º–

mD
mI

¹C– G–0º = � ¹C– Gº– ¹C– Gº 2 ¹0– )¼ � ¹0– !º•

(4.22)

Similar equations can be written down for other types of source-detector con�gurations.

4.6.2 The neural network for learning

With the above computational setup, we can generate the training dataset(4.16)by solving

the wave equation(4.22)with given source functions. We will describe in detail how the training

dataset is generated, including the spatial-temporal discretization of the wave equation (4.22).

Input
Signalg

Latent
Variable

Recovered
Signal

� U¹� U¹gºº

Predicted
velocity
�eld <

Encoder (� U)

Decoder (� U)

Predictor (%U)

Figure 4.2: Network �ow for learning the approximate inverse operator. Training objective is to
selectU such thatg = � U¹� U¹gºº and< = %U¹� U¹gºº for every datum pair (g, < ).
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We construct an autoencoder network scheme to represent the inverse operator. The learning

architecture contains three signi�cant substructures: an encoder network� U, a decoder network

� U, and an additional predictor network%U; see Figure 4.2 for an illustration of the network �ow.

More information on the training process and the construction of the encoder, the decoder and the

predictor is documented in Appendix B. The encoder-decoder substructure is trained to regenerate

the input data, while the predictor reads the latent variable to predict velocity �eld< . In terms of

the input-output data, the network training aims at �nding the network parameterU such that

g9 = � U¹� U¹g9ºº and < 9 = %U¹� U¹g9ºº– 1 � 9 � # • (4.23)

This is done by a minimization algorithm that minimizes a combined� 1-� 2 loss function with the� 1

loss for the encoder-decoder substructure while� 2 for the encoder-predictor substructure. More

precisely, we train the network by solving

bU = arg min
U2�

eL¹ Uº–

with

eL¹ Uº :=
1
#

#Õ

9=1

kg9 � � U¹� U¹g9ººk� 1 ¸
1

2#

#Õ

9=1

k- ~
�
m9 � %U¹� U¹g9ºº

�
k2

M •

(4.24)

While the� 1 loss for the encoder-decoder substructure is standard in the learning literature, the

second part of the loss function is simply what we introduced in(4.17). Once the training is

performed, the approximated inverse is taken as

f � 1
bU := %bU � � bU •

Let us emphasize that the primary motivation for us to adopt this autoencoder framework, instead

of directly training a network forf � 1
bU , is to take advantage of the commonly observed capability

of autoencoders to identify lower dimension features from high-dimensional input data. That is,
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very often, one can train the autoencoder such that the latent variable� U¹gº contains most of the

valuable information ing but has a much lower dimension thang. This lowers the dimension of the

predictor network and therefore makes it easier to train the overall network. Moreover, the weighted

optimization we used in the encoder-predictor substructure further stabilizes the learning process by

focusing on matching the lower-frequency components of the output.

4.6.3 Learning-assisted FWI inversion

We tested two different algorithms to implement the pre-conditioned FWI reconstruction method,

that is, the solution to the least-squares optimization problem (4.19).

Quasi-Newton method with adjoint state. We implemented a quasi-Newton method based on the

BFGS gradient update rule [49] for the numerical reconstruction. This BFGS optimization algorithm

itself is standard, so we will not describe it in detail here. The algorithm requires the gradient of the

loss function� ¹< º de�ned in (4.20). We evaluate the gradient with a standard adjoint state method.

The procedure is documented in Algor 1 . The main complication that the learning stage brings into

the adjoint state calculation is that we will need the transpose of the gradient of the neural network

with respect to its input. This imposes restrictive accuracy requirements on the training of the neural

network in the sense that we need the network to learn not only the map from measurement to the

velocity �eld but also the derivative of the operator.

Neumann series method. The Neumann series method based on(4.11)is more training friendly

since it does not require the adjoint operator of the learned approximate inversebf � 1
bU . We implemented

a � -term truncated Neumann series approximation

b< =
� � 1Õ

9=0

 9�bf � 1
bU ¹gXº

�
• (4.25)

The computational procedure is summarized in Algorithm 2 in Appendix B.
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4.7 Numerical experiments

We now present some numerical simulations to illustrate some of the main characteristics of the

proposed framework of coupling deep learning with model-based FWI reconstruction. We �x the

computational domain to be
 = »0–1¼ � »�1–0¼, that is,! = � = 1. In this proof-of-concept study,

we use acoustic source functions that can generate data at all frequencies. We leave it as future

work to consider the situation where low-frequency wave�eld data are impossible to measure in

applications such as seismic imaging.

4.7.1 Velocity feature models

In this work, we consider two different feature models for the output velocity �eld of the neural

network.

Generalized Fourier feature model. In the �rst model, we represent< ¹xº as linear combinations

of the Laplace-Neumann eigenfunctions on the computational domain
 . To be precise, let¹_k– ikº

(k = ¹: G– :I º 2 N0 � N0) be the eigenpair of the eigenvalue problem:

� � i = _i– in 
 – n � r i = 0– on m
 •

wheren¹xº is the unit outward normal vector of the domain boundary atx 2 m
 . Then_k =

¹: Gcº2 ¸ ¹: I cº2, and

i k ¹G– Iº = cos¹: GcGº cos¹: I cI º •

In our numerical simulations, we take

< ¹xº =
"Õ

: G–:I =0

m¹kº i k ¹G– Iº – (4.26)

for some given" . The generation of the random coef�cientsm¹kº will be described in detail in

the next section.
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Gaussian mixture model. The second feature model we take is the Gaussian mixture model.

More precisely, we represent< ¹xº as a superposition of Gaussian functions:

< ¹xº = < 0 ¸
"Õ

: =1

2: 4
�

1
2

¹x� x:
0ºT � � 1

: ¹x� x:
0º

• (4.27)

With a small number of highly localized Gaussians, successful reconstruction of such a model

could provide inside on source locating problems in seismic applications [24]. This is the primary

motivation for us to consider this model.

4.7.2 Learning dataset generation

To generate training data, we generate a set of velocity �elds and then solve the wave equation

model(4.22)with source functionsf � Bg
# B
B=1 to get the corresponding wave �eld data at the detectors.

Generating velocity �elds. We �rst construct a set of# random velocity �eldsf < 9g#
9=1 using the

representation(4.26)or (4.27). We do this by randomly choosing the coef�cientsf m¹kºgk2N0� N0

from the uniform distributionU»� 0•5–0•5¼when considering the model(4.26)and the coef�cients

2: from U»0–5¼, x:
0 from U¹� �– 0º � U¹ 0– !º, ¹� : º8 9from U»0–0•2¼ ¸0•1 and< 0 = 10 when

using the model(4.27). To mimic the frequency content of realistic velocity �elds, we force the

coef�cient m¹kº in the random Fourier model (4.26) to decay asymptotically as

m¹kº � m¹kº»¹: G¸ 1º¹: I ¸ 1º¼� V– for large jkj =
q

: 2
G¸ : 2

I (4.28)

with V � 0 given in the concrete examples later.

To make sure that the velocity �elds we generated are physically meaningful, we rescale them

so that the velocity lives in a range»< –< ¼(0 Ÿ < Ÿ < Ÿ ¸1 ). The linear rescaling is done through

the operation

< ¹xº  
< � <

< � � < �
< ¹xº ¸

< < � � << �

< � � < �
– (4.29)
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